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Abstract 

The 14th European Conference on Precision Agriculture will showcase the ongoing research and applications in 
precision agriculture. Organized by the Department of Agricultural and Food Sciences of the University of Bologna, 
under the auspices of the International Society of Precision Agriculture (ISPA), the ECPA sessions will present Precision 
Agriculture from the perspective of scientists, crop consultants, advisors, extension personnel, agronomists, producers, 
and other practitioners.  
This volume collects the 2-page extended abstracts of the Posters and Side-event contributions presented at the 
conference, which took place in Bologna, Italy, from July 2-6, 2023. 
The oral presentations are published in full in an edited book published by Wageningen Academic Publishers. 
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P1 ï Future Crop Farming 
Spykman O 1, Ebertseder F 1, Burmeister, J 1, Gehring K 1, Henkel A 2  

1 Bavarian State Research Center for Agriculture, Germany 2 University of Passau, Germany. 
Correspondence: olivia.spykman@lfl.bayern.de 

Introduction 
As crop robots are finding their ways onto farms, they are largely heralded for cost efficiency 

due to substituting labor-intensive tasks [1]. Despite the advantage of a lower weight than tractors 
and the option to equip crop robots with precision farming tools, the mere implementation of crop 
robots in existing plant production systems will not realize their potential. Thus, the established way 
of farming must also be reconsidered. Ecological issues like the risk of soil erosion and the loss of 
biodiversity may be addressed in small-scale, highly diversified agricultural systems [2,3]. Such 
systems include the cultivation of multiple crops in the same field, e.g., in the form of strip 
intercropping. In addition to ecological benefits, intercropping approaches may improve the 
economic resilience of farms against external shocks [4], which, however, stands in contrast to cost 
inefficiencies resulting from small-scale structures. The role of crop robots in future farming systems 
is thus a field to be studied, also from a social perspective: crop robotsô ecological and economic 
benefits face farmer adoption hesitancy due to uncertain societal reactions [5].  

Objectives 
To understand the potential of crop robots for future-proof agriculture, a systems-oriented 

evaluation is necessary. The project Future Crop Farming in south-eastern Germany is designed to 
address this nexus of technology, ecology, and economics under consideration of the underlying 
social framework by applying the Actor Network Theory. In addition to the agronomic analysis of the 
crop production system, the field lab will also serve as a platform for communication with different 
groups of society. 

Materials and methods 
A 12 ha plot was converted to a strip-intercropping field lab, presenting six blocks of seven crop 

strips each, surrounded by a headland of grass-clover. The crop rotation consists of sugar beet, 
winter wheat, lupin, winter barley, soy, corn, and winter rye. The crops are grown in 15 m-wide strips 
orthogonal to the slope of the field, with each block separated from the next by 6 m-wide beetle 
banks. Beetle banks are raised, dam-like structures within fields serving as habitat for various 
insects [6]. In the field lab, they were planted with perennial gras and flower mixes. Management of 
the blocks alternates between an integrated, good agricultural practice approach and reduced input 
of pesticides with a strong focus on crop robots, allowing for a statistical analysis of differences in 
yield, edge effects, and labor input due to management.  

The data thus generated permits an economic evaluation of the strip-intercropping field design 
under consideration of both novel and established technology. This perspective is complemented by 
analysis of the designôs ecological impacts: specific foci lie on insect populations compared to larger 
field structures as well as effects on soil erosion risk. The latter is particularly relevant to the region 
where the field lab is located but also with respect to herbicides being replaced by (robotic) 
mechanical weeding in the reduced variant.  
Designed as a óliving labô, the project also comprises empirical social and sociological research. 

Quantitative general population and specific target group surveys on the acceptance of crop robots 
for the purpose of more biodiversity in agriculture will be conducted. Societal structures underlying 
farming will be evaluated based on qualitative interviews with farmers and other actors in the sector 
by means of the Actor Network Theory, which considers human, institutional, and natural actors. The 
findings will be developed into an educational trail around the field, aiming to address both 
agricultural and non-agricultural communities in an effort to illustrate the conflicts of interests within 
agricultural production. 

Results 
The first season of Future Crop Farming was completed in 2022. The weather conditions during 

the vegetation period resulted heavy weed competition in both the integrated and the reduced 
variants, especially in sugar beet and lupin. However, robotic weeding in the reduced variant proved 
somewhat more effective than the use of herbicides in the integrated variant in both crops.  
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Positive effects of the field design were observed on biodiversity in the whole system, as 
expected, and on soil protection, which became evident after heavy rains in spring that caused strong 
erosion in the region, yet not on the field lab. Insights from modelling the field indicate that the soil 
protective effect can be traced back to the beetle banks.  

A comparison of labor input for robot-executed tasks and conventional technology use does not 
yet show the expected results as preparatory work for robotic tasks resulted in higher labor input.  

From a social perspective, there was a strong interest in the project from regional, national, and 
international groups, with local farmers tending to be more skeptical. A discussion group with farmers 
indicated that acceptance of novel farming systems was heavily influenced by family and regional 
traditions. The sociological research provided the basis for the educational trail conceptualization.  

Discussion and conclusions 
Beginning in 2023, the reduced variant will be managed using the crop robots Farmdroid FD20 

and AgXeed AgBot 5.115T2, which will replace the AgroIntelli Robotti used in 2022. This switch in 
technology will allow the robotization of more tasks than sowing and weeding. The economic analysis 
of all three robots may contribute to the generalization of labor requirements when using crop robots. 
Further online and in-field surveys will be implemented in summer 2023 to investigate the reception 
of the crop production system in combination with crop robots among both the farming community 
and the general population. The insights thus generated may prove useful to both farmers and 
policymakers for communication about crop robots to the general public. Additionally, knowledge 
transfer activities will be expanded from on-site field visits to a simultaneous establishment of the 
educational trail both on-site and online on the project website. The future crop farming field lab 
serves as stimulus for rethinking crop production systems with the help of precision agriculture tools. 

Acknowledgements 
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P2 ï Data and Connectivity to Foster Smallholder and Urban Farming. Farmer 

Charlie   
Bonnardel B 

Farmer Charlie, United Kingdom. Correspondence: betty@farmer-charlie.com 

Introduction  
Producing a third of the worldôs food [1], smallholder farmers need to obtain accurate, useful 

data to improve their activities and make informed decision in real time in order to avoid wastes that 
amount to 40% or more in cases (from discussions with cooperatives). This is even more crucial 
when they live in isolated or remote areas, with scarce or absent connectivity (in 2022, 2.7bn of 
people were not yet connected to the Internet, according to ITU data). Farmer Charlie is a smart 
agriculture IoT platform created to meet these needs. In 2022, a prototype testing in Sicily, Italy, 
confirmed the efficiency and effectiveness of our product. Additional research on urban farming led 
to identify a market of private and smallholder farmers (gardens and allotments) in Europe, which 
could benefit from remote monitoring of soil and weather information to manage their crops and plan 
irrigation, input and sustainable growth of their crops at a convenient cost.   

 

Objectives 
Our research showed that there are over 570 million small farms globally (FAO), with 360 million 

in emerging economies. Besides, 40% of the world population still does not have internet access, 
even more in rural areas. Research started to devise a low-cost solution, affordable for these farmers 
and helpful to bring data and agronomic information they cannot access. Farmer Charlie was created 
to bridge that gap. Last year, Farmer Charlie bootstrapped its own prototype development and 
testing in Sicily, Italy, where its technology was tested on horticultural products and citrus fruit trees. 

The feedback received from Sicilian farmers was very positive and showed a market opportunity 
for Farmer Charlie in Europe, as an easy to use, easy to install low-cost solution addressing small 
and private farmersô needs. Through discussions and investigations with allotment owners and 
garden farmers, Farmer Charlie appears to be also suited to city farming. R&D features include 
compatibility with 5G, satellite and other IoT radio-technologies, optimisation of the telecom network 
(e.g., data transfer rates). Low cost has always been considered an essential requirement. 

 

Materials and methods 
Farmer Charlie is made of the following subsystems: in-field sensors to detect soil values such 

as humidity, pH and temperature; a connectivity module; a user-friendly application; support systems 
including a battery/solar panel. Our approach relies on optimising the system in order to address the 
farmersô need for receiving crucial data and information on the crops even remotely. The inclusion 
of different connectivity technologies in our service opens new opportunities to adapt Farmer Charlie 
to European market, but this is developed in a way which need to remain cost-effective. 

 

Results 
Our target was to develop sensors which were good quality, at a very low cost and with a long 

life. We were pleased to have achieved success against our objective to develop a robust, 
interoperable, and low-cost system. 

The equipment measured humidity and temperature in the field and were connected to a 
weather station. The radio-module is based on a managed LoRA protocol, to bring efficiencies to 
our system. 

Our data rate is narrow band, but we can also rely on radio modules which can transmit in 
broadband, would we require video, for instance. 
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Figure1. Farmer Charlie - System 

 
Source: Farmer Charlie, 2023. 

 

Discussion and conclusions 
Further to our research and development activities and the deployment of our system in Sicily, 

we have now identified the following challenges which we have addressed:  
- the battery system needs to be optimised and coupled with a solar panel in order to 

increase the duration of sensor over more than 3 years. 
- the measurement of humidity and temperature is valuable for the control of irrigation 

systems, and the better use of water, a scarce resource. 
- there is a further need to measure nutrients in soil, luminosity and other parameters. 

Addressing these needs requires a trade-off in measuring all with one unique sensor 
(our sensor has four entries) or individual sensors. 

We address the need of monitoring vegetable gardens and citrus fruits remotely, as the farmer 
(private or smallholder) cannot always oversee their growth in person. Knowing soil and weather 
condition in real time can assist with better practice and improved yield. Controlling the use of water 
and limiting fertilizers and pesticides, our system is also aimed at reducing waste in farms (current 
estimate of waste is 15% [2]). 
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Introduction  
The University of Georgia (UGA) is a public teaching, research, and outreach institution located 

in the state of Georgia, USA. It was founded in 1785 making it the oldest public university in the USA. 
Agriculture contributes approximately USD69.4 billion annually to Georgia's economy and is the 
largest business sector in Georgia. The 2020 total farm gate value for the state was USD12.2 billion 
with more than 4 million hectares in production [1]. Georgia is the U.S. state that produces the most 
peanuts, broilers (chickens), pecans, blueberries and spring onions and ranks in the top five for 
cotton (#2), watermelon, peaches, eggs, cucumbers, sweet corn, bell peppers, tomatoes, 
cantaloupes, rye and cabbage [2]. Farmers in the state are under ever-increasing economic pressure 
from rising input costs and competition from countries with lower wages and are turning to the 
technological solutions offered by precision agriculture to improve their efficiency and profitability. 
Based on the strength of Georgiaôs agricultural industry, the extensive history of precision 

agricultural research at UGA, the expertise present in College of Agricultural and Environmental 
Sciences (CAES) and the College of Engineering (CoE), the University Provostôs Taskforce on 
Academic Excellence in 2019 identified Integrative Precision Agriculture (IPA) as one of five areas 
of research for UGA to increase investment and build excellence. The investment in IPA consisted 
of two thrusts: the establishment of nine new IPA faculty positions and the formation of the Institute 
for Integrative Precision Agriculture (IIPA).  

The IIPA was launched in 2022 to serve as a conduit to connect agricultural technology 
research, education and outreach within UGA and with outside partners such as other universities 
and agribusiness. This is accomplished through networking events, joint infrastructure and seed 
grant programs, among other efforts.  

Educational initiatives 
The IIPA will not offer new academic degrees in the short term. Instead, it will focus on 

developing a continuum of education and training from the secondary (high school) to the tertiary 
level (university) that will develop market-ready graduates with knowledge and skills to develop and 
apply IPA solutions when they enter the workforce. Market-ready graduates with these types of skills 
are currently the limiting factor in the development and expansion of companies that offer IPA 
services and technologies in rural Georgia. To achieve this goal, the IIPA is developing multiple 
educational pathways for students that lead to associate of science (A.S.) or bachelor of science 
(B.S.) degrees that match industry needs for training and education in IPA. The IIPA is working 
closely with industry partners to identify these needs. For example, the IIPA hosted an international 
IPA conference during May 2023 during which there was a panel discussion on industry workforce 
needs and how academia can create curricula and attract students to meet needs. The panel was 
composed of IPA leaders from industry and academia. 

In many states of the USA, students are able to take university level courses while still in high 
school. This is commonly referred to as dual enrollment as the credits also count towards high school 
graduation requirements. For example, a student may take a first-year university chemistry course 
which also fulfils a high school science course requirement. In Georgia, students are allowed to 
accumulate up to 30 dual enrollment credits while in high school which is approximately 25% of the 
credits needed to graduate with a 4-year bachelor degree from a public university in Georgia. Dual 
enrollment with a public institution is at no cost to the student. This provides students with an 
opportunity to complete their university degree in three rather than four years but also significantly 
reduces the cost of a university education. 

In Georgia, there are two types of public tertiary education ï that offered by the University 
System of Georgia (USG) and that offered by the Technical College System of Georgia (TCSG). The 
USG consists of 25 colleges and universities all of which offer bachelor degrees, many offer masters 
degrees, and a few offer doctoral degrees. TCSG consists of 23 technical colleges which provide 
technical education, adult education, and customized business and industry training programs. Many 
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technical colleges have campuses in rural areas and because of that, have begun offering dual 
enrollment courses to serve high school students living in these areas. Dual enrollment courses from 
technical colleges are eligible for transfer to USG institutions. Within the last few years, technical 
colleges have also begun offering 2-year A.S. degrees.  

The educational IPA pathways are being developed in partnership with rural high schools and 
technical colleges with a large footprint in rural Georgia and take advantage of dual enrollment. In 
this model, students are recruited for an IPA pathway while in high school during which they pursue 
academic credits via dual enrollment with the technical college. After high school, they enroll at the 
technical college where they pursue an A.S. in IPA. The A.S. in IPA are new degrees with that will 
be offered by a small group of technical colleges in rural areas and will be developed in conjunction 
with UGA. The A.S. will have two tracks. One track results in a terminal A.S. that leads to direct 
employment with industry in technical support roles. The second track includes the core science, 
technology, engineering and mathematics (STEM) courses needed to pursue a B.S. at UGA. When 
students arrive at UGA they are essentially third-year students and are able to complete a B.S. in 
two years. Figure 1 shows the educational pathway options in graphical form.  

Feedback from industry has clearly indicated that the ideal graduate is one who can apply 
traditional knowledge in agricultural sciences, data science, and engineering to develop IPA 
solutions to current and anticipated problems. Because of this, the IIPA is not developing a new IPA 
degree at UGA. Instead, the IIPA is developing IPA areas of emphasis within existing STEM 
disciplines. An area of emphasis is a concentration of courses that provides a student with 
competence in a specific area of knowledge and is explicitly identified on studentsô transcripts. As 
one example, the B.S. in Crop, Soil and Environmental Sciences (CSES) includes an IPA area of 
emphasis. Although some IPA-related courses such Principles of Precision Agriculture and 
Geographic Information Systems as are required of all students pursuing the CSES degree, students 
pursuing the area of emphasis are required to take four additional IPA-related courses and have the 
option of taking even more as electives. The suite of available IPA courses will increase as the new 
IPA hires develop and begin to offer new courses in their areas of expertise. 

At the time of this writing, areas of emphasis are being developed for the agricultural 
engineering, computer science, and forestry degrees in addition to the one described in the previous 
paragraph. Others are under consideration. The IPA educational pathways are currently under 
development with the goal of being implemented for the 2024-2025 academic year. 

Figure 1. IPA workforce development educational pathways in graphical form. 
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Introduction  
The curriculum of the Electrical Engineering, Electronic Engineering and Agroindustrial Engineering 
programs at the Universidad Pontificia Bolivariana (UPB) in Medellín, Colombia, has been 
continuously evolving since their creation in 1950, 1970 and 1994, respectively. Throughout their 
history, these programs have been characterized by offering training tailored to the social needs of 
the environment, focusing on the region, but without losing sight of the global environment, to the 
point that many of their graduates are working in companies abroad [1]. 
This spirit of permanent updating has been oriented, in recent years, from the perspective of the 
CDIO model and the ABET model. Currently, the need to incorporate Competency Based Learning 
(CBL) and Problem Based Learning (PBL) perspectives is reinforced. The CDIO model seeks to 
provide engineering students with training within four fundamental frameworks: Conceive, Design, 
Implement and Operate [2], that can be strengthened through CBL and PBL methodologies. These 
methodologies state that, by using problems or projects as a stimulus for learning, students develop 
their competencies better and in a more comprehensive manner [3]. 

Materials and methods 
The training process of an engineering student traditionally begins with a mathematical foundation, 
useful to form in the student's mentality the logical reasoning skills that will allow him/her to generate 
solutions inspired by mathematical and algorithmic bases in the future. Within their training cycle in 
mathematics, and according to the experience of the teachers, one of the main concerns of the 
students is how and when they will begin to develop the competencies of their career and area. 
At UPB, the Technologies in Urban Agriculture Research Program is being carried out, which beyond 
the direct research products that may be produced, leaves as a result an extended classroom in 
Precision Agriculture implemented in a Greenhouse built at UPB, whose functionalities include an 
automated irrigation system, which is expected to serve as a platform for the development of 
classroom projects for the formation of competencies among undergraduate students. This extended 
classroom is implemented in the aforementioned Greenhouse, with technologies oriented to Artificial 
Intelligence (AI), such as: Machine Learning (ML), Fuzzy Logic (FL) and Internet of Things (IoT), for 
the development of intelligent irrigation systems [4]. The analysis and implementation of this project 
allows establishing the connection between the competencies proposed in different courses of the 
Electronic Engineering program of the Universidad Pontificia Bolivariana and their development and 
strengthening through problem solving, in this particular case, in Precision Agriculture. Likewise, to 
evaluate the current state of the engineering schools and to give support to build methodological 
structures based on learning, implementing the CDIO and ABET initiative, based on CBL and PBL, 
for the training of future engineers [5]. 
To carry out these processes, competencies are identified in the Electrical, Electronic and 
Agroindustrial Engineering programs at UPB in order to evaluate the current state of the engineering 
school and determine those competencies that can be developed with urban agriculture 
methodologies. Then we seek to propose training activities in selected or elective subjects, 
incorporating technologies and teaching tools, strengthening research and innovation and 
methodological structures with clear objectives, practical activities and appropriate evaluation. 
Create collaborative learning environments and continuously monitor student performance and 
effectiveness of methodological structures [6]. 
With the above, competency-based models are proposed for UPB engineering students to acquire 
knowledge in Precision Agriculture. Priority competencies include research, communication and 
teamwork, leadership and entrepreneurship, social and environmental responsibility, and rigorous 
logical reasoning. These skills are combined with interpersonal and cross-cutting competencies that 
are crucial for students to excel in their field of study and contribute significantly to the development 
of precision agriculture [6]. 
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Results 
As mentioned above, a Greenhouse was built and implemented at UPB (Figure 1), which will be 
used as an extended classroom to train new engineers, who will acquire skills to use precision 
agriculture to propose methodologies and activities to develop competencies defined in the 
aforementioned engineering programs. 

Figure 1. UPB Greenhouse 

 
These competencies are based on Accreditation Board of Engineering and Technology (ABET) 
criteria that are aligned with the 1999 Bologna Process [6]. 
In order to train new engineers with competencies in which methodologies and activities are 
proposed to develop them, defined in the engineering programs already mentioned in the extended 
classroom, it is sought that they can acquire them through methodologies based on experiments, in 
which through the obtaining of soil moisture retention curves with metric potential sensors, models 
can be obtained, which can be used to perform continuous irrigation control [7]. 
These models will be obtained in the Continuous Control course and will be implemented through a 
Programmable Logic Controller (PLC) in the Programmable Logic Control course of the Electrical 
and Electronic Engineering programs, acquiring the competency of research, communication and 
teamwork and the competency of rigorous logical reasoning. These activities, incorporated into 
elective courses, can attract students from other engineering careers, such as: Agroindustrial 
Engineering, Mechanical Engineering and Industrial Engineering. 
In addition to this, we want this training to have a remote operation scope by using a web platform, 
such as Ubidots, which allows visualizing variables such as Ambient Temperature, Relative 
Humidity, Soil Moisture, among other variables; so that students can visualize them, and with this 
data, analyze and use them to carry out the control of an irrigation system, either by making manual 
or automated irrigation decisions [8]. This training with remote operation scope, will be implemented 
in courses such as Agricultural Production or in elective courses such as Non-Food Technologies 
(Digital Agribusiness) of the Agroindustrial Engineering program, acquiring the competence of social 
and environmental responsibility and research, communication and teamwork. 
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Introduction 
The process of agricultural production is undergoing progressive digitalization worldwide, which 

is referred to as digital farming or smart farming [1,2], i.e., the share of software-based tools and 
purely software-based processes such as planning tasks is demonstrably increasing steadily [1,2]. 
Agriculture is an essential part of Critical Infrastructure as it is essential for global food production. 
This becomes especially important in times of diverse crisis events such as: War, Pandemics and 
Climate Change. Centralized and internet-dependent software-based infrastructures and 
applications are then particularly vulnerable. The concept and technological possibilities as well as 
the current developments of Resilient Smart Farming (RSF) show how data management can be 
designed according to the offline-first principle. A central building block here is Resilient Edge 
Computing (REC) and the developed HofBox: a mini-server that takes over data management on 
the farm and implements it with innovative, open source-based container technology Open Horizon 
[3,4,5]. 

Objectives 
The central question here is: (How) Can decentralized data management with hybrid IT 

infrastructure be implemented and at the same time support the economic and ecological benefits 
of smart farming applications and increase resilience? Can the concept of Resilient Smart Farming 
provide a conceptual and technological way to strengthen resilience of digital infrastructures in 
agriculture? 

Materials and methods 
For the practical implementation of Resilient Smart Farming in the form of Resilient Edge 

Computing, a so-called HofBox was used as a miniserver with the hardware of a Raspberry Pi 4, 
4GB with LoRa board in the first step. This simple and commercially available hardware could be 
manually integrated into the Open Horizon infrastructure. The LoRa board is used as a gateway for 
an autonomous sensor network on the farm. In the second prototype, a HofBox 2.0 with x86 and 
Secure Device Onboarding (SDO) was used for automated deployment of software containers.  

At the infrastructure level, Resilient Edge Computing is deployed via the open source framework 
Open Horizon [3,4] at the professional level as IBM Edge Application Manager. The software used 
to deploy software containers in the project is open source software in the first step, such as Libre 
Office, MQTT broker or the GeoBox application. The Long Range Wide Area Network is supported, 
among other things, by its own gateways, which store the sensor data via the commnitiy-based and 
central platform The Things Network and make it available via APIs. You can see the different 
variants of the HofBoxes in (Table 1).  

 

Table 1. Two different HofBox hardware were used 

HofBox 1.2 description HofBox 2.0 description 

 

Our first usable prototype of 
HofBox 1.2 was based on a 
Raspberry Pi 4 with 4 GB 
RAM and an extension of a 
LoRa-Board  
 
  

The second usable 
prototype of HofBox 
2.0 is a x86 with a 
secure device 
onboarding (SDO) 

Results 
The HofBoxes are initialized, installed and updated without user interaction (zero touch) via the 

open source edge computing platform "Open Horizon". The application layer applications shall be 
containerizable" to run in the data center, cloud-based or locally on the HofBox.  
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Figure 1. IT-Architecture for Resilient Smart Farming 

 
  
The applications should be usable by means of a standard Internet browser, i.e. without 

additional software, accessible via a special start page on the HofBox and basically functioning 
without connection to the Internet. Furthermore, additional applications can be installed via the 
integration of an app store if desired by the user. To support the daily work, an (extendable) basic 
software (GeoBox app) is supplied as standard. The hofbox is a dedicated, self-contained, 
ruggedized compute server delivered to the farm, managed remotely, and providing localized 
workload ad data processing services to the farmer. In order to realize resilient smart farming into 
practiice, farmers data will be on the hofbox edge device. Only by agreeing, the data can be sent 
and stored elsewhere. The solution is fully resilient, because of a hybrid-cloud architecture which 
means that the solution is cloud agnostic. 

Resilient smart farming thru rersilient edge computing is a role model for critical infrastructures.  

Discussion and conclusions 
The solution we designed and developed to strengthen digital resilience in agriculture, Resilient 

Smart Farming, is technologically feasible and can be tested in practice in the future. This will show 
whether the solution is also successful under the conditions of agricultural practice. We were able to 
practically demonstrate the technological feasibility with Resilient Edge Computing, as described 
above. We expect containerized software to be increasingly used in agriculture in the coming years. 
Under Open Horizon, we show that these can also be managed and administered. 
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Introduction 
Agricultural producers continue to evolve due to education, information accessibility, 

communication technology, societal expectations, regulatory increases, equipment sophistication, 
changes in production systems, productivity changes, and ever-escalating capital needs and 
intensity [1]. To remain relevant and effective, the space and methods in which research 
professionals engage growers and landowners on the use of best management practices in 
agriculture must be just as dynamic. However, outreach programs have traditionally relied on lecture 
presentations, field tours, fact sheets, and on-station demonstrations. These methods tend not to 
provide the experience that growers require to become comfortable adopting innovative solutions, 
whether it be new management practices or the use of new technology. To this end, the Testing 
Agricultural Performance Solutions (TAPS, https://tapsprogram.org/) program was developed. 

The TAPS program is characterized by its innovative approach that combines interactive, 
"citizen-science" learning with interdisciplinary research. It revolves around annual farm 
management competitions hosted at university research farms, where participants make real-world 
management decisions, such as crop cultivar and seeding rate, irrigation and nitrogen amount, 
timing, and method, crop insurance, and marketing, which are then implemented side-by-side in 
replicated plots on the same field (Figure 1). This unique setup allows for TAPS researchers to 
directly compare and evaluate the influence of management decisions on production, efficiency, and 
economic outcomes void of farm and regional-level differences, including soil type, weather 
conditions, and equipment availability. Furthermore, by providing a controlled environment for testing 
different management methods using new and emerging technologies, TAPS enables participants 
to evaluate practices without exposing their own farm operations to unnecessary risks. 

 
Figura 1. Experimental layout for the 2019 sprinkler irrigated maize competition held at the West 
Central Research, Extension, and Education Center in North Platte, NE, USA. 

 
 
TAPS has expanded from a single competition of 15 teams comprised of 18 producers and two 

student groups in North Platte, NE, USA, to eight competitions across four states consisting of 156 
teams made up of producers, student groups, agency personnel, and researchers. Each competition 
is uniquely designed and implemented to address local needs, constraints, and opportunities. 

Extensive data is generated on the TAPS plots to inform operational performance of water 
conservation technologies and practices. Each team has access to real-time data from commercially 
available soil water sensors, plant and canopy sensors, aerial/satellite imagery, field level weather 

https://tapsprogram.org/
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stations, irrigation and nitrogen management models, soil and plant analysis, scouting reports, 
marketing tools, among others. Each team accesses this information via the competition website, 
which also contains informational videos, user tutorials, and insights into how to use the technology. 
In addition, supporting data is collected to understand production responses and to provide validity 
to commercial technologies marketed for agricultural production. For example, neutron attenuation 
and infrared thermometry (Apogee Instruments, Logan, UT) are used to assess soil water availability, 
and soil and plant tissue sampling and canopy reflectance via Crop Circles (Holland Scientific, 
Lincoln, NE) are used to assess nutrient availability and uptake. 

 

Results and Discussion 
The project team has observed that efficient users of water and nitrogen fertilizer as measured 

by the Water and Nitrogen Intensification Perfromance Index (WNIPI) [2] also tend to be more 
profitable. The relationship between WNIPI and net income of the 2017 to 2019 TAPS sprinkler 
irrigated maize competition in North Platte, NE, USA, is presented in Figure 2. A positive, linear 
correlation with a pooled R2 of 0.61 was observed. Thus, promoting the adoption of conservation, 
resource efficient oriented practices can align with farm profitability. Each year the participants are 
surveyed to evaluate the impact of the program on adoption of practices and technology. In 2018, 
68% of the participants increased their confidence in irrigation technologies [1], and in 2019, 69% 
and 76% of participants were thinking about adopting one or more irrigation and nitrogen 
management tools, respectively. 

 
Figure 2. Profit (US Dollar per hectare) versus input use efficiency as measured by Water-Nitrogen 
Intensification Performance Index (WNIPI) for the 2017 to 2019 Sprinkler Irrigated Maize Farm 
Management Competition in North Platte, Nebraska, USA. 
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Introduction  
Tractor guidance (TG) systems are a type of precision agriculture technology that uses global 

navigation satellite systems (GNSS) to mechanically steer tractor paths during field operations. 
Spatially precise applications of nitrogen (N) and phosphorus (P), through the use of auto-guidance 
systems, improve crop production and reduce non-point source pollution across agricultural 
landscapes, relative to non-GNSS enabled technologies (Shockley et al., 2011). Specifically, Kharel 
et al. (2020a) reported 6 and 16% reductions in input overlaps (double applications) and gaps (no 
application), respectively, via TG systems. Greater effective spatial coverages can translate to less 
labor, lower greenhouse gas emissions and non-point source pollution, and greater cost savings per 
unit area (Lindsay et al., 2018). However, in a follow-up study, Kharel et al. (2020b) found that factors 
such as terrain attributes (increased slope, variable topography) and field shape and irregularity drive 
the extent of these efficiency gains relative to non-TG systems. Other important factors, such as 
operator experience level for the non-TG comparison, likely also affect efficiency gain estimates; 
however, evaluations of driver experience have not been done to date. 

Previous work by Ashworth et al. (2018) found that TG led to total farm-level carbon equivalent 
emission reductions of 15.7, 3.5, and 9.6 Mg for cotton (Gossypium hirsutum L.), soybean [Glycine 
max (L.) Merr.], and cottonïsoybean mixed operations, respectively. These results highlight that 
emission reductions are crop, amount, and agro-input specific. Additional work by Ashworth et al. 
(2022) found that fertilizer source (organic vs. inorganic) greatly affected environmental benefits 
from TG via a life cycle assessment. In this assessment, poultry litter had fewer environmental 
gains than inorganic N, owing to the rate of volatilization for poultry litter under IPCC Tier 1 
methods being twice that of synthetic sources, as well as fewer yield gains under the 
organic source. This study set out to explore the effect of operator experience level (0ï1, 2ï3, 6+ 
yr) during fertilizer (organic and inorganic) and herbicide applications and based on terrain 
attributes, relative to precision guidance tools. We predicted that the greatest operator experience 
level (6+ yr) scenario would have the fewest overlaps and gaps and, consequently, the least 
environmental gains during agro-input applications relative to precision guidance systems. 

Objectives 
The use of precision agriculture tools like tractor guidance (TG) improves production efficiencies 

by reducing overlaps and gaps and consequently reducing environmental impacts from over-
applying fertilizers and herbicides in agricultural systems. However, the relationships between terrain 
attributes (slope, field shape irregularities, pass length), drivers experience level (0ï1, 2ï3, 6+ yr), 
and system (farm size, crop type, etc.) impact efficiency gains for precision agriculture tools are 
lacking. Therefore, in a series of studies, authors tested these factors by comparing TG (where a 
predefined field path was followed) and without TG (manually driven). 

Materials and methods 
       This study was conducted at Booneville, AR, USA (35.087723 N, 93.993740 W) in 2018 and 
2019. The details of the field study, data collection, and overlap estimation methodology for 2018 
data are available in Kharel et al. (2020a, 2020b). A New Holland 7040 (NH7040) tractor was used 
without TG (manually driven) in six fields (11.7ï 22.5 ha) with a 10-m fertilizer spreader and a 13-m 
boom sprayer from 2018ï2019. Three operator experience levels where Operator A had 6+ yr 
tractor driving experience, Operator B had 2ï3 yr experience, and Operator C had 0ï1 yr 
experience were used for this study. Operator A applied fertilizer in 2018, Operator B applied 
herbicide in 2019, and Operator C applied fertilizer in 2019 for the same six pasture fields. 
Intelliview IV display (CNH), 372 receiver, and RTX signal (Trimble Navigation Ltd.) with 15-cm 
pass to pass accuracy as a navigation system were used by each operator. Kharel et al. (2020a) 
reported that there was no statistical difference in overlap and gap due to operation (fertilizer and 
herbicide application); hence, we combined these datasets from both operations to evaluate the 
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effect of driver experience. Overlap and gap information were calculated as described in Kharel et 
al. (2020a, 2020b). Briefly, data points (tractor location recorded each second during field 
operations) showing more than 35° difference in heading direction were assigned a new pass 
number in increments. A line feature was created for each pass and a buffer polygon around the 
line feature was developed using equipment width. For each operation within a field, individual 
pass polygons were sequentially evaluated with the rest of pass polygons and overlap polygons 
calculated for further analysis. Gap area was then calculated by subtracting pass polygon and 
overlap polygon area from the field boundary area as shown by Equation 1 in Kharel et al. (2020a). 
Both overlap and gap area were expressed relative to field boundary area in percentage for 
statistical analysis. Since gap area was calculated for whole field and no gap polygons were 
created within a field, the majority of analysis on this paper focuses on overlap polygons.  

Results 
We estimated economic and environmental implications of TG using TGA for smallholder 

farmers. Adoption of TG systems has increased by 50ï60% for major row crops in the United States; 
however, to date TG technologies are not widely used for either smaller-scale production or pasture-
based systems, and more information is needed regarding how efficiency estimates from TG in 
pasture systems are affected. Results showed that operator experience level is critical when making 
efficiency gain estimates and operators with 6+ yr of experience reduced overlap 7.7 and 20.6% 
compared with 2ï3 yr of experience and new operators, respectively. N fertilizer savings via TG lead 
not only to substantial energy savings during its manufacture but also to rather large reductions in 
N2O emissions, which vary based on farm size, crop type, field shape, and terrain. 

Discussion and conclusions 

In a series of studies, authors tested these factors by comparing TG (where a predefined field 
path was followed) and without TG (manually driven). Studies found that operator experience level 
(for non-TG comparison) was inversely related to TG- driven efficiency gain improvements and that 
overlaps increased with increasing field irregularities (6 to 11% field area), shorter pass lengths (2 
to 19m2), greater slope (17 to 53m2), and roughness index (13 to 38m2) per grid cell. In addition, 
TG was profitable and led to farm level carbon equivalent (CE) emission savings of 15.7, 3.5, and 
9.6 Mg for cotton, soybean, and óMixedô operations, respectively. These results highlight CE 
savings that are i) crop specific; ii) scale dependent; and iii) equipment/input-use specific. Overall, 
auto-guidance systems on tractors leads to more targeted nutrient and input applications, which 
leads to more sustainable production of food.   
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Introduction 
Precision Agriculture (PA) represents a huge opportunity but also a challenge that the entire 

agri-food supply chain must face to make the food production process sustainable, both in 
environmental and economic terms.  

This also challenges the legal environment because many profiles are linked to the aspects that 
emerge from using drones and precision mechanical means used in PA [1]. 

In European regulatory terminology, drones are included in the group of unmanned aircraft (UAS 
ï unmanned aircraft system). Their tremendous flexibility allows their employment in an increasing 
number of activities and sectors, such as agriculture, resulting in interesting technology and 
extraordinary development opportunities. At the same time, it requires an urgent intervention on the 
legal side [2]. 

 
Objectives 

The research aims to illustrate the European and national regulatory framework regarding the 
use of UAS systems, including drones, in agriculture.   

 
Results 

According to the EU Reg. 2018/1139 and EU Reg. 2019/947, as amended by EU Reg. 2020/639, 
UAS operations are divided into three categories, depending on the parameter of the risk associated 
with the operations, distinguishing them in open, specific and certified. 

In PA, you can operate through the first two categories, with a preference for the open one 
because it does not require any prior authorisation, reducing costs and organisational effort, while 
for the specific category, technical capabilities are needed (EU Reg. 2019/945, as amended by EU 
Reg. 2020/1058, lays down the technical standards and classes of the UAS for each category).  

Despite the strong impact in agriculture that the use of drones would lead, both in terms of 
necessary investments and the development of new agricultural services, there are advantages to 
be considered, such as the ability to perform multispectral scans on crops, reduce operating costs, 
respond quickly to intervention needs and optimise production efficiency. 

However, several legal aspects need to be considered: security and insurance issues, civil 
liability relating to accidents, and the technical and social aspects arising from data collected by the 
UAS by remote sensing. 

Regarding the national legal framework, the navigation code in article 734 states that the 
concept of aircraft covers civil aerial drones, as the unmanned aircraft systems are also regarded as 
aircraft, according to national special laws, ENAC Regulations and, for military ones, the decrees of 
Ministry of Defense.  

Italy was the first EU country to adopt a targeted legal discipline in this matter thanks to ENAC 
Regulation 2013 about unmanned aircraft systems, revised and amended several times to adapt the 
internal technical legislation to ICAO (International Civil Aviation Organizations) guidelines; and 
finally replaced by Regulation ENAC UAS-IT 2021, currently in force. 

The European Union is still acting on the evolution of the regulatory framework of unmanned 
aircraft systems, committing to ensuring standards for drones and providing the necessary services 
to guarantee the sustainable development of a rapidly growing market. 

One of the sensitive aspects that can arise from the use of the technologies in question concerns 
the civil liability of goods and people on the surface; the EU itself has shown that it is aware of the 
problem, in fact, the «Declaration on remotely piloted aircraft (drones). Framing the future of 
aviation» (Riga, 2015) established that «the drone operator is responsible for its use» as one of the 
fundamental principles to be followed in the future regulation of flight with remotely piloted aircraft. 

 The most recent sources of European law have chosen not to define a special civil liability 
regime but to mitigate the risk by providing a registration system for unmanned aircraft systems and 
a general liability insurance obligation towards third parties [3]. 
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The CE Reg. 2004/785 introduced a harmonised regime on minimun insurance requirements 
for air carriers and aircraft operators concerning insurance of passengers, baggage, cargo and third 
parties; the same Regulation applies to unmanned aircraft systems but not to aircraft with a 
maximum take-off mass of less than 20 kilos.  

The absence of uniform European legislation on this point leads to interpretative doubts and 
presents a regulatory framework full of application uncertainties. 

The use of drones may, in addition, generate substantial interference with the protection of the 
right to privacy and the protection of personal data; this worrying invasiveness has led to the 
emanation of the UE Reg. 2016/679 (GDPR) that treats the personal data generated during 
agricultural activities about the farmer, the agricultural workers and the subjects involved in the same 
activities [4]. 

Another profile concerns the aspects related to the protection, exchange and ownership of non-
personal data, referring to agricultural activity: in this case, takes action the EU Reg. 1807/2018 
«Free Flow Data Regulation» FFD, that is trying to create a Digital Single Market for the free 
movement of non-personal data within the EU, in association with the provisions of the GDPR 
(examples of non-personal-data in the FFD include those on precision agriculture).  

The EU Commission, on 24 February 2022, introduced the proposal for a European law «EU 
Data Act», as part of the European Data Strategy to create a single European Data Market, trying to 
set out a cross-sectoral governance framework for data access and use, by physical persons, 
organisations and European public authorities. 

 
Discussion and conclusions 

Despite the initiatives aimed at encouraging the development of the PA and the digitalisation of 
the agricultural sector, it seems appropriate to face, in institutional headquarters, the regulatory and 
legal obstacles that hinder the dissemination of innovations in support of sustainable use of 
resources: such as the prohibition of the use of drones for the spraying of plant protection products 
[5].    

In this perspective, it could be a relevant solution to provide framework legislation on agronomic 
data and their governance, but also on the use of drones that, otherwise, will continue to be valid 
only for topographical surveys and aerial documentation, not taking advantage of the additional 
opportunities of reduction of the factors of pollution and contribution to the ambitions of sustainability, 
according to the EU policy.  

Although the EU Reg. 2022/425, amending EU Reg. 2019/947, extending the transitional 
periods for the use of drones in the open category, and the Easy Access Rules for UAS, a manual 
drawn up by EASA on the European regulation of drones, the current legislation is not yet responsive 
to the needs of the agricultural sector: this could compromise the proper development of the market, 
which can no longer be separated from smart agriculture. 
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Introduction 
Weeds and other pest organisms cause losses of more than 40% of crop yields globally [1] and 

their control accounts for approximately one third of the total expenditure of a farm. In the face of the 
current intensification of agriculture, it is becoming increasingly urgent to design and adopt more 
sustainable and efficient food production.Therefore, there is a strong need for proper management 
of phytosanitary treatments on crops, and for these to be carried out in a localized manner. 
Experimental studies on cereal crops in Germany [2], Spain [3] and the Czech Republic [4] showed 
savings of over 70%, 74% and 86%, respectively, in the applied dosis phytosanitary when it 
performed in a localized manner. This significant reduction of the amount of phytosanitary would 
allow the use of small treatment vehicles carrying small tanks of liquid instead of big ones. On the 
other hand, the ISO 11783 (commonly designated as ISOBUS) protocol is a communication standard 
using in agriculture, for connecting tractors with implements. Although this standard has been widely 
adopted in precision agriculture technologies [5], there is a shortage of research studies on its use 
for communicating agricultural robots with their implements.  

Objectives 
The main objective of this work was to develop and validate a platform based on a small 

commercial robot capable of controlling valves individually using the ISOBUS protocol for spraying 
phytosanitary on weeds. The opening of the valves is determined by the information of a weed 
treatment map previously created. Acting in this manner, a considerable amount of this liquid is 
saved, as this is only applied in the areas of the field that they really needed, instead of over the 
entire field. 

Materials and methods 
A small commercial robot (Robotnik RB-VOGUI) was equipped with a storage tank for 

phytosanitary liquid, an electric diaphragm pump, and a one-metre spray bar (Figure 1a). Three 
electric valves (Lechler ESV) capable of single nozzle control by ISOBUS were placed on the bar 
(Figure 1b). Furthermore, a RTK-GNSS receiver (Septentrio mosaic-H) was placed on-board the 
robot. 

An algorithm was developed for generating treatment maps of patch weeds in fields (Figure 1c). 
Thus, once measured the geographical position of the weeds, a grid map of the field was obtained, 
where each cell was marked with a binary value that represents whether there is weed or not. 
Regarding the actuation system, a method that encoded the control signals to ISOBUS data frame 
format for the valves was implemented. 

Thus, the operation of the entire system was that the platform moved forward over the field, it 
read its geographical position from its RTK-GNSS receiver, located the position of its valves on the 
treatment map, and, in the case that weed was present, it opened one, two or the three valves to 
spray phytosanitary over the weeds. 

Results 
Several experiments were carried out to test the complete system on the field, showing a proper 

functioning. The treatment maps were correctly generated from the geographical position of the 
weeds. The robot went around the field, and the valves only opened in the regions where the 
treatment map indicated that weeds were present. 

Discussion and conclusions 
The developed platform allowed the localized weed treatment. Thus, the phytosanitary was 

applied only in the regions of the crop where weed was present, instead of in the entire fied. 
Therefore, it is possible to substantially reduce production costs and achieve more environmentally 
friendly farm management. 
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Figure 1. (a) Developed platform based on a small robot; (b) Electric valves placed on the bar on-
board the robot; and (c) Example of weed treatment map.  

 

 

 

(b) 

 

(a) (c) 
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Introduction  
 Unmanned Aerial Vehicles (UAVs) can acquire high-resolution aerial imagery for precision 
farming. Unmanned ground vehicles (UGVs), on the other hand, can be used for care of crops, weed 
removal, application of chemicals, and harvesting. Autonomous coordination between the two can 
further help minimize the use of chemicals, reduce cost, and reduce dependencies in human labour 
[1]. For example, UAVs can provide necessary information about the crops such as diseased 
plants/weeds and their locations to the UGVs, which can use the information provided by the UAVs 
to autonomously navigate to the area for application of chemicals (herbicides/pesticides) and 
removal of weeds. Collaboration between UAVs and large farming robots such as Bosch BoniRob 
has been investigated [2]. However, large ground vehicles cannot effectively be used for all types of 
row crops such as strawberry and lettuce. Moreover, using large vehicles results in soil compaction. 
Using small UGVs instead of large UGVs is more beneficial for precision farming [3].  

Objectives 
The purpose of this study is to investigate the autonomous coordination between small UAVs 

and UGVs for weed detection and removal. Experiment design, data collection and processing, 
development of machine learning models for weed detection, and real-time processing of the 
developed models are discussed. Also discussed is the progress on the collaboration between UAVs 
and UGVs for motion coordination and communication network for data sharing.  

Materials and methods 
An experimental strawberry plot has been designed and developed for the study. The test plot 

has a total of three replicate rows. It is a strip-plot design with four nitrogen treatments forming the 
main plots and five irrigation treatments forming subplots. Strawberry is a suitable crop for this 
research as it attracts a lot of weeds.  

Two UAVs have been used for the project. One of the UAVs used is a DJI P4 multispectral  
equipped with a high-performance RTK capable GPS, an RGB camera, and  5-band multispectral 
sensor [4]. The second UAV used is a IF750 UAV and is equipped with a camera and a Gimbal. The 
UAV has been integrated with a Jetson Nano processor for processing the developed machine 
learning models. Jetson is a small and powerful computer suitable for UAV-based object detection 
and real-time applications.   

The UGV used is a Husky UGV from Clearpath Robotics. It is a medium sized UGV and is 
equipped with cameras, LIDAR, GPS, robotic manipulator, and an adaptive robotic hand gripper. 
The robotic manipulator can extend up to 0.85 m and carry a payload of up to 5 kg. The adaptive 
robotic gripper picks up any object of any shape, and adapts to objectsô shape for solid grip. 

Images of the strawberry plot were collected for machine-learning model training form a DJI P4 
multispectral UAV. Over one thousand RGB images were taken for testing over a period of two 
months while over 200 images were labeled for training. The model was trained on 96 labeled images 
with over 1000 annotations labeled within. These images were taken from the UAV flying 10 meter 
above the strawberry plot and were annotated with the labels: ñstrawberryò, ñlarge_weedò, and 
ñsmall_weedò [4]. The models were trained Tensor Flow Lite model Maker [5].  

An architecture for the autonomous collaboration between UAVs and UGVs has been developed 
and tested. XBee radio modules are used to share the data between different nodes [6]. The UAV is 
capable of collecting the data while flying and processing the developed models. The location of the 
weed will be determined and sent to the UGV, which will then autonomously navigate to the weed 
location.   

Results 
The trained models were used to detect the weeds in the strawberry plot. Figure 1 on the left 

shows the detected weeds and strawberries using the images collected from the UAV. The center 
of each box is marked with a dot as the location of the weed or strawberry plant. Using the ground 
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sample distance and starting from the center of the image, the location of each bounding box relative 
to the UAV in meters can be calculated [4]. 

Figure 1. Left: Detected strawberries (dashed bounding boxes), small weeds (solid bounding boxes), 
and large weeds (dotted bounding boxes). Right: Concept of operation for the autonomous 
coordination between UAVs and UGVs.   

  
Source: [4, 6] 

Each bounding box contains information on the coordinates (latitude and longitude) of the 
detected weed. This coordinate is shared with the UGV for autonomous navigation to the weed 
location. The UGV is has been successfully tested for autonomous navigation to the specified 
coordinates. Experimental testing for weed detection and removal using UAVs and UGVs is 
underway, and the results will be reported in future.  

Discussion and conclusions 
The developed machine learning models are able to isolate the weeds from strawberry plants 

and determine the location of weeds. An architecture for autonomous collaboration between UAVs 
and UGVs for information/data sharing has been successfully designed, implemented, and tested. 
The detection algorithms will be processed onboard the UAV and the information will be shared with 
the UGV in real-time for necessary action that includes autonomous navigation to the weed location.  

The UAV has also been equipped with communication devices that can send the location of the 
detected weeds to the UGV. The UGV, equipped with a robotic manipulator and an adaptive robotic 
gripper, is able to receive the location data from the UAV in real-time.     
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Introduction 
Chemical analyses of plants for nutritional diagnoses are destructive, complex, and time-

consuming. Fast and non-destructive alternatives based on optical sensors can perform the 
nutritional status of plants in the field [1]. While data captured by spectral sensors can be used to 
determine the nutritional status, the actual needs are influenced by other factors, such as the size of 
the plant or growth evolution. Allometric measurements, such as height, diameter, or canopy volume, 
along with the study of their temporal evolution, can provide valuable information. The use of 3D 
sensors can optimise this process, with one of the most widely used sensors being LiDAR [2]. 
Another technique is photogrammetry, which generates a 3D model from photographs [3]. The aim 
was to develop non-destructive tools for determining allometric measurements of a persimmon crop 
at various phenological stages using LiDAR and photogrammetry on a robotic platform [4]. 

Materials and methods 
The equipment was a colour camera (EOS 600D, Canon Inc, Japan) that captured images for 

photogrammetry every 40 cm, synchronised with the advancement of the robot, a LiDAR (LMS111, 
Sick AG, Germany), a global navigation satellite system (GNSS) (Hyper SR, TOPCON Corp. Japan), 
accurate to ±1 cm, and an inertial measurement unit (IMU) (MTi-610, Xsens North America Inc. 
USA). The GNSS and IMU were used to geolocate and correct the scanned data, synchronised 
using a timestamp with a resolution of 1 ms. The sensors were mounted on a scouting robot 
developed at IVIA [5], remotely controlled (Figure 1). The measurements were conducted in a 
persimmon orchard located at IVIA in Moncada (Valencia), Spain, in 3 phenological stages from April 
to October 2022. Seven trees of an entire row were selected, geolocated and labelled. Automatic 
measurements were taken with the sensors using the scouting robot. After the third survey, manual 
measurements of the trees were obtained for reference, including the trunk height and diameter, and 
canopy height, volume and two diameters in parallel and perpendicular to the robot's movement. 

 

Figure 1. Scouting robot equipped with sensors used in the experiments. 

 
The scouting robot moved along the selected row at a speed of 1 m/s. After the row scan, the 

LiDAR points were converted from polar to Cartesian coordinates, filtered by distance and corrected 
using Euler angles. Using the GNSS, data were transformed into UTM coordinates. Images were 
captured from both sides of the row with the camera. The tree point cloud from the images was 
obtained using Metashape (V1.7, Agisoft LLC), working in local coordinates, using specific marks for 
size references. 3D voxel structures were created for each tree using the point clouds from LiDAR 
and photogrammetry. The point clouds were sliced every 5 cm from the bottom to the top of the tree, 
and each slice was divided horizontally into a 5x5 cm grid to create a voxel structure of a 5x5x5 cm3 
resolution. The voxels were set to 'on' if any point cloud was found inside that voxel. This resulted in 
a 3D binary model to calculate measurements, where voxels set to 'on' were part of the tree.  
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Results 
Fig. 2 shows the evolution of the growth of the seven trees studied during the three stages using 

LiDAR and photogrammetry. A comparison between manual and scanned data was carried out. 
Table 1 shows the correlations obtained for the 3rd growth stage. Results for trunk parameters were 
slightly higher, probably due to the greater subjectivity of manual measurements from the canopy. 

Figure 2. Evolution of the canopy parameters of the seven trees along the three growth stages for 
photogrammetry (top row) and LiDAR (bottom row). Units expressed in m but for volume (dm3) 

   

   
 

Table 1. Correlations between manual and automatic results in the 3rd growth stage (p<0.0001) 
 Trunk height Trunk Ø Crown height Crown Ø1 Crown Ø2 Crown Volume 

Manual vs LiDAR 1.00 0.97 0.9804 0.959 0.9079 0.8820 
Manual vs Photogram 0.99 0.98 0.9693 0.8155 0.9169 0.8889 
LiDAR vs Photogram 0.99 0.92 0.9804 0.8773 0.8328 0.9899 

Overall, the two technologies worked similarly, showing the development of allometric 
parameters. Photogrammetry demonstrated higher correlations with manual measurements for the 
trunk, and LiDAR performed better for the canopy. LiDAR was more effective in measuring canopy 
diameters parallel to the robot's advance, whereas photogrammetry performed better for those 
perpendiculars to it, probably because the LiDAR used a single beam scanning perpendicular to the 
advance, while the images captured a certain angle. It is important to note that manual 
measurements are imprecise and subjective, while sensor measurements are objective and 
repeatable. The results revealed that both technologies can operate at the plant/leaf scale with good 
accuracy and resolution.  
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Introduction  
Nursery plants either for breeding or production require evaluation of traits. Usually those traits, 

such as tolerance to (a)biotic stresses or height, are manually measured or visually scored. In the 
U.S., ornamental nursery plants are grown in containers that are frequenlty irrigated via overhead 
irrigation. Containerized soilless-based media often has low water holding capacity, thus plants are 
often prone to rapid physiological changes [1]. Therefore, a critical (labor intensive) trait that requires 
frequent monitoring (i.e. hourly to daily) is plant water status. The adoption of technological tools 
such as aerial imagery could, in part, facilitate this task and provide insights into irrigation system 
uniformity. The use of sensors carried by drones are not common in this sector mostly due to smaller 
production areas and crop and cultivation systems diversity [2]. Development of an aerial water 
monitoring method could result in faster data collection, limit human bias, and reduce of labor costs.  

Objectives 
In this work we explored the potential of G-R-NIR images from a low-cost sensor to discriminate 

water stress levels in four species of ornamental plants: Spiraea nipponica, Floribunda Rose, Itea 
virginica and Weigela florida. Spectral information, as single spectral bands and vegetation indices 
(related with canopy water and crop health [3,4]), were evaluated as possible indicators of water 
stress. Minimize excess water use in contaner-grown plants would reduce production costs and 
achieve sustainable water management and use.  

Materials and methods 
This research was conducted at the Hampton Roads Agricultural Research and Extension 

Center (Hampton Roads AREC-Virginia Tech), located in Virginia Beach, VA, USA (36.8919N, 
76.1787W). Four species of container-grown ornamental plants were studied (Table 1). Each plant 
group was divided into three or four levels of water stress plus a set of control plants (non-water 
stressed plants). Water stress was administered by removing plants from irrigation and withholding 
water for up to 7 days. There were no easily detectable visual symptoms of water stress in any of 
the treatment plants. After data collection on 28 August 2018, all water-stressed plants were returned 
to normal irrigation where they fully recovered and continued to grow. This strategy was part of a 
broader research program with the aim of studying the adaptation of ornamental species to stress 
conditions. 

Table 1. Species and number of plants 

Scientific Name Common name Height + SD (cm) Width + SD (cm) N Plants 
considered 

Spiraea nipponica Wedding Cake® 27.0 ± 2.7 49.9 ± 3.8 49 
Rosa x 'Wekvossutono Julia ChildÊ 

Floribunda Rose 
38.0 ± 4.7 63.7 ± 5.7 40 

Itea virginica Scentlandia® 67.8 ± 4.3 75.8 ± 8.4 40 
Weigela florida Czechmark TrilogyÊ 30.9 ± 2.8 55.1 ± 4.1 40 

 
Near-infrared images were collected with a quadcopter drone (DJI Inspire 2, DJI Science and 

Technology Co. Ltd., China) equipped with a MAPIR Survey3 (MAPIR, Peau Productions InC, USA) 
sensor at an altitude of 30 meters covering the entire experimental area in a single image. The 
images were processed in the software MAPIR Camera Control (MCC) to calibrate for reflectance, 
based on an image of the reflectance calibration panel, obtaining a percent reflectance value per 
pixel. In addition, an RGB image was also captured only for the purpose to automatically delineate 
plant boundaries.  

Single bands and vegetation indices values were extracted from the central area (0.031m2, 
Figure 1A) of each individual plant using QGIS 3.30.1 (QGIS Geographic Information System. QGIS 
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Association. http://www.qgis.org) and data analysis, one-way ANOVA to check for significant 
differences, was perfomed in R version 4.2.2 using RStudio 2022.12.0 (R Core Team (2022). R: A 
language and environment for statistical computing. R Foundation for Statistical Computing, Austria. 
https://www.R-project.org/).  

Results 
Between the indices selected, NDVI was the indicator with the highest number of observed 

significant difference. Single spectral bands provide a poor indicator of water stress, with no 
significant differences being obtained. Results presented herein are only for NDVI; one of the most 
widely used indexes. NDVI presented a decrease in its median values with increasing water stress 
for three of the four ornamental taxa (Figure 1B), but not all differences were significant (p-value 
<0.05). The case between control and the highest water stress level (0-7) was significant in all cases 
for itea, rose, and spirea, however, intermediate water stress that can result in stomatal closure and 
reduction in carbon assimilation and subsequent growth was not significant across taxa. In the case 
of Itea virginica, significant differences were obtained between 0-2, 0-4 and 0-7; other stress levels 
combinations were not significant. For rose, significant differences were between 0-7, 2-7 and 4-7. 
For spirea the significant differences were in the cases 0-7, 1-7, 2-7. For the fourth species 
considered, weigela, none of the differences in water status were significant. This could have been 
possibly due to the high numbers of flowers throughout that canopy interfering with spectral data.    

Figure 1. A) Close-up of two itea plants (blue border) and central area considered (in white); B) NDVI 
values per species and stress level  

 

Discussion and conclusions 
The extreme case, control ï highest water stress level, is the easiest to identify using spectral 

data. The container-grown plants after some days without water start to be affected. Due to the 
presence of flowers, spectral values are influenced and alter the monitoring of water stress. For 
further analysis, it is recommended to not consider those pixels. Thus, vegetation indices are based 
in the Green and NIR spectral bands, linked to the presence of pigments in the leaves, can provide 
insights into water stress across economically significant taxa.   
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Introduction 
Unmanned aircraft systems (UAS), commonly known as drones, have great potential in 

precision agriculture. The literature has acknowledged the benefits of their use, ranging from remote 
sensing applications to the delivery of material (pesticides, biological control agents, etc.) [1-3]. 
However, at the same time, it has also underlined a series of risks (in terms of safety, security, human 
health and environmental protection, crop residues, data protection, etc.) stemming from the use of 
the drone itself or the activity carried out (e.g. crop spraying), different from those associated with 
established methods of application [4]. These risks may increase depending on the droneôs size, the 
operationôs complexity, and location. 

Therefore, policymakers must balance the will to promote their positive potential while 
preventing the risks of their use. This is a challenging task, as shown by the aerial application of 
pesticides which is, among the possible agronomic applications of drones, the one currently 
attracting the most attention from a legal point of view. 

 

Objectives 
Our study aimed to analyse the regulatory issues concerning the aerial application of pesticides 

by drones, considering the EU legal framework on pesticides (specifically on plant protection 
products, PPPs), some relevant national regulatory experiences, and private standards for 
unmanned aerial spraying systems.  

 

Results 
In the EU, there are notable legal challenges related to drone pesticide spraying. According to 

Art. 9, par. 1 of Directive 2009/128/EC on sustainable use of pesticides, also known as SUD, applying 
pesticides by aircraft (including drones) is generally prohibited. Although the SUD clarifies that 
ñaircraftò means planes and helicopters, it must be interpreted as encompassing drones since they 
are equated to other air vehicles [5]. 

However, according to Art. 9 par. 2 of the SUD, Member States may grant derogations for 
applying pesticides by aircraft: exemptions are possible if clear benefits for human health or the 
environment can be demonstrated and when other viable alternatives are not available. Against this 
background, drone interest has prompted some Member States to launch specific initiatives. 

Spanish Minister of Agriculture has adopted specific requirements for aerial spraying of 
pesticides by drones, in the case it is possible to grant a derogation according to art. 9 of the SUD. 

In France, in 2018, drones were allowed to be used for a 3-year experimental period to spray 
pesticides to assess risks and benefits. Indeed, thanks to the approval of deregulation established 
by article 82 of Law n. 2018-938 to the Code Rural et de la pêche maritime (article L. 253Ȥ8), drones 
were allowed to spray PPPs which can be used in organic farming or in the context of a certified high 
environmental value farm. These operations could be carried out only in agricultural areas with a 
slope greater than or equal to 30%. This time frame served to collect data and decide whether to 
confirm unmanned aircraft use and extend it to other crops and contexts. Since October 2021, the 
end date of the trial period, aerial spraying of PPPs with drones has been prohibited again in France. 

In 2022, the French Agency for Food, Environmental and Occupational Health & Safety 
(ANSES) published a note describing the experimentation results. According to the preliminary 
results (which must be interpreted with caution given the limited dataset), the ANSES concluded 
that, even though the performance of drones for spraying purposes seems to be lower than 
conventional sprayers, the use of UASs appears to reduce the operator exposure to the PPPs, 
especially during the application phase, and to lower the level of aerial drift. It is interesting to notice 
that, in light of the ANSES note and the results of the experimentation, in January 2023, a bill to the 
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Assemblée Nationale was presented to allow the aerial spraying of PPPs authorised in organic 
farming in areas that are difficult to access, by UASs equipped with anti-drift nozzles.  

The experimental use of aerial crop spraying is also under consideration in Italy. The draft of the 
new National Action Plan (NAP) for the sustainable use of PPPs, which is being developed, explicitly 
refers to the experimentation of using drones for application purposes in the context of sustainable 
use of pesticides. Specifically, point A.4 of the NAP draft states that, even though aerial spraying is 
forbidden, a derogation may be granted when aerial spraying has evident benefits regarding the 
reduced impact on human health and the environment. 

Moreover, on 8 January 2021, a bill to the Chamber was presented for introducing a 3-year 
authorisation for spraying PPPs with drones if the applicants demonstrate that these techniques 
have clear advantages in reducing the impact on human health and the environment. 

At the international level, drone interest has resulted in the drafting of a specific ISO standard 
for aerial spraying, which is under development. The standard ISO 23117 consists of two parts, 
under the general title Agricultural and forestry machinery ð Unmanned Aerial Spraying Systems: 
Part 1: Environmental requirements; Part 2: Test methods to assess the horizontal transverse spray 
deposition. When finally published, the ISO standard will be a pivotal reference also for EU operators. 

 

Discussion and conclusions 
The potential benefits and risks of using UASs for pesticide spraying in the EU results in 

significant legal challenges. 
Nowadays, the aerial application of pesticides is generally prohibited by EU Member States, 

according to Art. 9.1 of the SUD. The initiatives launched by Member States, along with the bills 
presented, highlight the importance of adequately regulating the specific use of drones in precision 
agriculture for aerial spraying purposes, avoiding general prohibitions that can be detrimental to 
innovation and the achievement of some ambitious sustainability goals.  

In this context, it must be underlined that legislative reforms are on the horizon. In 2020, the EU 
Commission launched a revision of the SUD for achieving the Farm to Fork Strategy (F2F) targets 
on pesticides, specifically the reduction by 50% of the use and risks of chemical pesticides and more 
hazardous chemicals pesticides by 2030. On 22 June 2022, the Commission presented a proposal 
for a new Regulation replacing the SUD, which will have binding legal force and be uniformly 
applicable to all EU Member States. The new Regulation aims at establishing rules to reduce the 
EUôs environmental footprint in line with the F2F Strategy, for example, by defining legally binding 
targets. The proposal also sets criteria for exempting certain UASs from the prohibition of aerial 
application, considering that UASs are likely to help reduce the use of PPPs due to targeted 
application, lowering the risks to human health and the environment.  
However, the Commission considers it appropriate to ñdefer the application of this exemption for 

three years given the current state of scientific uncertaintyò, therefore postponing the possibility for 
EU operators to use drones for spraying purposes unless Member States decide to permit aerial 
applications by way of derogation. 
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Introduction 
The plant properties and its interactions with the environment are related to plant geometry and 

structure [1,2]. Therefore, the study of plant geometry is crucial to design specific management by 
providing the optimal quantities of nutrients [3], fertilizers and pesticides [4], irrigation rates and 
reducing economic and environmental costs [5,6]. Before the advent of the first 3D characterization 
systems, it was tedious and costly to obtain accurate commercial scale 3D crop data. Nowadays, 
there are sensing systems which allow 3D canopy characterization to be performed in a relatively 
simple and fast way. LiDAR (light detection and ranging) sensors have been widely used in 
agriculture [7]. When 3D scanning techniques are used, it is essential to be aware of the total 
measurement error. One of the limitations when using real data is the difficulty to have a proper 
ground-truth to validate the obtained measurements [8]. In a previous research, [9] validated a high-
resolution 3D point cloud on an actual defoliated tree obtained from RGB images and stereo-
photogrammetry techniques based on structure-from-motion (SfM) and multi-view stereo-
photogrammetry (MVS). This accurate 3D point cloud can be used as digital ground-truth (DGT) to 
validate 3D LiDAR point clouds. The accuracy of the scanning system includes the errors committed 
by the sensor, the positioning system (GNSS), the inertial measuring unit (IMU) if present, the data 
acquisition system, the point cloud generation algorithms [10] and the georeferentiation of the DGT.  

Objectives 
The purpose of this study is to develop a methodology to measure the total scanning error of 

LiDAR-based systems using a high-resolution ground-truth obtained with photogrammetry 
techniques. This methodology was applied to evaluate the uncertainty of the 3D point clouds 
resulting from scanning with a mobile terrestrial laser scanner (MTLS)at 0.5 km/h and 2 km/h. 

Materials and methods  
A defoliated apple tree (Malus domenstica Bork.) was used as actual ground-truth (GT). SfM-

MVS photogrammetry techniques were applied [9] to obtain a high-resolution digital ground-truth 
(DGT) with a bias of the model of -0.0015 m and 0.0005 m for diameters and lengths, respectively. 
The GT was georeferenced with a topography total station and the DGT was georeferenced with the 
same coordinates. 

To determine the error committed by the MTLS based on VLP-16 LiDAR sensor (Velodyne 
LIDAR Inc., San José, CA, USA) an experiment was designed consisting in scanning the GT at 
speed of 0.5 km/h and 2 km/h. The MTLS comprised a multi-beam LiDAR sensor on a gimbal and a 
real-time kinematics global navigation satellite system (GNSS-RTK). The obtained point clouds had 
the coordinates assigned point cloud creation algorithm.  

In order to compare the point clouds, 30 points were scored on the DGT. The DGT was 
registered on the LiDAR-derived point cloud using the iterative closest point algorithm. The error 
distances were then measured between the homonymous points of the DGT located in the original 
coordinates and the DGT located in the coordinates resulting from fitting it on the LiDAR point cloud. 

Results 
Figure 1 shows the obtained point clouds when scanning at 0.5 km/h and scanning at 2 km/h. 

The scan performed at 0.5 km/h had a mean total error of 0.054 m, with a maximum error of 0.066 
m and a minimum error of 0.047 m. The scan performed at 2 km/h had a mean total error of 0.050 
m, with a maximum error of 0.052 m and a minimum error of 0.048 m. 
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Figure 1. View of on side of the LiDAR 3D point clouds (blue) scaned at 0.5 km/h (A) and scanned at 2 
km/h (B) and the digital ground-truth (DGT) (black).  
 

Discussion and conclusions 

A 3D point cloud was created using an MTLS system that represented reality with a mean total error 
of 0.054 m and 0.050 m when scanned at 0.5 km/h and 2 km/h, respectively. Several authors [11ï
13] have analyzed 3D point clouds and determined that error values between 0.10 m and 0.25 m 
give optimal performance to estimate biophysical and structural parameters of the fruit trees. In the 
same sense that [4], no significant error differences were found between scanning at different 
speeds. 
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Introduction 
Unmanned Ground Vehicles (UGVs), have been used in an expanding number of indoor and 

outdoor applications, and nowadays they have widespread attention in the agricultural sector [1,2]. 
A crucial step in the process of industrializing the UGVs for use in agriculture is the optimization of 
the design. 

Objectives 
The aim of the study performed was to assess the performance of the UGV prototyped by the 

University of Bologna (UNIBO) [3,4] in vineyard. The robotic platform was mounted with a 
commercial sprayer designed to localize the spray jet to evaluate the uniformity of pesticide 
distribution on the canopy and the off-target spray on the ground. Contemporarily field trials were 
conducted to evaluate the autonomous driving capabilities of the UGV. 

Materials and methods 
Field trials were conducted using an autonomous mobile ground platform developed within the 

University of Bologna. The vehicle was equipped with a commercially derived sprayer (Oktopus 
model from Nobili S.p.A.), adapted to the autonomous vehicle linkage system. 

The vineyard selected for the tests was located in Cadriano (BO) on the experimental UNIBO 
farm and the vine variety considered was "Pignoletto". For the tests, 4 rows were considered: 3 rows 
were subject to the treatments and 1 row, adequately spaced, was maintained untreated in order to 
verify the biological effectiveness of the treatments. 

The trial focused on the distribution of fungicides during the 2021 growing season. In reason of 
the weather conditions 6 treatments from May to June were performed. The uniformity of the liquid 
distribution on the canopy and the losses on the ground were assessed 3 times with water-sensitive 
papers, 3 replications per assessment were conducted. 

The water-sensitive papers were collected immediately after the spray application and were 
analysed with ImageJ software to determine the percentage of area covered by the spray. 

Finally, at the time of harvesting, to verify the effectiveness of the treatment, a biological 
assessment was carried out both on the grapes and on the leaves of the treated rows in comparison 
with the untreated row. 

Results 
The results of the three field trials were influenced by the vineyard LAI, the liquid application 

rate, the type of nozzles and the operating pressures.  
In all the three tests, the results showed an uneven distribution on the canopy (Table 1) as 

denoted by the quite high standard deviation values. 

Table 1. Percentage of the liquid coverage on the canopy at different heights 

 First test Second test Third test 

Heights 
(m) 

Averaged 
% coverage 

St. 
Dev. 

Averaged 
% coverage 

St. 
Dev. 

Averaged 
% coverage 

St. 
Dev. 

2.25 - - 0.0 0.0 2.7 1.7 
2.00 - - 0.5 0.3 29.8 17.9 
1.75 0.1 0.1 20.7 11.7 76.5 8.3 
1.50 0.4 0.3 84.1 7.6 65.0 8.4 
1.25 9.8 12.1 74.2 12.6 80.3 3.3 
1.00 34.8 18.6 83.4 11.7 83.6 18.3 
0.75 75.7 10.4 76.3 15.6 49.6 7.8 
0.50 55.9 12.8 4.4 0.6 12.8 4.3 
0.25 6.6 5.0 2.4 0.8 2.5 2.0 

 
However, the results of the biological control of the fungal diseases obtained comparing the 

treated rows to the untreated one (Table 2) demonstrated the efficacy of the spraying treatments. 
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Table 2. Biological control analysis on the leaves and on the bunches 

 Affected leaves (%) Affected bunches (%) 

Untreated row 73 87 
Treated row 20 7 

 
The off-target spray on the ground was quite low and concentrated mainly in the inter-row 

adjacent to the treated row (Figure 1). 

Figure 1. Off-target spray on the ground 

 
The robotic platform was remote-controlled during the field tests. However, the uneven soil and 

shape of the vineyard did not allow the correct performance of the sensors mounted on the UGV for 
the autonomous navigation. 

 

Discussion and conclusions 
The spraying operations proved to be effective from a biological perspective, despite some 

variability in the coverage, mainly because the implement used was not fully adjustable to match 
with the canopy and some methodological issues related to the water-sensitive papers management. 

The robotic platform showed some critical lacks in the autonomous navigation; consequently, 
basing on the experience in the the testing activity, the system has been improved and redesigned. 
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Introduction 
In viticulture, the reduction of chemical weeding for environmental reasons is leading to the use 

of more mechanical weeding over the row and inter-row (grassing management, tillage). This change 
results in a higher number of tractor passes, thus a higher consumption of fossil fuel and an 
increased workload [1]. Moreover, inter-vine mechanical weeding (on the row underneath the vines) 
requires considerable attention and dexterity from the driver to avoid damaging the vines. In this 
context, retro-fitting precise (RTK-GNSS) auto-steering (AS) to the tractor is an interesting solution 
to improve the quality of the weeding, to relieve the driver of the tedious job of concentrating on a 
task that requires a lot of mental attention while being adaptable to current farm equipments [2]. The 
commercial AS systems were originally designed for arable crops and to our knowledge, experiences 
with precise AS in viticulture have been little reported [3]. 

Objectives 
The originality of this poster is to propose a systemic approach to evaluate the potential of 

commercial AS. Mechanical weeding on the row is certainly the operation for which SA is most 
interesting in viticulture. However, on a row crop such as vines, many other operations can be 
considered with AS (topping, trimming, leaf removal, etc.). Commercial AS will be evaluated on two 
aspects: i) the observed spatial accuracy with regard to each possible  mechanised operations in 
the vineyards and ii) the user interface functionalities regarding specific context and operations in 
viticulture. 

Materials and methods 
Two precise (RTK) AS from Topcon (X25/AGS2 with AES-35, Topcon Positioning France) and 

Trimble (Trimble SAM-200 for GFX-750 and Trimble NAV-900, Trimble, USA) were installed and 
used in two different tractors in different vineyard estate (similar in terms of training system) during 
the 2022 growing season (April to October). Tests on reference routes (along vine rows) were carried 
out to assess the accuracy of each AS and its adequacy with requirements of different mechanised 
operations in viticulture. During the experiment, each pass was marked physically on the ground with 
a tracer (paint) positioned at the centre of the tractor (on the drawbar). The paint marker was used 
to measure manually, every 5 m (leading to eight measurements per pass of 50m), the difference 
between the real position of the centre of the tractor and the reference position it should have 
followed. Three working conditions corresponding to standard working speeds were tested (2.5 km/h, 
4 km/h and 6 km/h) with two repetitions each. The reference route was recorded at 4 km/h.  

At the end of the season, these tests were combined with semi-directive interviews that were 
performed with the two drivers to assess how relevant AS was for different viticulture operations. 
During these interviews, the drivers were asked to answer the following two questions for each 
vineyard operation: Is AS technically compatible with this operation? Is the use of AS relevant (in 
terms of penibility relief or comfort) for this operation? Finally, the drivers were asked whether the 
commercial AS features were suitable for viticulture. 

Results 
This study showed that the observed accuracy from 3 to 6 cm (Table 1) makes it possible to 

consider many common operations in viticulture as spraying, fertilisation, and inter-row weeding. 
However, the results show a significant variability (CI 95% can reach almost 10 cm) which is limiting 
for operations that require a lot of precision, for example when there is a risk of damage to the plant 
or to the fruits. As a result, observed accuracy may be limiting for like mechanical weeding on the 
row, thinning, leaf removal, etc. 



ECPA2023 ï UNLEASHING THE POTENTIAL OF PRECISION AGRICULTURE - Book of Abstracts (Posters) 

ECPA2023 14th European Conference on Precision Agriculture, 2-6 July 2023, Bologna, Italy 34 

Table 1: Average distance (mean spatial accuracy) and confidence interval at 95 % (CI 95%) of the 
theoretical route along the row (reference path) and observed path of the tractor with autosteering 
(AS). Three modalities: Mod1 with the same speed as the one used for the reference line, i.e. 4 km/h, 
one slower run (Mod2) at 2.5 km/h, one faster run at 6 km/h (Mod3) 

Run Mod1: 4 km/h Mod2: 2.5 km/h Mod3: 6 km/h 

Mean Spatial accuracy 4.6 6.1 5.7 

CI 95% [3 - 6.1] [3.6 ï 8.6] [2.6 ï 9.3] 
Source: authorôs data  

 
The interviews performed with the drivers show that they were in agreement about the potential 

of AS in viticulture. Drivers' evaluation and expectations vary with the considered operations. For 
example, they both consider that AS may not be relevant, either for accuracy or for gain in comfort 
reason, for grape harvesting of inter-vine tillage. However, they both consider that AS could be highly 
relevant for to support the driver in complex operations such as combining inter-row with inter-vine 
tillage, not however that the observed spatial accuracy may not be sufficient in this case. 

Table 2. Technical compatibility and relevance perceived by tractor drivers after one season for some 
vineyard interventions.  

Vineyard 
intervention 

Spraying Inter-row 
mowing 

Mechanised 
harvesting 

Inter-vine 
tillage 

Inter-row 
tillage 

Combination: 
inter-row and 
inter-vine 
tillage 

Perceived 
technical 
compatibility 

Yes Yes Maybe Maybe Yes Yes 

Perceived 
relevance 

Low to 
moderate 

Low Moderate Moderate High High 

Source: authorôs data from interview with tractor drivers were AS was deployed. Possible choices: Perceived 
technical compatibility: Yes - Maybe - No; Perceived relevance: Low - Moderate ï High 
 

Finally, tractor drivers have pointed out that the user interfaces, originally designed for arable 
crops, do not fit well with the requirements of viticulture (perennial crops in rows). 

Discussion and conclusions 
The first results of the study show a high expectation of the wine industry towards AS technology. 

However, while this technology has been developed for field crops, AS still needs to be characterised 
for use in a row crop context with different constraints especially in terms of expected accuracy. This 
study is a first attempt to provide some answers on the opportunity of current commercial AS for 
viticulture. It shows that many operations in viticulture could benefit from AS and that therefore, like 
arable crops, viticulture could be an important market for AS in the next year. However, for the most 
relevant operations, i.e. those for which the dexterity and attention of the driver is most important, 
AS might not be relevant because a lack of accuracy and the risk of plants/fruits injuries. Future 
experiments will test other guidance options (e.g. pre-registered lines) as well as the impact of factors 
related to vineyard planting accuracy to better understand the conditions for which AS (with high 
accuracy) could be recommended in viticulture, including for the most demanding operations in terms 
of accuracy  
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Introduction 
In farming, one of the crucial issues is the presence of weeds; they compete with crops for water, 

light, and nutrients, so it is fundamental to eradicate them or control their growth. Manual weeding is 
still the most precise way to eradicate weeds as it allows them to be removed one by one without 
affecting the surrounding environment. Chemical methods are also effective; however, they might 
be not efficient and may be dangerous for humans and may also pollute soil and groundwater. 
Alternatives can be found in mechanical methods, which still cannot address the intra-row removal. 
In recent years, there has been an increased interest in moving from passive machinery attached to 
tractors to semi- and fully autonomous machines able to handle different tasks with minimal human 
supervision [1, 2, 3]. Nevertheless, there are some unresolved challenges in the development of 
such robotic systems. 

Objectives 
This paper presents the integration of an autonomous, robotic, weeding system designed to 

identify and remove weeds. Plants are identified using a common image processing approach which 
is enriched with the use of three-dimensional information and the integration of a state-of-the-art-
level Deep Learning Network.  

Materials and methods 
The system (Figure 2A) is based on an XYZ gantry robot (drylin E 3 axes, Igus inc., USA) 

characterized by a maximum speed of 0.5 m/s. The z-axis is perpendicular to the ground and at the 
end, pointing towards the ground, a claw gripper (qb Soft Claw, by qb robotics, Italy). The picking 
force of the gripper can be adapted to avoid breaking the stem of the weed. The robotic system has 
a workspace of 800 mm × 800 mm × 500 mm which allows the use of the robotic system both in 
greenhouses and in the open field. Figure1A shows a schematic representation of the system. 

Plant (Lactuca sativa) and weed (Satureja) identification is carried out in two stages by dedicated 
RGB-D cameras positioned, respectively, at 1 m above the ground level (Intel RealSense D345i, 
Intel, USA), and at the same height of the gripper, fixed on its flange (Intel RealSense 405, Intel, 
USA). The classification (Figure 2B) of crops and weeds, instead, is performed using a pre-trained, 
Convolutional Deep Neural Network. The system is controlled by a computer running ROS 2 which 
acquires and processes data from the cameras, controls the motion of the gantry robot, and operates 
the claw gripper. 

Figure 2. (A) Robotic system and its components. (B) Crop and weeds classification system 

 
Source: authorôs data 

 

Results 
Nine different targets were placed in the soil at known locations within the workspace. The 

position of each plant was obtained using the proposed identification method, then the results were 
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compared with the ground truth value. The system was able to correctly identify the weed with an 
accuracy of 97.8%. As shown in Figure 3A, the system was also able to extract the weed locations. 
In the figure, red circles identify the real location of the plant; shaded, grey areas identify the space 
where the centroids of the computed bounding boxes lay. 

After the initial estimation and correct classification of the target plants, the robot moves towards 
the target, and, once over it, optimizes its position by performing a second classification of the 
underlaid plant using the second camera. Doing so, the search area for the weed can be reduced 
on average by 57% (which corresponds to a movement of 30 mm) and up to 100% for cases where 
the plant was small and compact (Figure 3B). 

With the updated picking height, the accuracy in weed removal is slightly higher than 92%. Failed 
removal occurred with plants that had a high bending of the stem (due to a wrong approach angle) 
and for plants with a total height lower than 50 mm (due to limitation on the z-axis). 

Figure 3. Autonomous localization of weeds. (A) Initial guess (shaded area) with ground truth (red 
circles). (B) Refinements (green) performed by the camera attached to the gripper. 

  
Source: authorôs data 

 

Discussion and conclusions 
Crop identification and weed classification is a well know issue in the field of precision 

agriculture; however, most of the proposed solutions are crop-dependent and cannot easily 
generalize to different infestation and crops. By way of example, in [4] Gai et al achieved a 
segmentation success rate of 92.4% on lettuce. Similarly, in [5] the obtained weed mortality was 
92.8% in a maize field and 84.1% in pigeon pea crops. Differently from previous methods, the novelty 
of the proposed approach lies in the possibility of rapidly switching between different crops with no 
need for crop-specific training of the network, thus enhancing flexibility and efficiency, and simplifying 
its use in various cultivations. This, in combination with the integrated vision system, allowed to 
achieve more than 92% of correct weed identification and removal. 
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Introduction 
Agriculture, as every other human activity, requires technology, consumes a large amount of 

resources and introduces risks. Robots can contribute to significantlyreduce the labor in fields 
addressing the Hand Free Precision Agriculture (HFPA) and Human Robot Collaboration (HRC) 
objectives. However at the same timer robots introduce new risks for the environment and humans. 
Together with known hazards (1), the gradual merging to the Internet of Things (IoT, 2), introduce 
new risks associated to the possibility malevolent hacking of systems.  

According to the current regulatory approach for agro-robots, manufacturers are primarily 
responsible for ensuring product safety; therefore, they must comply with all the mandatory safety 
requirements set out in the applicable legislation, as implemented by European and national 
standards (e.g. EN ISO 18497:2018 for highly automated agricultural machines- HAAM) (3). This 
approach mainly considers the machine-induced risk to the environment, goods, animals, and health 
and focuses on machine characteristics (4). Users must follow manufacturersô instructions. However, 
the regulatory system is unsuited for addressing all robot risks, and international standards have 
shown several limitations (5). Indeed, the most relevant legislation is undergoing a revision , which 
will introduce specific requirements for autonomous mobile machinery, strengthening the need for 
their supervision 

It is hereafter proposed and detailed a new system, named EFENCE, aimed at balancing the 
techno-agro-eco-system frequented by robots, with an independent survey system, featured to 
monitor the rover activity, adding a level of surveillance (intrusions by animals, humans) in the rover 
working area, together with the possibility to operate a continuous monitoring of the surface (crop 
status) and provide a mesh for connecting other IoT devices (weather station, precision irrigation, 
etc). 

Description of the EFENCE 
In EFENCE development the following requirements have been identified: 

 ̧ Provide a solution that can reduce the limitations of the current regulation on robots and will 
favour compliance with future new legislation. 

 ̧ Increase easier access to smart-farming technologies. 
To do so the following characteristics have been identified: compliance with Low-Power IoT, 

Low costs, Robustness, and Scalability. 
To combine such functions and constraints, the system should integrate multiple technologies 

including cameras, a long-time accumulator, an energy harvesting system, a reliable low 
consumption controller and a RF system. The system is also designed to communicate with network 
infrastructure together with the robots. 

The solution consists of a set of devices (nodes) with three functions: Surveillance of an area 
by presence sensors, extension a WiFi coverage, and environmental monitoring. Each node is an 
autonomous device, powered by a low size photovoltaic solar pane (PV), and is characterized by 
the presence of two circuits, one of a very-low power (VLP) one, and the other, mainly composed  of 
a controller (ESP32) and a camera, which is activate from the first one. The VLP circuit consists of 
a presence sensor system, aimed at detecting the presence or motion of animals or other entities 
with a relevant size, and a low power transceiver (RTX) used to send/receive alerts from other nodes, 
alerts generated from second circuit (the controller). The mesh includes a 'bridge', a node without 
the camera, which can connect to the local WAN or mobile phone network. 

The system works with the following logics: when the presence sensor is alerted, it wakes-up its 
controller, which makes digital camera taking the pictures and wakes up all the other nodes that do 
the same. At the same time the bridge builds the mesh, receives the pictures and resends them back 
via SFTP to the cloud, together with an MQTTS message that is used to notify subscribed clients 
(see Figure 1). 
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Figure 1. Display of the main functions of e-fence 

  

  
 

System evaluation 
The EFENCE preliminary version is made up of 8 nodes, and has been used too delimit a 30 x 80m 

surface. Although the strenght of TRX RF signal strength was able to reach a far higher distance, 

the most sensitive component was identified to be the presence sensor (a PIR). Several models and 

optics have been tested, along with the possibility of using other sensing approaches, although the 

popular integration with the camera-based motion detection seemed the best option. 

The image validation logics, based on a diversified image resolution, together with the bulit-in 

functions of the system, make it a feasible solution also for a larger field size as well. The EFENCE 

shown to be competitive with respect to other existing systems (e.g., Hunting Cameras) in terms of 

costs, scalability, maintenance, reliability and robustness, customization, elasticity. 
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Introduction 
Non-chemical weed control is becoming increasingly crucial in agriculture due to the growing 

incidence of resistance to previously applied weed-control agents and also because an increasing 
amount of chemical agents is banned due to health hazards. A promising method, which has recently 
been intensively investigated and can be applied selectively in combination with automated detection 
techniques based on artificial intelligence, uses high-power laser radiation: a laser beam is precisely 
directed to the plantôs growth centre or stem base for a defined time interval in the millisecond range 
by a galvanometer scanner to deposit a lethal energy dose [1]. Lately, a thulium fibre laser with a 
wavelength of ~ 2 ɛm and an average power of 250 W was selected for the application. Apart from a 
robust laser-system design for outdoor use, it must be guaranteed that persons staying in the vicinity 
of the laser working area such as operators, passers-by, or onlookers are not endangered. Thus, 
any uncontrolled propagation of direct or stray laser radiation which could lead to irradiance levels 
above the existing exposure limit value for the eye according to Directive 2006/25/EC must be pre-
vented. This is needed in addition to the realisation of the principles and requirements for the design 
of highly automated agricultural machinery described in EN ISO 18497 and summarised in [2]. 

Objectives 
Laser safety requires an appropriate design of the enclosure of the laser-weeding implement to 

serve as a shield against the laser radiation, as well as of the laser-safety control system, which 
immediately switches off the laser radiation in foreseeable fault cases detected with special sensors. 
This is even more important as the laser-based weed control is to be combined with an autonomous 
vehicle, where an operator trained in laser safety is not present. This work presents results on the 
design of the required laser-safe enclosure, based on irradiation experiments of selected materials, 
and on the design of a laser-safety control suitable for application on the field. 

Laser-safe enclosure of the laser-weeding implement 
The basis for evaluating the suitability of a potential shielding material is the determination of 

the foreseeable exposure limit (FEL) at the inside of the laser implementôs enclosure (see Figure 1). 
This FEL must be compared with the protective exposure limit (PEL) given by the manufacturer of 
the shielding material as material characteristic according to EN 60825-4. As no adequate data were 
available for the materials under consideration, the materialôs durability had to be determined by 
means of irradiation experiments, simulating the conditions of the real laser-weeding application. 

The enclosure of the laser implement was made from 2 mm thick aluminium sheets as main 
components. These sheets were attached to aluminium profiles giving the housingôs framework. The 
system construction led to a minimum laser-spot diameter on the inside of the housing of ~ 8.9 mm 
under worst-case irradiation conditions. Corresponding irradiation experiments using a continuous-
wave laser power of ~ 185 W showed reproducibly that within more than 120 s, the aluminium sheet 
could not be damaged seriously. Only the anodised layer was affected visibly. 

Figure 1. Autonomous mobile robot platform with adapted laser-irradiation unit for laser-based weed 
control (light grey) with laser-protective curtain strips (dark grey) attached to the lower edge [3]. 

 © LZH, 2023 
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The laser-implementôs enclosure needs to be open to the bottom in order to fulfil its function of 
irradiating weeds. To minimise the risk of laser radiation escaping from the housing, curtain strips 
were arranged at the lower edges in two overlapping rows, moving across the ground at a small 
distance. Different curtain materials were evaluated with respect to their durability under the same 
laser irradiation conditions as described above. For most of these materials, the time up to hole 
formation and laser radiation-transmission exceeded 4 s. As the laser-based weeding is to be done 
with laser pulses in the range of ~ 100 ms, the time up to hole formation will not be reached during 
normal operation. However, a system error could lead to increased irradiation times. To effectively 
counter such errors, the emission time of the laser-beam source is to be limited to 1 s electronically. 

Laser-safety control design 
Laser-safety control systems of laser material processing machines must meet the requirements 

of EN ISO 13849-1 and -2. According to EN ISO 11553-1, performance level PLr = d must be 
achieved at least. The design of the laser-safety control implemented as part of this work was based 
on the requirements of the aforementioned standards. The hardware setup is shown in Figure 2. 

Apart from a safety-door switch and an emergency-stop button, the laser-safety system com-
prises four ultrasonic distance sensors and an inclination sensor. These sensors shall help to detect 
situations in which the gap between housing and ground increases unexpectedly: if the pre-set 
sensor thresholds are exceeded, the laser safety control will immediately turn off the laser emission. 
This further minimizes the risk of laser radiation escaping from the housing. If future investigations 
require it, the safety system can be easily extended and supplemented with additional functions. 

Figure 2. Laser-safety control of the weeding implement, based on a Beckhoff Industrial PC solution. 

 © LZH, 2023 

Conclusions 
It was shown that a proper system design according to existing standards, comprising a laser-

safe housing as well as a laser-safety control connected with electronic sensors which provide 
redundancy and diversity, can ensure the laser safety for persons staying in the vicinity of a laser-
based weeding device installed on an autonomous vehicle. The correct functionality of the realised 
laser-safety control has to be demonstrated in future experiments. To finally guarantee that any risk 
due to propagating or stray laser radiation is avoided, the laser-safety control can be coupled to the 
LIDAR system of the autonomous robot: if the LIDAR recognises any person entering a pre-defined 
safety area, this information is forwarded to the laser-safety control for immediate laser shutdown. 
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Introduction  
Worldwide many developed countries invented new technological solutions for precision 

agriculture. The adoption of digital technologies in agriculture is important for smallholder farmers 
[1]. Digital technology like Microfluidic Soil Nutrient Detection Systems using Electrical Conductivity 
Detection [2], IoT-based soil moisture monitoring on the Losant platform [3], drone technology for 
farm monitoring & pesticide spraying [4], and many more technology made a revolutionary change 
in the farming industry. The vast  majority  of  the  population  of  Bangladesh depends on agriculture, 
directly and indirectly.  Most of  them  are  smallholder  farmers.  The  smallholder farmers don't 
know how to manage their field smartly due to lack of access  to technology,  tools,  training,  and  
financing. Most of the farmers lives in rural area. In this  modern  world,  many  technologies  came  
in  the agriculture sector but rural people donôt get benefit of those technologies.  For this reason, 
they follow the traditional way of farming. By considering  this  issue,  an attempt was done to develop  
a  farmerôs  friendly portable soil testing device which can measurement soil pH and moisture. 
Normally sending the soil sample to the labs and getting  the  report  back  takes  a  long  time.  But  
this  portable  device  is reducing  soil  testing  time to know their  soil  condition and to get the proper 
guideline to plant their crops.  

Objectives 

The objective of the research was to make a smart device for  soil  testing,  measuring  pH,  NPK  
and  moisture,  and collecting  data  from  three  sensors,  providing  an  easy and user-friendly digital 
system that can suggest type of fertilizer with aplication rate to grow different types of crops in the 
field. 

Materials and methods 
This proposed system is devided into two side: one is device side and another is mobile app 

side. The device has three sensor soil pH, moisture and NPK. After getting sensor data from the 
device, using the mobile application farmers can analyze  soil condition and got fertilizer suggestion. 
We showed whole process of the farmer's friendly portable soil  testing  device  and  apps  (Figure 
1). At first user prepare the device and puts all sensors in the soil. The sensors are the soil pH 
sensor, soil moisture sensor, and soil NPK sensor. After that, all data was processed and shown on 
the device display. User can collect all sensors data and put it in the developed mobile apps. In the 
app, there is a leaf color chart. By inputing all soil data, users can get results and suggestions from 
the database for their crops and soil. 

 
Figure 1. Flowchart of the system  
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Results 
When the  features  were  prepared  and a test  run was done with the sensors and the apps. 

The system was tested several times for different pH, moisture and NPK value. The input and output 
for the results are showed in Table 1. Output data of the sensors were inserted in the databases and 
found satisfactory suggessions from the apps. 

Table 1. Test case of the system 

Test Case Test Expected Obtained Result 

pH check 
 
 

 

Tested on Various ï 
4.5 
5.0 
6.0 
6.5 
7.0 

To see user field 
condition and crops 
planting list 

Showed the actual 
output 
 

 

Passed 
 
 

 
Moisture check 

 
 

 

Tested on Various ï 
30% 
26% 
10% 
7% 

To see user field 
condition and crops 
planting list 

Showed the actual 
output 
 

 

Passed 
 
 

 
NPK check Tested On Various  

N- 154 mg/kg  
P- 136 mg/kg  
K- 98 mg/kg 

To see user field 
condition and crops 
planting list 

Showed the actual 
output 
 

 

Passed 
 
 

 

Source: Our testing result 

Discussion and conclusions 

This  project  (smart  device  with application) system provides the capability to minimize the gap 
between rural area agriculture and technology. It will help to both rural farmer and agriculture 
officer to reduce time. Sometimes we face difficulties like in developing Use Case the first technical 
challenge we encountered was that the  selection  of  technical  indicators  and  the  Regression 
model. 
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Introduction 
One of the fundamental algorithms of modern autonomous robots are Simultaneous Localization 

and Mapping (SLAM) algorithms, designed to build maps and localize robots in unknown 
environments. They work well in artificial environments but may face challenges when dealing with 
semi-changing conditions, such as those found in natural environments, due to their underlying 
assumption of environment staticity [1]. This necessitates further research into dynamic SLAM 
algorithms maybe by leveraging 3D sensors or machine learning techniques. 
The paper investigates the potential of using multichannel LiDAR (e.g., Velodyne VLP-16) readings 
to enhance the performance of SLAM algorithms in complex natural environments like orchards and 
vineyards. The proposed approach builds upon the existing 2D SLAM algorithm, called FieldSLAM, 
which employs image registration techniques. The study aims to enhance the algorithm's robustness 
and accuracy by incorporating 3D point cloud data from a LiDAR sensor. By exploiting the unique 
features of the Velodyne VLP-16 sensor, the enhanced algorithm can provide more precise and 
reliable mapping and localization in natural environments. 

To validate the enhanced version of the FieldSLAM algorithm, a 3D model of the environment 
is generated using the algorithm and evaluated in terms of accuracy and efficiency. The resulting 
model is compared with one generated using basic photogrammetry with RGB recordings from a 
multispectral camera Micasense Altum and Agisoft Metashape stand-alone software product.  

Objectives 

The objective of this article is to compare and evaluate the effectiveness of a 3D model of the 
environment generated from data acquired from multiple LiDAR planes utilizing frequency domain 
and correlation techniques for motion estimation in complex natural environments, against a basic 
photogrammetry model using RGB images from the Micasense Altum multispectral camera. The 
article presents an analysis of the results obtained in the study, along with an evaluation of the 
methodologies used. Based on these findings, the article offers practical recommendations for 
further research in this field of agriculture. 

Materials and methods 
In order to evaluate the approach a measurement system including a multichannel LiDAR (VLP-

16), IMU system (Xsens MTi 600), and a multispectral camera Micasense Altum was constructed. 
The system also consists of other elements (sensors and peripheral devices) that will be used in 
further research. It is depicted on Fig. 1 (a). 

The system provides a simple and a stable data collection since the sensors are fixed. It is based 
on the meta operating system ROS [2], which records the input data from sensors and stores them 
in bag files that can be replayed and analyzed with different tools. Based on the captured data point 
clouds can be constructed with the help of IMU data and the RGB images captured by the 
multispectral camera. The approach does not require real time processing, since we are analyzing 
the accuracy of data gathered by the multichannel LIDAR sensor versus data gathered from the 
multispectral camera.  

To make a comparison with the SLAM and LiDAR data constructed point cloud a 3D 
reconstruction of the scene is made using the Agisoft Metashape software. This is a tool that can 
perform photogrammetric processing using various sources of input data [3]. In this approach it is 
used for 3D reconstruction based on the data captured by the multispectral camera.  

Results 
A decent 3D reconstruction (Figure 3 b and c) of the orchards is made based on the use of RGB 

images from the multispectral camera and Agisoft Metashape software. This is compared with the 
reconstruction of the scene produced by the FieldSLAM algorithm [4] and the readings of a 
multichannel LiDAR sensor. 
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Figure 1. A multisensor based capturing system (a), process of developing 3D reconstruction using 
RGB images from the multispectral camera (b, c), point cloud out of RGB images from the 
multispectral camera d) and a point cloud based on SLAM and LiDAR meassurments (e) 

 
 

By comparing both point clouds (parts d and e in Fig. 1), it can be concluded that on both the 
tree lines are clearly visible, along with some parts of tree trunks and other objects and plants. Due 
to the nature of the approaches, the photogrammetry seems more informative due to the precise 
color information (part c in Fig. 1). However, looking at the shapes, the photogrammetry is not perfect 
and more accurate structure is visible in SLAM based reconstruction.  

Discussion and conclusions 
The research has shown that it is possible to achieve similar data collection using either a 

camera sensor or a multichannel LIDAR sensor. Yet for real time processing and maximum 
accuracy, the multichannel LIDAR is still a better choice. In conclusion, if we would need to do a 3D 
reconstruction of an environment, a camera sensor can suffice to gather decent data. Further 
research using photogrammetry could be done using several camera sensors, tilted differently to 
gather as much input data as possible. Combining that data with the multichannel LIDAR sensor 
could provide the user with great precision and additional info that can be gathered by using camera 
sensors with various wavelength filters [6].  
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Introduction  
A major challenge for modern agriculture is to balance sustainable productivity with increased 

food safety (Sharma et al., 2018). A pillar of sustainable agriculture is the optimised input 
requirements that will minimise the environmental impact and realise sufficient economic benefits to 
the farmers (Spiertz et al., 2009). Precision Agriculture can positively contribute to the sustainable 
management of crop production inputs by addressing the actual needs of specific field regions rather 
than average needs of whole fields (Bongiovanni et al., 2004). Variable Rate Applications are defined 
as the targeted use of input in appropriate zones throughout the field in accordance with the natural 
variability to maximise profit, create efficiencies in input application and ensure sustainability (Grisso 
et al., 2011). The scope of this study is to determine the impact of Precision Agriculture and in 
particular on Variable Rate Applications in sustainable productivity of wheat utilising a multispectral 
camera system that can perform real-time VRA. The multispectral camera system, which is mounted 
on top of a tractor or a self-propelled sprayer, utilises data gathered in the red-InfraRed region in 
order to calculate an NDVI based Vegetation Index and generate in real-time a vegetation Index map 
upon which the application is performed concurrently. 

Objectives 
Trials trials were performed in different fields in the USA, Australia and Greece during 2020-21 

cultivation period. Wheat was selected as a model crop given its importance in the rural economy 
and in-season Nitrogen fertiliser was considered as a major input in wheat for sensorïbased VRA. 
The value proposition of the trials regarding a Variable Rate Application is that by delivering the 
optimal amount at the right place on the field, Precision agriculture will produce savings of inputs 
and thus enhance income, reduce environmental impact, and improve the living and working 
conditions of the farmer. A proximal sensing, passive, multispectral camera system (Augmenta 
Mantis Ê) mounted on top of a tractor was utilised to perform Variable Rate Application (VRA) of 
Nitrogen in real-time. The proprietary algorithms utilised by the multispectral camera system are of 
a dynamic nature and designed to realise savings of inputs whenever possible. 

Materials and methods 
A split application pilot has been set up in selected winter wheat fields in the Prefecture of 

Thessaly (Greece). Based on historic data regarding the productivity potential each field was split 
into two equivalent parts. All standard cultivating techniques were performed in both parts of the field 
to ensure the unimpeded completion of the crop's life cycle and productivity. In one-half of the fields, 
in-season Nitrogen application was applied as a Fixed Rate application of a predetermined fixed rate 
as a control treatment. On the other half, at harvest, the two halves of the field were harvested and 
weighed independently to determine the impact of the VRA treatment on productivity. 

In the USA (Colby, Western Kansas) and Australia (Ballarat, Western Victoria) the field trials 
took place in several winter wheat fields. Four different wheat cultivars were tested in 28 and 12 
different fields, respectively. For each cultivar, comparable fields were selected and in some of them, 
VRA treatments were performed while in the rest Fixed Rate applications were performed for the 
selected input (Nitrogen) as control treatments  

In all cases, the recommended dose of Nitrogen fertilizer suggested by the collaborating local 
agronomist was used. 

During each session, the amount of Nitrogen fertiliser input added was calculated along with the 
savings achieved. For the evaluation of the impact of the VRA treatments, data gathered during the 
VRA operations (Vegetation Index maps, Application maps, etc) have been compared to yield data 
gathered at the end of the growing season and were correlated with respective yield maps whenever 
possible.  

In order to match the operational data of Nitrogen VRA with the yield data, geographic 
coordinates were converted into Cartesian coordinates (3D). Fertiliser dosages and yield data were 
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set as reference and secondary paths respectively. Final matched data sets are extracted and 2D-
line statistical plots are generated through Excel software of the Office 365 application platform in 
order to evaluate the performance of VRA operation.  

Results  
During field trials in Greece savings of 4.9% were realised in the VRA-treated parts of the fields, 

while the average yield increase was 9.9%. During the large-scale pilots were set up in the USA and 
Australia, an average of 16.5% and 7.8% of fertiliser savings were achieved in the treated with VRA, 
while the average yield increase was 10.2 and 11.2%, respectively.  

Table 1. . Statistics regarding the in-season real-time Variable Rate (N-VRA) N Fertiliser applications 
based on data gathered during operations utilising close-range remote sensing (Augmenta Mantis 
TM) in 3 different geographies, 2020-21 

Description #N of fields Fixed Rate Area 
(ha) 

VRA Area 
(ha) 

Nitrogen 
Savings (%) 

Yield Increase 
(%) 

- USA Pilots 29 990 313.5 16.5 10.2 
- Austalia Pilots 12 227.7 184.5 7.8 11.2 
- Greece Pilot  6 16.7 13 4.9 9.9 

Totals 47 1234.4 511 13.1 10.6 

 

Figure 1. Correlation between fertiliser added, yield and AUG-Index of a wheat field in Australia 
where real-time, in-season Variable and Fixed Rate Applications. 

 
Correlation of the Vegetation Index, Application, and Yield Map showed that the fertiliser savings 

occur mostly due to the slight reduction of added fertiliser in the areas of the field which have already 
reached their potential. However, as evident in Figure 1, there are yield increases in the respective 
areas, despite the reduction of added fertiliser, or even because of it. 

Conclusions 
This study presents the impact of Variable rate treatments utilising an integrated multispectral 

camera system performing real-time applications, in three different regions around the globe, that in 
comparison with the Fixed Rate operations, achieved to reduce inputs while increasing yield in winter 
wheat fields. The average fertiliser savings was 13.1%, while the average yield increase was 10.6%. 
The proprietary algorithms utilised due to their dynamic nature consistently realised savings the 
magnitude of which is highly dependent on the variability encountered in each field. The correlation 
between VRA and yielding shows that there is a tendency for increased yielding in the fields treated 
with VRA. However, given the multitude of parameters included in the pilots that might affect the 
results such as different cultivars, different soil profiles, different growth stages, etc extensive 
analysis of yield data throughout the years is essential to better understand and possibly model the 
variability of the results detected. 
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Introduction 
The development of homogeneous field zones requires verification by integrating multiple 

layers of datasets such as soil parameters, remote and proximal sensed data, and canopy 
parameters [1]. Potentially different management zones (MZs) can be useful for strategic planning 
of crop practices at sub-field level. This work addresses apparent soil electrical conductivity (ECa), 
UAV-based aerial images, proximal sensing and field scouting for delineating MZs in a five-year old, 
3 ha hazelnut (Corylus avellana) grove in Italy. 

Objectives 
The objectives of this study were: (1) to characterize the spatial variability of soil ECa and set 

homogeneous zones potentially suited for differential management (2) to use aerial RGB imagery, 
field scouting and the MECS-VINE® derived Canopy Index (CI) to validate the established MZs. 

Materials and methods 
Soil data: on March 26, 2022, an ECa survey was conducted with the proximal ECa sensor Top 

Soil Mapper at four depths (0-0.25 m, 0-0.4 m, 0-0.6 m, 0-0.8 m). Two MZs were identified with the 
k-Means Clustering method (Córdoba et al., 2016). A composite soil sample was taken in each MZ 
to describe average soil properties (texture, pH, organic carbon, total nitrogen, and C:N ratio). 

Remote sensing: on July 14, 2022, ultra-high resolution RGB imagery (0.01 m) was collected 
by an unmanned aerial vehicle (UAV). Two vegetation indices (VIs) were calculated: visible 
atmospherically resistant index (VARI), Eq. 1, and normalized green-red difference index (NGRDI) 
Eq. 2. In both cases, data were normalised in the 0-1 range [2,3]. 

ὠὃὙὍ   (Eq. 1) 

ὔὋὙὈὍ   (Eq. 2) 

Figure 1. MECS-VINE multi-sensor mounted behind the tractor prospecting the hazelnut grove 

 
Proximal sensing: on November 10, 2022, 

the Micro Environment and Canopy Sensor MECS-
VINE® (TEAM Group, Piacenza, Italy) was used to 
characterize the canopy of the hazelnut based on the 
Canopyct index which combines the RGB bands 
provided by two RGB optical matrix imaging sensors 
positioned at the right and left of the device. [4,5]. 

Field scouting: on November 11, 2022, field data was collected on 84 randomly selected 
plants across the grove. The following traits were assessed: plant height, two orthogonal crown 
diameters, average stump diameter, and the diameter of the three most vigorous shoots. 

Data analysis: field polygon layer was subjected to QGIS zonal statistics module to extract 
mean, min and max data of the two VIs and 16 MECS-VINE® raster layers (1 m grid size), to match 
each tree with its values. All data in the two MZs were statistically compared (T-test). 

Results 
Clustering sub-divided the field area into two MZs: MZ1 (1.65 ha) and MZ2 (1.31 ha) at 

lower/higher ECa values, respectively (Figure 2). The soil traits within the two MZs exhibited 
compositional differences reflecting the different ECa values (Table 1): MZ1 vs. MZ2 had coarser 
texture (sandy loam vs sandy clay loam), neutral vs. slightly acidic pH, lower organic C and total N 
contents, and similar C to N ratio. Overall, MZ2 featured a more fertile soil.  

mailto:lorenzo.barbanti@unibo.it
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Figure 2. Field subdivision into two MZs: MZ1 (black) and MZ2 (white) 

 

Table 1. Principal soil parameters in the two MZs 

 
Both VIs and field scouting data indicated more vigorous growth in MZ2 than MZ1 (Table 2). 

More specifically, crown size (i.e., area and diameter) was most sensitive to different soil fertility. 
Since crown size directly influences crop canopy and light interception, it may be noted that MZ 
differences in soil fertility reflected in the plant organ that is the main driver for productivity. 

 

Table 2. VARI and NGRDI and various hazelnut growth traits in the two MZs 

MZs VARI 
(adim.) 

NGRDI 
(adim.) 

Tree height 
(m) 

Crown 
area 
(m²) 

Crown 
diameter 
(m) 

Stump 
diameter 
(mm) 

Most vigorous 
shoots diameter 
(mm) 

MZ1 0.457 0.418 1.84 1.28 1.58 289 20.4 
MZ2 0.463 0.454 2.32 2.86 2.12 355 25.0 
T-test ** ** ** ** ** ** ** 

 
Figure 3. The CIs shown by the two MZs described a slope from base to top sectors. 

 
Results obtained by MECS-VINE on hazelnut were 

consistent with those of Gatti et al. [4], who observed a 
declining CI from bottom to top sectors of vineyard canopy. 

Discussion and conclusions  
This work contributes to the discussion on hazelnut 

precise management by demonstrating that hazelnut 
trees, despite specific growth habit and general suitability 
for varying ambient conditions, respond to different soil 
characteristics which, in turn, may be evinced by a rapid prospection as that offered by apparent 
electrical conductivity. It is evinced that more fertile soil conditions in one of the two management 
zones of the surveyed grove reflected in a larger crown size, which is the premise for accrued light 
interception and final yield. Future studies should address the issue whether higher external inputs 
(fertilizers, irrigation, etc.) in the less fertile zone could bridge the gap with the more fertile zone. 
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MZs Sand/Silt
/Clay (%) 

Soil texture pH Org. C 
(mg g-1) 

Total N 
(mg g-1) 

C:N 

MZ1 78/13/9 Sandy loam 7.0 5.97 0.59 10.2 

MZ2 54/25/21 Sandy clay 
loam 

6.3 8.76 0.93 9.4 
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Introduction  
Since the early digital soil mapping (DSM) definition, the applications of DSM have expanded 

rapidly not only in the research community, but also in the communities of users and practitioners at 
large. The processes used in digital soil mapping are many and not standardized. The has been an 
increase in the use of methods which utilize knowledge combined with point data to generate soil 
property maps and group properties into functional units or functional zones which allow for precision 
management. The major goal of the Water Smart Agriculture (WSA) project was to address the 
existing large gap on soil information in Central America from farm to country level with soil 
information products for short-,mid- and long-term decisions on soil and water management, soil 
restoration and drought management in the Dry Corridor of Central America (Schmidt and Burpee, 
2014; CRS, 2019, Water-Smart Agriculture Program for Mesoamerica).The purpose of this project 
was to build local capacity in generating ready-to-use digital soil maps related to water in rainfed 
agriculture systems in the hillsides of Central America that are easy to interpret and incorporate into 
decision making at multiple scales. Managing soils to manage waterwas the major focus as it is very 
important for sustainable agriculture production by smallholders in this drought-prone region in the 
time of climate change, as detailed by Schmidt et al. (2012).  

Objectives 
This paper highlights some of the implementation challenges encountered during the use of 

DSM in Central America as part of the Water Smart Agriculture (WSA) project. Specifically, we focus 
on issues such as (i) assessing training needs based on existing skills and capacities in the country 
teams and available data; and (ii) developing a DSM framework appropriate for the data available.  

Materials and methods 
The DSM pilot study was conducted in Zapotitán, a sub-basin of the Sucio River that 

encompasses three administrative departments of El Salvador and has a total area of 375 km2. This 
area was selected for its agricultural importance as the main productive area for vegetables and 
grain crops in El Salvador. The team in El Salvador consisted of eleven members representing the 
following institutions: CRS, Ministerio de Medio Ambiente y Recursos Naturales (MARN, Ministry of 
Environment and Natural Resources), Centro Nacional de Tecnología Agropecuaria y Forestal 
(CENTA, National Center of Agriculture, Livestock and Forestry Technology), Universidad de El 
Salvador (UES, University of El Salvador), Ministerio de Agricultura y Ganadería (Ministry of 
Agriculture and Livestock) and Caritas Internationalis.  

A set of 390 soil point observations for the study site were shared by CENTA. These 
observations consisted of surface samples from the top 15 cm with measurements of soil pH. The 
set of soil point observations was split into training and validation sets (315 and 65, respectively). A 
DEM with a spatial resolution of 10 m was shared by MARN. The DEM was used to derive an initial 
set of terrain attributes and the final set of terrain attributes was selected for use in the DSM process. 
The following terrain attributes were selected: multiresolution valley bottom flatness index, 
normalized height, profile curvature and SAGA wetness index. In addition to the DEM, MARN shared 
raster layers of mean annual temperature (°C) and total precipitation (mm), both with 10 m of spatial 
resolution. A parent material layer was derived from a 1:50,000 scale soil series map from1996 which 
contained parent material attributes. This map was shared by the collaborating institutions and it was 
credited to a past national collective effort to produce soil spatial information. Lastly, soil pH was 
modeled following the DSM approach.  
  

Results 
A map of soil pH at 15 cm depth was generated for Zapotitán at 10m of spatial resolution. 

Statistical validation of the soil pH map resulted in a large RMSE value (1.37), which denoted a poor 
performance of the soil pH inference model. A versioning process was established as a component 
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of the DSM framework with the objective of generating a new soil pH map with improved statistical 
performance. The first stage of the versioning process was to implement quality control methods for 
the model inputs. Subsequent analysis of the shared database revealed two issues with the soil pH 
observations. The first issue was that standardization across laboratory methods for soil pH 
measurements had not been performed. When the soil pH observations were shared, the associated 
metadata was not appended, and so it was difficult to trace the data to its source and determine the 
inconsistencies related to the laboratory methods. Once the metadata was appended, it was 
discovered that the soil samples for soil pH had been collected through different sampling campaigns 
and had been analyzed through different laboratory methods. Previous studies have shown the 
importance of measurement methods on the accuracy of soil pH predictions (Libohova et al., 2019; 
Seybold et al., 2019) and suggested different pedotransfer function for harmonizing the 
measurements (Libohova et al., 2014; GlobalSoilMap, 2015). A collective effort was undertaken to 
standardize the soil pH measurements given the newly acquired metadata. The second issue was 
the existence of spatial overlap among the soil pH observations resulting from duplicate records. To 
address this issue, spatial analysis was performed to identify all observations with the same 
geographic location, that is, a set with duplicate X and Y coordinates. For observation with the same 
coordinates and the same soil pH value, the duplicated record(s) was removed from the dataset. For 
observations with the same coordinates but different soil pH values, expert knowledge was used to 
determine which soil pH value to retain for that observation. Data quality standards were established, 
and quality control management was integrated into the DSM framework, including the construction 
of metadata and a spatial analysis protocol for data cleaning. The standardized and spatially curated 
soil database was used as a model input for a new version of the soil pH map. Validation of the 
resulting version 2.0 map demonstrated an improved statistical accuracy. The RMSE of the version 
2.0 map was 0.49. Table 5 shows the RMSE and MAE for the final map of soil pH. Following the 
process outlined in Section 3.1, upper and lower confidence interval maps at the 90% confidence 
level were produced to represent the uncertainty in the modeling of soil pH.  

Discussion and conclusions 

This paper highlights some of the experiences fromthe implementation of the WSA project that 
aims to produce soil functional maps. The participatory group process helped overcome some of 
the data sharing issues, leading to increasing numbers of point data available for the property 
predictions and validation of the maps. These maps will support decisions at multiple levels and 
build local capacity for expanding the pilot project to the national levels.Digital soil mapping is used 
as the platformto achieve these objectives. Such a platform is key to providing access to the 
correct type of information at the appropriate scale for decision makers at multiple levels. 
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Introduction 
Mobile proximal gamma spectrometry (GS) has become an acknowledged technology to predict 

topsoil texture for precision agriculture. It relies on the emission of gamma quants of the entity of 
nuclides in soil (Total Counts, TC) and, more specific, of K-40, Th-232, and U-238. Soil maps based 
on mobile GS are already commercially available. Yet, studies on the relevance of environmental 
factors for spectra recording have hardly been published. Further, different instruments with varying 
crystal materials (CsI, NaI) are in use, and their impact on texture prediction has seldom been 
compared. Yet, service providers and researchers mostly rely on their own, individual models to 
derive soil texture from gamma surveys. However, variable conditions in field surveys potentially 
impede the comparability and universal interpretability of gamma spectra for soil texture prediction. 

Objectives 
The objective of this study was to elucidate if and to which extent potentially disturbing factors 

influence or not gamma spectra taken in the field. Therefore, some detailed investigations were 
conducted on the influence of (i) soil moisture and frost, (ii) tillage status (TS) and bulk density (BD), 
(iii) potassium (K) fertilisation, and (iv) spectrometer type. 

Materials and methods 
Soil moisture, frost, TS and BD were investigated through repeated stationary measurements 

at different dates with variation of the factors under study. For this purpose, grids of 13 fixed points 
each were established on two arable fields with loess-dominated Ap horizons close to Bonn (Western 
Germany). Spectra were recorded with a tractor-mounted RSI spectrometer (two 4.2 L NaI crystals) 
[1]. Tillage was performed as in common agricultural practice. Spectra were recorded in five different 
situations: in November at high soil moisture, (i) directly after sugar beet harvest (compacted soil), 
(ii) after subsequent ploughing and (iii) after seedbed preparation for winter wheat. In August on dry 
soil, spectra were taken (iv) on the wheat stubble and (v) after superficial grubbing. 

The possible influence of K fertilisation was studied on 55 plots of the Rengen Grassland 
Experiment (RGE), running since 1941 and comprising plots with and without K fertilisation [2,3]. 
Texture variability between the 55 plots is limited; (clay+fine silt) proved best as texture parameter. 

At the RGE, spectra were recorded with the RSI spectrometer [1] and additionally with a Medusa 

device with a 2 L CsI crystal [2]. Measuring time and geometry were equal for the two surveys [1]. 
In view of the rather small texture variability in the RGE, the two spectrometer types were additionally 
compared on two agricultural fields revealing a large in-field variation of clay content and TC.   

As gamma quants emit predominantly from topsoil, all soil samples were taken from that depth. 

Results 
The influence of variable moisture was comparatively small during repeated measurements and 

is therefore not shown here. The common IAEA factor for moisture correction, i.e. 1% signal 
attenuation per % soil moisture, was generally confirmed at least as an approximate. Though, the 
correction factor merits some refinements which should consider soil texture. The TC recorded at 61 
grid points on the same day, early in the morning when soil was superficially frozen and later in the 
day after thawing were almost identical (R²=0.99, correlation slope 1.02, not shown). 

In contrast, TS and BD had a stronger influence (Figure 1). The relationship between those two 
parameters and TC was obvious; at large bulk density, the gamma signal was attenuated. Ploughing 
led to a clear increase of TC at the grid points. After wheat harvest, i.e., at small soil moisture content, 
the relationship was principally the same, but less clearly expressed (not shown). 

After 80 years with and without fertilisation in the RGE, the ratio of K-40 to total K was not 
affected [2]. Accordingly, the relationship between the K-40 counts and soil texture showed no 
differences which could be related to the K fertilisation regime (Figure 2a). Both spectrometer types 
yielded the same result for the RGE (not shown). Comparing the two instruments on two fields with 
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large texture heterogeneity (141 measuring points) showed that the TC were very close to each other 
(Figure 2b). However, the reason for the small offset between the two sites could not yet be identified. 

Figure 1. Raw data for bulk density (a) and total gamma counts (b) after sugar beet (SB) harvest and 
subsequent tillage for winter wheat (WW) and scatterplot for the moisture-corrected data (c). 

 

Figure 2. Influence of K fertilisation and spectrometer type on gamma features. (a) Relationship 
between soil texture and K-40 counts in the Rengen Grassland Experiment (RSI spectrometer). (b) 
Total counts on two study fields with two different spectrometer types. 

 

Discussion and conclusions 
Among the factors studied, the strongest influence on TC was observed for TS and BD. The 

spectra were recorded at fixed grid points, i.e. at constant soil texture. Nevertheless, the TC ranged 
from 800-1000 cps, even after moisture correction. Note that the clay content at these grid points 
varied only between 17 and 19%. In consequence, BD must not be neglected when taking gamma 
spectra. Otherwise, transforming gamma features to soil texture via any existing model decreases 
prediction quality considerably. On the contrary, the K fertilisation regime can be neglected. In view 
of the common K fertiliser production process, this result was expected [2]. Although the results need 
further confirmation, it is assumed that TC recorded with different instruments are most probably 
equivalent. For a broader introduction of gamma spectrometry in precision agriculture, a universally 
valid texture prediction model is recommended, ideally on the basis of a large database. Spectra 
recording conditions should therefore be standardised, in particular with respect to soil tillage. 
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Introduction 
The primary sector of agriculture is vital to the economy and rural development. Enhancing 

agricultural efficiency and sustainability requires the advancement of digital technologies, including 
artificial intelligence (AI) [1], cloud computing services [2], remote sensing [3], blockchain, drones, 
and the Internet of Things (IoT). Similarly, crucial techniques involve the implementation of sensors, 
automatization, or the delineation of management zones (MZs). 

Objectives 
The research aims to develop a methodology for automatically delineating MZs in corn based 

on the combination of AI models, cloud programming platforms, satellite imagery, and crop yield 
data. 

Materials and methods 
The study was conducted during the 2022 maize cultivation season across ten agricultural plots 

in the Spanish provinces of Huesca, León, Salamanca, and Zamora. Eight plots were used for the 
training dataset, while the remaining two were designated for the test dataset. 

Throughout the season, which spanned from late April to mid-December, yield data were 
collected from each plot using a Class Lexion 750 combined equipped with a yield sensor. These 
data underwent both numerical and geospatial analysis conducted via the QGIS platform. The yield 
data from the test plots served as the ground truth. Furthermore, using the Google Earth Engine 
(GEE) platform [4], 54 images were obtained for the agricultural campaign period, enabling the 
calculation of 10 vegetation indices, as represented in Tables 1 and 2. 

The GEE platform also facilitated the implementation of four supervised ML algorithms: 
Classification And Regression Tree (CART) [5], Random Forest (RF) [6], Gradient Boosting Trees 
(GBT) [7], and Support Vector Machine (SVM) [8], as well as one unsupervised algorithm, k-means 
[9]. Additionally, a training-validation dataset based on yield and vegetation index values was applied 
for these algorithms. 

Results 
It is crucial to assess classification accuracy to generate maps using ML models. To do so, the 

overall accuracy [10] (Table 1) and the Kappa coefficient [11] (Table 2) were used for each of the 
proposed indices. 

Table 1. Overall Accuracy of supervised ML models in classifying training data for map generation 
Accuracy 

Plots Model ARVI EVI GCI GNDVI MCARI MSAVI2 NDRE NDVI SAVI SIPI 
Training-
validation 

RF 0.9501 0.9538 0.9520 0.9492 0.9547 0.9507 0.9493 0.9502 0.9510 0.9505 

GBT 0.7848 0.7848 0.7747 0.7811 0.7254 0.7807 0.7772 0.7628 0.7794 0.7807 

CART 0.9931 0.9935 0.9937 0.9937 0.9936 0.9933 0.9935 0.9929 0.9929 0.9930 

SVM 0.6779 0.6675 0.6831 0.6926 0.4638 0.6662 0.7771 0.6556 0.6628 0.6897 

Table 2. Kappa Coefficient of supervised ML models in classifying training data for map generation 
Kappa Coefficient 

Plots Model ARVI EVI GCI GNDVI MCARI MSAVI2 NDRE NDVI SAVI SIPI 
Training-
validation 

RF 0.9227 0.9169 0.9189 0.9232 0.9229 0.9149 0.9162 0.9242 0.9206 0.9194 

GBT 0.6330 0.6280 0.6270 0.5360 0.6361 0.6352 0.5789 0.6369 0.6314 0.6331 

CART 0.9891 0.9882 0.9889 0.9884 0.9891 0.9882 0.9887 0.9880 0.9891 0.9894 

SVM 0.4144 0.4445 0.4319 0.1894 0.4452 0.4608 0.3960 0.4361 0.4281 0.4466 

 
The two tables exhibit a higher overall accuracy and Kappa coefficient for the CART method. 

Consequently, zone maps were generated from one of the test plots utilizing this method as a 
function of different vegetation indices (Figure 1a). The zone maps obtained with the k-means 
method are also represented in Figure 1b. 

mailto:manuelperez@us.es
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Figure 1. Class maps of the test plot for the ten vegetation indices used originating from the CART 
supervised ML model (a) and class maps of the test plot for the ten vegetation indices used creating 
from the k-means unsupervised ML model (b). 

  

Discussion and conclusions 
Unlike studies such as [12,13] in which it is necessary to download images, the use of GEE 

allows the analysis of large amounts of data and images in the cloud without the need to download 
and in an updated way. 

Likewise, image segmentation and classification processes based on calculating vegetation 
indices using ML techniques such as CART, RF, or K-means, among others, allow the identification 
of patterns in the data and understanding of the spatial and temporal variability of the plot. 

In conclusion, using the GEE platform, machine learning models, and yield data from field yield 
monitor combined with high-resolution Sentinel-2 satellite imagery to create MZs maps has excellent 
potential to improve precision agriculture, reduce production costs and minimize environmental 
impact. 
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P27 - Satellite Remote Sensing Detects the Legacy Effects of Crop Rotation on 

Subsequent Crops 
Wang J1, Gao Y1, Zu M1, Oksanen T1, Yu K 1 

1 Technical University of Munich, Germany. Correspondence: jiewj.wang@tum.de 

Introduction 
Crop rotation is a widely adopted practice by farmers globally [1], but the impact of different crop 

rotation patterns is often overlooked. Short-term crop rotations or monocultures may result in 
reduced yields and soil degradation, increasing the need to understand the long-term effects of crop 
rotation to ensure sustainable cropping systems [2]. 

 
Traditional crop rotation analysis is often biased and limited to experimental sites. However, with 

the increasing availability of remote sensing technology, the potential for studying crop rotation 
patterns beyond annual major crops and their legacy effects has emerged, providing valuable 
insights for sustainable crop management practices [3]. 

Objectives 
In this study, we used multi-temporal satellite imagery and machine learning to obtain the time-

series information of the crop rotation in multiple experiment fields of the Technical University of 
Munich, Germany, from 2014 to 2018. The resulting data were used to estimate the legacy effects 
of crop rotation patterns on yield of the subsequent winter wheat crop. This can not only provide 
support for farmers' planting practices, but also provide a reference for the sustainable management 
of crop agriculture. 

Materials and methods 
The research station in Viehhausen is an organic cash crop farm run by TUM, which focuses on 

organic farming, ecological crop rotation, and long-term trials with organic fertilization . The study 
area cultivates winter wheat (WW), winter barley (WB), summer barley (SB), rapeseed (WR), maize 
(SM), and other crops. We used Landsat 8 and Sentinel-2 data from 2013-2018 with less than 20% 
cloud cover to generate remote sensing image sequences. We used Google Earth Engine with the 
python API to identify crop types by calculating various features (Vegetation Index and texture 
features) from April to September, and then tested several classification algorithms, including 
Random Forest (RF), Artificial Neural Network (ANN), Support Vector Machine (SVM), XGBoosting, 
and K-Nearest Neighbor (KNN). The optimal method was chosen based on accuracy evaluation and 
F-score index. The final crop type map was classified using the best algorithm, and the researchers 
evaluated the crop characteristics across years using random sampling points in the sample plot. 
The amount of fertilizer applied to each crop is fixed. Finally, according to the crop rotation mode 
information obtained, the statistical method was used to analyze the impact of crop rotation mode 
on wheat yield. 

Results 
Table 1 summarizes the accuracies of different methods which we used to identify crop 

rotations. From it, we can see that the overall classification accuracy of various methods is higher 
than 77%, but the random forest method has the highest accuracy, reaching 82.93%. Therefore, we 
used random forest as the main method to obtain the crop rotation time series map in the study area. 

Table 1. Comparison of Different Classification Methods 

Model Precision Recall F1-score Accuracy 

RF 0.83 0.83 0.81 82.93% 
KNN 0.77 0.77 0.76 77.40% 
ANN 0.84 0.82 0.82 82.21% 
SVM 0.76 0.80 0.76 80.29% 

 
According to the random forest crop classification results, we got 6 crop rotation patterns (Figure 

1). The crop rotation pattern from 2014-2017 has a significant effect on the yield of winter wheat in 
2018. Among the six selected groups, group 2.1, with the rotation pattern of Winter Wheat - Winter 
Barley - Maize - Winter Wheat, had the highest yield, while group 1.0, with the rotation pattern of 
Winter Oilseed Rape - Winter Wheat - Summer Barley - Maize, had the lowest yield. Groups with 
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Winter Oilseed Rape in 2014 had higher yields compared to groups with Maize in 2014. The same 
rotation pattern from 2015-2017 with different crops in 2014 also had a significant effect on the yield 
of winter wheat in 2018. Different crops in 2014 under the same rotation pattern from 2015-2017 had 
a significant impact on the yield of winter wheat in 2018, with group 2.1, 2.2, and 2.3 having 
significantly different yields. Overall, the findings suggest that careful selection and planning of crop 
rotations can have a significant impact on the yield of winter wheat. 

Figure 1. Frame diagram of the study and the impact of crop rotation patterns on yield 

 

Discussion and conclusions 
The study investigated the impact of previous crop rotation patterns on the yield of winter wheat 

in 2018. It was found that previous crop patterns may have legacy effects on the yield, but it was not 
possible to identify the specific crop that may still affect the yield. More years of data and field 
investigations are needed for further confirmation. The study was limited by the number of plots 
available, which may have affected the accuracy of the results. Future studies should consider using 
remote sensing data to improve the accuracy of predicting crop rotation patterns. Additionally, the 
study only considered the impact on the yield of winter wheat, and future experiments should explore 
other economic benefits, such as fertilization efficiency and soil health. The study also highlighted 
the limitation of optical data measurements, which can be affected by weather conditions, and 
suggested that combining other satellite sources and classification methods may improve 
classification accuracy. 
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P28 - Comparing machine learning approaches for the prediction of clay content via 

proximal gamma spectrometry under varying geopedological conditions 
Wehrle, R.1, Pätzold S.1 
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Introduction 
In the context of precision agriculture and viticulture, high resolution information on soil 

properties is needed to establish site-specific and sustainable management. Soil clay content affects 
important soil services such as water retention, nutrient availability or organic matter storage and is 
therefore crucial for decision making (e.g. lime requirement) in agriculture. However, upon today 
conventional methods are laborious, costly and fail to provide the necessary spatial resolution. Here, 
mobile Gamma spectrometry (GS) is becoming a recognizable technology for proximal soil sensing 
applications. Machine learning methods can be superior to linear regression approaches for the 
calibration of GS because these methods are able to determine complex and non-linear 
relationships, which is the case for GS measurements under varying geopedological conditions 
(Heggemann et al. 2017). Various algorithms exist but only few have been tested in the context of 
GS calibrations. To now, no optimal approach was identified for the calibration of GS and in 
consequence, various ML methods need to be tested for the calibration of site-independent texture 
prediction models using GS. Four state of the art ML algorithms for the calibration of site-independent 
GS and soil clay content were evaluated in this study, namely: Support Vector Machines (SVM), 
Random Forest (RF), k-Nearest Neighbors (KNN) and Bayesian Neuronal Networks (BNN). 

Objectives 
The aims of this study were (i) to show that proximal GS can predict soil clay content, (II) to 

compare four state of the art ML calibrations for a dataset of eight vineyards with varying 
geopedological settings, (III) to evaluate the calibrations on the field-scale, and (IV) to produce soil 
clay maps via mobile GS measurements and ML calibrations. 

Materials and methods 
Random Forest was compared to KNN, BNN, and SVM for a dataset of eight vineyards in 

Germany with a broad range of soil parent materials and large variation of clay content (62-647 g 
kg-1; n = 245). Measurements were conducted with a tractor-mounted spectrometer comprising two 
4.2 L sodium iodide crystals and evaluated with the regions of interest for 40K, 232Th, the ratio of 
232Th/40K as well as the Total Counts.  

Results 
All ML methods revealed satisfactory model robustness for the calibration dataset with RPIQcv 

ranges from 3.78 (KNN) to 8.65 (RF). The RF approach additionally revealed lowest RMSECV (36.8 
g kg-1) and best R2

CV (0.96). 
 

Table 1.: Cross-Validation and testset-Validation results for the prediction of soil clay content via Support-
Vector-Machines (SVM), K-Nearest-Neighbors (KNN), Bayesian Neuronal Networks (BNN) and Random 
Forest (RF) for 245 soil samples from eight vineyards. 

Model 
CV TSV 

RMSE R² RPIQ RMSE R² RPIQ 

SVM 62.3 0.87 4.77 80.8 0.80 4.02 

KNN 78.5 0.79 3.78 91.7 0.75 3.54 

BNN 72.2 0.83 4.11 93.2 0.74 3.48 

RF 36.8 0.96 8.65 57.6 0.87 4.64 
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For TSV, the excellent model performance of the RF method was maintained with best RPIQpr 
(4.64), prediction error (RMSEPr = 56.7 g kg-1) and highest accuracy with R2

pr = 0.87, while clay 
prediction of the other ML methods was less accurate (Tab. 1).  

The final goal of a site-independent model should be valid texture prediction at a given site to 
capture its in-field soil heterogeneity. Therefore, the RF calibrations where evaluated for each 
individual vineyard. Here, the site-independent model performed better for vineyards with larger 
heterogeneity of measured soil clay content. 

 The RF model was then used to evaluate on-the-go GS measurements for four exemplary fields 
(n = 7617) with variable degree of heterogeneity and prediction quality. For those vineyards with 
good prediction results and sufficient in-field heterogeneity (welche/Wieviele?), clay maps derived 
from on-the-go GS measurements revealed precise and accurate predictions. 

Discussion and conclusions 
Compared to more straight forward approaches such as KNN, more complex ML methods (BNN, 

SVM or RF) have a high number of parameters to fit. To fit them correctly, a sufficient dataset size 
is an important factor (Jordan & Mitchell, 2015). These findings were obviously not valid for this 
study, with its rather small dataset, as KNN revealed the worst prediction results of all tested 
methods. Yet, there is no clear rule on the required dataset size because it always depends on the 
complexity of the underlying problem (Padarian et al., 2020). While Heggemann et al. (2017) had 
success in calibrating site-independent prediction models for 10 arable fields and a rather small 
dataset (n=291 for calibration), SVM calibrations were outperformed by RF in this study. Accordingly, 
(Heung et al., 2016 and ; Zhang et al., 2020) found that RF calibrations yielded the most reliable 
results similar results when comparing ML methods for texture prediction. Though, these studies did 
not use GS as basis for calibration but a number of environmental covariables (including remote 
sensing data). In this study, the RF approach coped best for the limited information provided by the 
rather small number of calibration samples for GS model calibration. This clearly demonstrates the 
suitability of RF regression for site-independent GS calibration on soil clay content with a limited 
amount of reference samples. Yet, when the overarching RF model was evaluated at field-scale it 
became evident that only some vineyards were predicted with precision. This was presumably due 
to different sample numbers and varying degrees of in-field heterogeneity. For those vineyards, 
where the calibrated model performed well, on-the-go GS measurements were useful to predict the 
spatial distribution of clay content, even for heterogeneous geopedological settings in individual 
vineyards. It is therefore concluded that a larger calibration dataset with appropriate heterogeneity 
and ML model building will allow to produce precise clay maps in the future. 
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P29 - Inoculation with biostimulants for improved plant performance under stress 

conditions 
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Introduction  
Biostimulants as a group of beneficial microorganisms and active natural compounds, which by 

modes of action as phytohormonal activities and mobilization of sparingly available nutrients can 
have positive effects on plant performance. Especially under stress conditions, plant performance 
and their nutritional status can be promoted [1, 2, 3]. The application of biostimulants in targeted 
combination with mineral fertilizers could thus contribute to an optimized agricultural management 
and soil fertility. 

Objectives 
In this study, treatments with different BE preparations were tested in a pot experiment for their 

beneficial effects in maize exposed to a phase of cold stress during critical early growth stages.  
The main objective of this study was to elucidate the modes of action of different microbial and 

non-microbial biostimulants having plant-growth promoting properties in more details, especially 
under biotic and abiotic stress conditions [3]. 

Materials and methods 
In this study, beneficial effects of biostimulants was tested in maize pot experiment exposed to 

cold stress. Preparations tested: SuperFifty® (Ascophyllum nodosum; BioAtlantis, Tralee, Ireland), 
AvytZn/Mn®, Algafect®, Proradix® (Pseudomonas sp. DSMZ 13134; Sourcon Padena, Tübingen, 
Germany), RhizoVital® FZB42 + R41 (Bacillus amyloliquefaciens, Bacillus simplex R41; ABiTEP, 
Berlin, Germany). Maize (ColiseeïKWS) was cultivated in 2kg pots (silty-loam) from field-station 
Ihinger Hof, Germany. The soil substrate was fertilized with 100 N, 50 P, 150 K, 50 Mg, 50 Mg mg/kg 
dry matter. The pots were installed in a cooling system to control root zone temperature. After an 
initial warm phase (ca. 22 °C), the cold stress phase (14 °C) began at 14 days after sowing [3]. 

Results 
The effects referring to improved plant growth and especially on improved root development at 

low root-zone temperatures were detected exclusively for algae extracts containing high Zn and Mn 
contents. Similar growth promotion effects were induced by Zn and Mn application in comparable 
amounts. This finding suggests that the selected algae extracts were mainly acting via improved Zn 
and Mn supply to tested maize plants. The beneficial effect of Zn/Mn treatments and algae extracts 
was associated with increased superoxide dismutase activity in the root and leaf tissue, with key 
functions in antioxidative stress defense, depending on Zn, Mn, Cu, and Fe as co-factors of important 
enzymes in the antioxidative stress defense mechanisms. Accordingly, measured properties such 
as leaf damage, shoot and root growth observed inhibition in cold-stressed plants were associated 
with a rather low Zn-nutritional status in plants, mitigated by the application of the algae-based non-
microbial biostimulants [3]. 

Discussion and conclusions 
A beneficial effect on plant performance was observed in response to the treatment with 

AvytZn/Mn. It was observed that in contrast to other treatments and the control, there were no 
symptoms of P deficiency. This finding indicates that AvytZn/Mn effectively improved the tolerance 
of maize plants to cold stress conditions [3]. Further investigations are necessary to elucidate the 
functional mechanism behind this phenomenon. This phenomenon is currently examined under field 
conditions. 
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Introduction  
Precision agriculture concepts heavily rely on identifying within-field spatial variability of crop 

growth. Within-field yield variability is driven by soil, climate, topographic, biotic factors and their 
interactions which are not fully understood yet. Climate driven temporal variability further compounds 
the difficulty in identifying and estimating the variability of a heterogeneous farm land. With the 
advances made in remote sensing technology, data driven machine learning algorithms have made 
prominent advances in identifying the spatial variability of crops. However, despite knowledge of 
data availability, most are inaccessible to the general public. Hence, due to such restrictions, there 
is a disconnect between scientific findings and user adaptation. 

Objectives 
The objective of this study is to compare the performance of two machine learning-based 

approaches developed to identify and predict the within-field spatial variability in Canola seed yield. 
The first approach uses datasets and software which are limited to the general public. The 

second approach uses open-source datasets and software. 

Materials and methods 
Under first approach (Model-1), satellite imagery from PlanetScope were used to extract Canola 

flower canopy information for a time series analysis, and were processed within ArcGIS Pro. The 
second approach (Model-2) used open-source imagery from Landsat-8 and Sentinel-2 through 
Google-Earth-Engine to map the temporal variability in flowering intensity of canola to develop a 
similar model to that of approach one.  

The flowering phenology of canola were quantified using five yellowness indices (YI): 
Normalized Difference Yellowness Index (NDYI),  Canola Index (CI), Red Blue Normalizing Index 
(RBNI), Modified Yellowness Index (MYI), High-resolution Flowering Index (HrFI). The cumulative 
flowering intensity of each spectral profile was used as an proxy to the total yield potential, while the 
peak flowering intensity of each index during the flowering period was used as an indicator of the 
maximum yield potential. Use of indicators quantifying peak and cumulative yield potentail provides 
valuable information regarding flowering dynamics of the crop within the season. In addition, soil 
information (electrical conductivity, topography and elevation) acquired from a precision agriculture 
company were used as predictors of yield variability.  

In both models, 70% of the data was used to train a 10-fold cross-validated random forest model. 
Two models were then tested on 30% of the data and were compared using coefficient of 
determination (R2), Pearson's correlation coefficient (R) and Root Mean Squared Error (RMSE). 
Furthermore, most important features explaining the within-field yield variability for Model-1 and 
Model-2 were compared.  

Results 
Model-1 with PlanetScope-based phenology parameters explained 66% of yield variability with 

a validation correlation (R) of 0.68 and Root mean squared error (RMSE) of 730 between the actual 
and the predicted seed yield. Model-2, with haromonized landsat-8 and Sentinel-2 phenology metrics 
explained 67% of yield variability with a validation R and RMSE of 0.44 and 872 respectively. 

Model-1 identified electrical conductivity of soil as the most important feature in explaining 
canola seed yield, while Model-2 identified peak NDYI date followed by electrical conductivity of soil. 

Discussion and conclusions 
The results of the study suggest that while Model-2, which used open-source imagery and data, 

had a lower R value and higher RMSE value compared to Model-1, which used restricted data, the 
two models are still comparable. The difference in performance between the two models may be 
attributed to the lower temporal density of the open-source dataset used in Model-2. This is further 
corroborated by the variable importance plots, where cumulative flowering indicators were ranked 
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lower in Model-2, compared to Model-1, which shows that phenology dynamics are inadequately 
captured by Landsat-8 and Sentinel-2 (Figure 1). The significance of soil variation on crop yield is 
emphasized by the fact that in both models, Electrical conductivity emerged as one of the top two 
factors that account for the differences in crop yield. 

Additionally, the study found that both models exhibited a saturation effect, where the predictive 
power of the model plateaued after a 4000 kg ha-1. This suggests that further improvement in model 
performance may require more diverse and larger datasets, especially at high yielding areas, as well 
as more advanced machine learning techniques. 

Despite these limitations, the results of this study highlight the potential of machine learning-
based approaches in identifying within-field spatial variability in crop growth. By using remote 
sensing technology and data-driven algorithms, researchers and farmers can gain valuable insights 
into the dynamics of crop growth and make more informed decisions about crop management 
practices. 

Overall, this study underscores the importance of open-access data in facilitating scientific 
advancements in precision agriculture. By making data more widely available, researchers and 
farmers can work together to improve crop yields and enhance food security on a global scale. 

 

Figure 1. Comparison of validated Model-1 (R=0.68, RMSE=730) and Model-2 (R=0.44, RMSE=872) and 
the respective variable importance plots 

    
  Model-1 
 

     
     Model-2   
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P31 - Assessment of high cadence remote sensing data for providing phenology of 

key crops in Germany 
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Introduction and Objectives  
Accurate definition of the timing of crop phenology is of vital importance for precision agriculture. 

Remote sensing data and derived products have been shown to measure changes in crop characteristics and 
weather conditions that indicate crop phenological stage. Advances in resolution mean these sources are 
now available daily, at a scale meaningful for field level study. These harmonized multimodal datasets have 
yet to be fully exploited for identification of key crop phenological phases and transitions. To this end, we 
have utilized a set of innovative remote sensing-based datasets with the aim of; (i) identifying the onset of 
key crop phenological phases such as elongation, flowering and senescence for a variety of key crops in 
Germany and (ii) determining the optimal combination of machine learning techniques and a variety of 
remotely sensed spectral, biophysical and meteorological products for identifying these key phenological 
phases via a systematic analysis of predictive  impact and importance.  

Study Area and Crop Data 
The study was executed over three years, 2019 - 2021, to introduce interannual variability. A subset of 

four unique 24x24 km areas were selected across three regions in northern Germany. These study areas were 
selected by ranking a 24x24 km sample grid on the volume (number of individual fields) and variability (high 
number of multiple different crop types) of key crops planted within the region. Crop planting information 
and field boundary geometry for the three regions were sourced from publicly available user submitted 
datasets that form the basis of official EU reporting (Integrated Administration and Control System). The 
selected areas were longitudinally stratified, to ensure variability in climate, planting practices and 
environmental conditions [1].  

Ground phenological observations for the study area were obtained from the German Meteorological 
service (Deutscher Wetterdienst, DWD Climate Data Centre). This publicly available database contains 
phenological observations collected for a specific field by surveyors two times a week [2]. The precise field 
coordinates are not available, but the sampled fields are located within 5 km of a DWD station, for which 
coordinates are available. For each crop, a set of phenological stages are recorded, linked to the BBCH scale 
[3]. A change to a new phenological stage is deemed to have occurred when more than fifty percent of the 
plants in the field exhibit its characteristics. We selected three crop types with distinct phenological 
development characteristics to focus on; Maize, Winter Wheat (Wheat), and Winter Rape (Rape). 

Materials and methods 
A high cadence multimodal dataset was constructed using the data products described in Table 1. All 

available values for the three years were extracted for each field boundary in the study area from each of 
the products for further analysis. 
 There are numerous approaches for identifying phenological stages from remotely sensed data. To 
ensure the detected phenological transitions were useful for crop management, we began analysis by 
exploring the relationships between phase transitions across a time series of data for all variables in the 
dataset. For example, increased temperature might coincide with early germination phases, SWC increases 
as the crop grows and biomass decreases during flowering and the timing of ripening is indicated by a fall in 
NDVI as the plants yellow but maintain biomass. 
 As the specific field where the phenological change dates were recorded is unknown, the dataset was 
first cleaned to eliminate fields with a significant dissimilarity in observed and recorded phenological stage 
timing. Data removal tolerance was determined based on systematic sampling and quantitative and visual 
inspection. 
 We intend to explore phase identification using processes like; (i) data transformations to extract or 
emphasize patterns, (ii) fitting time series from the current year to reference label data and (iii) machine 
learning techniques such as, random forests and multi output regression. Although the machine learning 
techniques must consider sample numbers and high potential for overfitting.  
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 This will help us determine which phenological phases can be identified in the remotely sensed data. 
In order to study the impact of high cadence biophysical data this analysis will be performed on PF-SR data 
alone and then other biophysical and weather data sources will be systematically added. The accuracy of the 
different approaches will be computed based on metrics recording calculated and observed phenological 
stage change dates. 

 

Table 1. Dataset remote sensing products and derived metrics. 

Variable Resolution Frequency Description Ref 

Surface Reflectance 

and  Vegetation 

Index 

3m Daily Gap filled and cloud free, level-3 harmonized, four band 

(visual and NIR) surface reflectance. Derived vegetation 

indices (NDVI, GNDVI, SAVI etc). 

[4, 5] 

Biomass Proxy 10m Daily Fusion of microwave and optical imagery, estimate 

relative crop biomass regardless of cloud cover. 

[6] 

Soil Water Content 100m Near Daily Satellite observed volumetric soil water content derived 

from L band microwave data 

[7] 

Land Surface 

Temperature 

100m Near Daily Satellite observed land surface temperature using multi-

frequency microwave data. 

[7] 

Leaf Area Index 3m Daily Leaf Area Index based on sensor fusion and Planet 

Fusion SR. 

[8] 

 

  

Discussion and conclusions 
This study is expected to improve the timeliness and accuracy of crop phenological stage identification 

by exploiting the synergies of high resolution multi-modality remote sensing products. It will help define the 
limitations and opportunities of high spatial and temporal resolution multimodal data and provide a 
comparison of the power of surface reflectance, vegetation indices, and biophysical and climate data sources 
for the identification of phenological stages within Germany. This would also help inform phenological stage 
ŘŜǘŜŎǘƛƻƴ ƛƴ ƴŜŀǊ ǊŜŀƭ ǘƛƳŜ ƻǊ ΨƻƴƭƛƴŜΩ ƳŜǘƘƻŘǎ ŦƻǊ ǘƘŜ ŎǳǊǊŜƴǘ ȅŜŀǊΦ  
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P32 - Ongoing Qualitative Observations and Field Scale Maize Yield Prediction 
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Introduction 
Newly published work [1] found that ongoing seasonal observations by local growers and 

extension personnel, aggregated at the USA state level, were of reasonable value in predicting 
statewide maize yields at the end of the season. These ñcrop condition ratingsò are submitted weekly 
during the maize production season and have been made for nearly 40 years. Agronomists and other 
field scientists have made little use of these ótestimonialô observations and did not use them in their 
modeling work. A significant remaining question is whether the aggregated state level data are useful 
to individual growers, for any given farm or field with an adequate yield history ï a question of scale. 
If the maize crop condition ratings are valuable early in the season, agonomic and economic 
management adjustments are plausible. That said, previous work [1] has not been validated for all 
USA corn production regions/states, including Kentucky and West Virginia. 

Objective 
The objective of this study was to determine if these statewide and aggregated seasonal 

observations wouild bring value to yield prediction at field scale, allowing a producer who did not 
have access to a sophisticated crop growth model to better predict maize yield for a field. 

Materials and Methods 
We first validated that crop condition ratings for Kentucky were well related to average annual 

state corn yield. In support of that effort, we downloaded [2] weekly maize crop condition ratings and 
average annual maize yields for 32 years (1986 to 2017). The weekly data consist of an aggregate 
assessment of the percentage of the maize crop area that is in ñExcellent (E)ò, ñGood (G)ò, ñFair (F)ò, 
ñPoor (P)ò or ñVery Poor (VP)ò condition. Each weekly set of condition data was combined into one 
Crop Condition Index (CCI) value [3] as follows: 

%E(1.0) + %G(0.75) + %F(0.50) + %P(0.25) + %VP(0.0) 
Given that CCI values are both annual and numerically confined, we removed the long-term linear 
trend in Kentucky average annual maize yield and related the annual residual yield deviation over 
the 32-year time period to each group of weekly CCI values, optimizing using the resulting r2 values. 

We then examined the question posed in the Objective by relating CCI values determined above 
with annual yield data from a single 50-year long continuous maize study located near Lexington, 
Kentucky. Nearby weather station data were gathered and also assessed as to their in-season value 
in maize yield prediction. 

Results 
The statewide maize yield data (32 yr) are shown in Figure 1a. A linear trend was evident. 

After that trend was removed, the annual yield deviation from the trend is illustrated in Figure 1b. 
The trend represents yield change to improved genetics and management. Deviations result from 
seasonal factors, of which air temperature and rainfall are important with rainfed maize production. 

The annual yield deviation was significantly and positively related to the seasonal average CCI 

Figure 1. a) Kentucky average annual maize yield; and b) annual maize yield deviation from the linear 
trend shown in a).  
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value (Fig. 2a). Looking at the yield deviation versus CCI relationship for individual weeks, the 
strength of the relationship, as measured by r2, rose with time (data not shown) and reached a 
meaningfully high level at 28 to 30 weeks (mid to late July) into the year (Fig. 2b).This latter mid-
season strength to the relationship can inform both maize growers and maize users. 

Figure 2. a) Kentucky annual maize yield deviations (32 yr) as related to the average annual CCI; and 
b) as related to the annual week 30 (late July) CCI value. 

With the field study, average annual yields exhibited greater variation in the observed linear 
growth trend, resulting in a greater range in annual maize yield deviation. This greater variation 
resulted in statistically significant, but more variable relationships between annual yield deviations 
and CCI (Fig. 3a, b).  

3. a) Field study annual maize yield deviations (32 yr) as related to the average annual CCI; and b) as 
related to the annual week 30 (late July) CCI value. 

Field study annual yield was negatively related to air temperature and potential evaporation, and 
positively related to precipitation during a time period beginning in late July and continuing through 
August (data now shown). These relationships, probably because of the spatial coincidence of the 
field study and the weather station, were stronger and than those involving the statewide CCI. 

Discussion and Conclusions 
Extrapolating the statewide maize yield versus CCI relationship to a single field/farm, even in 

the presence of considerable maize yield history, would possibly carry additional risk due to the 
greater variation in the observed field study maize yield versus time relationship. The work indicated 
that there is good value to the provision of weather information at a scale similar to that of the 
field/farm if the grower is intending to better predict maize yield during the production season. That 
said, there is considerable value to the testimonial CCI information as an in-season predictor of 
maize yield in the USA. 
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Introduction  
Grass yield measurement is uncommon due to laborious methods or lack of access to yield-

mapping forage harvesters, slowing the adoption of on-farm experimentation, learning and yield 
improvement compared to combinable crops. Remote sensing is an option for measuring grass 
growth but holds additional challenges to arable crops as the crop reaches full ground cover quickly 
during the season and undergoes multiple cutting or grazing events. A recent Innovate UK feasibility 
study [1] demonstrated that spectral reflectance of grass crops measured by satellite could be used 
to measure grass yield (kg dry matter/hectare) up to a yield of 4500 kg/ha, with an accuracy of +/- 
200 kg/ha. Hence, the remote sensing approach should be applicable for measuring grass growth 
during the first few weeks of the growing season and after a silage cut or grazing. 

To determine that an agronomic treatment effect is not due to underlying field variation, ADAS, 
an environmental and agricultural consultancy and research centre in the UK, developed a statistical, 
peer-reviewed approach for analysing spatially referenced data points from combine yield maps 
called óAgronomicsô [2, 3], which is carried out by around 200 farmers each year to test agronomic 
treatment effects on yield in various arable crops. 

Objectives 
Develop a novel way of measuring the effects of agronomic treatments on grass yield using 

spectral reflectance data collected by satellite and drone by extending the óAgronomicsô approach 
currently used in arable crops.  

Materials and methods 
Five tramline trials were carried out with three grassland farmers on similar loam soil types in 

South Wales, UK, over a two-year period. Agronomic treatments included variety, sulphur, slurry or 
biostimulants. Rising plate meter (a tool to determine grass biomass [4]) measurements were taken 
weekly from June until the crops were cut for silage. RGB and multispectral imagery from drone data 
were captured on one date in each year, along with grass samples. Sentinel-2 satellite images were 
acquired captured from Environment Systems and the UK Joint Nature Conservation Committee 
(JNCC) at the closest possible date to the drone flight, from which vegetation indices were derived.  

Eleven vegetation indices were calculated from the data for statistical analysis. Wide Dynamic 
Range Vegetation Index (WDRVI, formula = (0.1 * NIR - Red) / (0.1 * NIR + Red), using Red and 
NIR wavebands) was found to have the strongest relationship with grass biomass from rising plate 
meter measurements. Satellite and drone data were analysed through the Agronomics process [2, 
3]. Data were processed to remove headlands, field boundaries and unreliable data points, and rows 
removed on either side of treatment boundaries to ensure no overlap of treatments (Figure 1). A 
model of underlying variation was applied to the data to account for spatial variation across and 
along rows, and the effect of the treatment. The statistical analysis returned treatment effects with 
standard errors (SE), allowing calculation of 95% confidence limits.  

Figure 1. Example of drone (left) and satellite (right) WDRVI data retained in the Agronomics 
statistical analysis after data processing 
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Results 
Analysis of the drone data revealed statistically significant (P<0.05) differences in WDRVI in four 

of the five trials (Figure 2), which correlated best out of all vegetation indices analysed with the 
ground-truthed rising plate meter measurements across all trials in both years. The drone data was 
able to detect treatment effects on WDRVI of 0.006 to 0.046 units. Analysis of the rising plate meter 
and WDRVI data showed that an increase in the WDRVI of 0.1 units corresponded with an increase 
in dry forage biomass of 2400 kg/ha, meaning the drone data was able to detect treatment effects 
ranging from about 140 to 1100 kg/ha.  

In the variety trials, the red clover/ryegrass mix had 650 and 775 kg/ha more dry biomass than 
the white clover and ryegrass treatments, respectively, in 2020, whilst in 2021, ryegrass had 1100 
kg/ha more dry biomass than the white clover and red clover/ryegrass. The slurry trial identified that 
slurry increased dry biomass by 500 kg/ha in 2020. In the 2021 biostimulant trial, Seaweed Organic 
1 increased dry biomass by 340 kg/ha and Seaweed Organic 2 increased dry biomass by 140 kg/ha 
on 30th May. No significant differences were seen in the sulphur trial in 2020. 

Analysis of satellite data gave similar treatment effects to the drone data, but did not detect the 
smallest treatment differences detected by drone, as the standard error was typically two to three 
times greater. Analysis of plate meter readings was either unable to be performed, due to agronomy 
practicalities, or did not show any significant differences.  

Figure 2. Main WDRVI results from the line trial experiments. Asterisks (*) next to points signifies a 
significant difference compared to its relative control treatment. 

 

Discussion and conclusions 
This study demonstrated that both drone and satellite data could be used by farmers to test the 

effect of agronomic treatments on grass biomass. This study has shown that drone data has the 
potential to detect small agronomic treatment differences equivalent to a dry biomass yield difference 
of as little as 120 kg/ha. Lower resolution satellite imagery had a detection limit that was about three 
to five times larger than the drone, preventing recognition of smaller treatment differences. Further 
work should test these approaches in a wider range of conditions and agronomic treatments. 
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Introduction 

Several research have been performed to identify the best method to delimit management zones 
(MZs); however, the decision about the selection of the best method to implement remains a big 

challenge (Reyes et al., 2019) especially when it comes to rotational cropping system. The number 

of zones is considered based on natural variability, the extension of the land and the ability to easily 
apply differential management within the system without increasing costs (Zhang et al., 2002). In 
Tolima region (Colombia), despite the importance of the rice-based cropping systems for the 
economic development of the region, there is a lack of literature about the delineation of MZs for site 
specific management. The efficiency of using remote sensing to map soil properties, in densely 
vegetated area, depends on indirect relations between vegetation and soil attributes. 

Objectives 

The aim of this study was to 1) Delineate and compare MZ in four datasets, i) MI: multispectral 
images, ii) ALL variables, iii) spatial principal components (sPC) and iv) Soil and crop variables; and 
to 2) Compare between three cluster algorithms, fuzzy c-means, K-means and Mcquitty. 

Materials and methods 

The study was conducted in a 5-hectare field in Colombia, which was cultivated with a mixed 
cropping system of rice-corn and cotton. The study area has a tropical climate with a mean annual 
temperature of 26°C and an annual average rainfall of 1522 mm [8]. Soil and plant data were 
collected from 72 sample points in the field, including physical and chemical soil properties, relative 
chlorophyll content, and crop yield data. Remotely sensed data used in this study included vegetation 
indices (VI) obtained in different phenological stages. The study employed kriging interpolation and 
spatial principal component analysis to delimit management zones (MZs) in the field, using fuzzy 
partition clustering algorithms and a hierarchical clustering algorithm. The yield variance reduction 
index (VRI) was used to compare the performance of the different techniques. The analyses were 
carried out using the R software. 

Results 
 
The study used three strategies to differentiate zones and compared MZs for rice-based cropping 
systems across four datasets. The sPC database had significant differences for all three crops and 
clustering methods, while ALL and SOIL only had significant differences for cotton. The MI database 
showed significant differences for rice and corn across all three clustering algorithms. Table 1 
presents the comparison of MZ. 
Table 1. Comparison between different data sets and clustering methods. 

DB Method 
3 MZs rice 3 MZs corn 4 MZs cotton 

F-value p-value F-value p-value F-value p-value 

SOIL 

FCM 0.985 0.374 1.463 0.233 2.881 0.036 

KMS 0.272 0.762 1.600 0.203 2.881 0.036 

MQY 0.010 0.991 0.489 0.614 1.751 0.156 

MI 

FCM 10.968 0.000* 1.2199 0.2965 0.716 0.543 

KMS 11.565 0.000 7.4309 7e-04 1.110 0.345 

MQY 14.871 0.0001 0.3049 0.5812 0.317 0.728 

ALL 

FCM 0.985 0.374 1.4626 0.233 1.192 0.313 

KMS 0.272 0.762 1.6 0.2033 3.447 0.017 

MQY 1.500 0.225 1.3334 0.2649 4.874 0.003 

sPC FCM 8.989 0.0002 5.3517 0.0051 6.2705 0.0004 
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*  Bold values denote statistical significance at the p < 0.05 level.  

The final MZs for rice, corn and cotton are presented in the Figure 1. 
a) b) c) 

Figure 1. Management zones in the rice-based cropping system. a) sPC with KMS in Rice (VRI= 
51%), b) MI with KMS in corn (VRI= 38.6%), c) sPC with KMS in cotton (VRI= 35.7%). 
 

Discussion and conclusions 
 
This study focused on delimiting management zones (MZs) for a rice-based cropping system in 

Colombia, using three strategies and comparing four datasets. The obtained MZs can be adapted to 
other study areas based on rotational cropping systems, agronomic practices, and climate variability 
[9]. The study found that using vegetation indices and the K-means algorithm was a reliable 
approach for delineating and validating MZs. The study also identified specific bands that were 
statistically significant in delimiting MZs. The results suggest that multivariate spatial analysis based 
on Moran's index technique was the most reliable among the evaluated datasets[10]. The study 
expands the possibilities of using Moran's index in delineating MZs for rice-based cropping systems. 
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P35 - Eco-innovative weeding with laser. New oppportunities for improving 

sustainability in agriculture  
Krupanek J1, Michaliszyn-GabryŜ B 1, Jarosz W1,  

1 Institut for Ecology of Industrial Areas1: j.krupanek@ietu.pl 

Introduction 
Weed control is an essential process of crop production and currently depends heavily on the 

use of chemicals and mechanical treatment. In the project: Eco-innovative weeding with laser ï 
acronym WeLASER a new solution is being developed to eliminate weeds based on autonomous 
platform, weed recognition and laser implement. It is essential to assess the invention in the 
perspective of its sustainability, with identification of key advantages and risks of its practical use, as 
well as barriers and bridges to its implementation. There are practical examples of assessment 
performed for agricultural sector. In the poster key points regarding sustainability of WeLASER 
weeding equipment are summarised and discussed as a prerequisite for its wide implementation in 
agricultural sector. 

Objectives 
To ensure sustainability of WeLASER invention a variety of aspects and perspectives of relevant 

actors have to be considered. In WeLASER project one of the objectives is to assess the invention 
in its testing phase as to specific social, economic and environmental aspects to get essential clues 
for its future commercialisation. The poster presents results of a qualitative assessment on base of 
which qualitative assessment was performed.  

Materials and methods 
The Life Cycle Perspective (Figure 1) was applied in expert evaluation of the environmental 

aspects of WeLASER application. The qualitative assessment was performed based on literature 
review regarding social, environmental and economic aspects of precision agriculture as well as 
results of Focus Groups Interview studies performed in the project. The identification of key aspects 
was done in three dimensions:  

1. stakeholders perspectives: farmers, business, society 
2. phases of the life cycle of WeLASER technology: production, use, post service life 
3. sustainability aspects: environmental, societal, economic 
The qualitative assessment is done in two aspects: potential drawbacks of implementation and 

potential for improvement of the weeding practices. 

Figure 1. WeLASER Life Cycle Perspective  

 
Source: own  

 

Results 
The assessment performed is in line with other studies [1, 2, 3, 4, 5] showing that WeLASER 

can provide a positive impact on sustainability of the agricultural sector in Europe although there are 
identified some risks and potential drawbacks that should be considered in future socio-economic 
development. The main aspects are presented in Table 1.  
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Table 1. Impact of WeLASER sustainabillty aspects in key stakeholders perspectives  

Phase Perspectives  

Production  - Society: higher impact on critical resources 
- Business: advantages related to development of the  innovative products and 

services 
- Farmers: requirements concerning reliability of the product functional design and 

support 
  

Usage  - Farmers: energy efficiency, cost effectiveness, purchase and maintenance 
costs, raised responsibility for safety, positive influence related to agricultural 
workforce availability and occupational health issue   

- Society: positive influence on demographics and job market, benefits related to 
environmental performance improvement and safe food  

- Business: raised responsibilities related to safety issues, new opportunities for 
the development of innavative product and services  

 
Post-service - Society: more demanding system for disposal and recycling   

- Business and farmers: raised liabilities related to disposal ferrous and non 
ferrous metal recycling 

 

Discussion and conclusions 
The results show an essential potential for improving performance of agricultural practice but 

new invention had to fulfill many requirements. In principle WeLASER eliminates use of herbicides 
which are harmful substances to ecosystems, farmers and consumers. It might bring certain values 
meeting the interests of relevant actors and the society as a whole. WeLASER solution can bring 
ecological, social and economic added values to the agricultural sector. It concerns EU policies 
favouring new effective and innovative solutions to weed control. First of all the design must be 
functionaly efficient, socially acceptable by farmers, fitted into the farming practicies and 
environmentally friendly. The final design must ensure that the overall environmental and socio-
economic impacts in the life cycle perspective are positive. 
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Introduction 
Canola (Brassica napus) is the #1 most produced crop in Saskatchewan, growing 11.3 million 

of the 20.7 million acres seeded in Canada in 2019 [1]. Measures of crop emergence are important 
as it affects crop yield, especially in canola as emergence is often variable and low. Current practices 
to estimate canola emergence consist of time-consuming manual plant population counts that are 
prone to human-based inconsistencies and are likely inadequate because of the small number of 
samples collected [2,3]. Unoccupied Aerial Vehicles (UAVs) have the potential to automatically 
sample emergence, but the sampling intensity required to capture spatial variability in canola 
emergence efficiently has not yet been determined [4]. UAV imagery can be an advantageous 
addition to commonly used agronomic practices as it is more time efficient and less physically 
invasive than traditional scouting methods. To thoroughly assess a high number of points over a 
large field is not practical on foot alone, which is why the use of Unmanned Aerial Vehicle (UAV) 
imagery could be the next practical step.   

Objectives 
The objective of this research is to determine the relationship between intensity of plant 

population subsampling and the accuracy of plant population count estimations.  

Materials and methods 
 The experimental design consisted of four 0.4 ha research blocks within a canola field. There 

were two sites in 2021 and two sites in 2022 for a total of 16 research blocks on University of 
Saskatchewan land near Saskatoon, SK, Canada. No treatments were applied, and each site was 
managed as part of a whole comercial canola field. Elevation and surface topography within each 
field was the only differing factor between research blocks. UAV Imaging flights took place at canola 
seedling emergence (cotyledon to first-leaf stage) using point sample and orthomosaic data 
collection methods. The point sample data was collected using a DJI Mavic 2 Pro with a RGB sensor 
and Skippy Scout flight software by Drone Ag. Forty 1.5 m2 high resolution subsamples were 
collected for each block at an altitude of 2 m. The research blocks were also imaged using a DJI 
Matrice 600, with a high-resolution 100-megapixel RGB sensor. Pix4D imaging flight software was 
used to fly the blocks and stitch the orthomosaic images. Plant population predictions were collected 
using the base model in the Canola Counter web interface (a specifically designed computer model 
for canola seedling counts) for point sample image sets and orthomosaics. All 40 point sample 
images from each research block were manually annotated. In the orthomosaics, areas of interest 
were created to precisely outline the 0.4 ha block. Annotations were done within 1-2 testing regions 
and 3-4 training regions of each image. Orthomosaics were trained using the base model to increase 
prediction accuracy of each image. The plant population prediction data was extracted from Canola 
Counter for statistical analysis. Bootstrap resampling was used on the point sample data with 100 
iterations for each resampled survey size from 1 to 40, within R version 1.4.1717. Mean (plants/m2) 
and standard error (SE) for each iteration were collected then analyzed by research block and 
location. An accuracy assessment was conducted using a single-class confusion matrix in Microsoft 
Excel.. This matrix used Precision and Recall to caluclate the F1 score [F1 = 2 * Precision * Recall / 
(Precision + Recall)]. Point sample surveying techniques were then applied at the field scale (65 ha) 
to collect plant population counts and ground cover values at emergence in 71 producer fields across 
5 farms in central Saskatchewan. This was to understand and identify obstacles to applying point 
sample UAV imagery methodology and to provide suggestions for field applications moving forward.      

Results 
As the sample size increased, the range of the mean and SE both decreased consistently, with 

a range of mean less than 10 and a SE of less than 2.5 occuring in all research blocks by a reampled 
size of 20. The mean and SE values of all the research blocks followed a similar pattern. When 



ECPA2023 ï UNLEASHING THE POTENTIAL OF PRECISION AGRICULTURE - Book of Abstracts (Posters) 

ECPA2023 14th European Conference on Precision Agriculture, 2-6 July 2023, Bologna, Italy 74 

examined by site year, a consistent 50th percentile between sample sizes (1-40) can be observed, 
while the full range of means at each sample size were more variable in comparison (Figure 1).  The 
median value for most survey sizes is consistent with the average mean of the site-year, seen in 
blue. The confusion matrix calculated an F1 Score of 0.898. A large number of false negatives 
decreased the Recall value, therefore there was a skew towards the larger Precision value. The 
point sample count mean was compared to the orthomosaics predicted count of each research block 
with a difference of less than 5 plants/m2 in all but one. 

Figure 1. Annotated plant count (plants/m2) mean foe each resampled survey sizes (1-40) by site-year. 
Overall average mean for the site year is shown as a blue line. a) Kernen 2022, b) Goodale 2022.  

    

Figure 2. Field-scale Predicted plant populations (plants/m2)        
seperated by field and coloured by farm owner. 

The field-scale data showed 
variability in plant prediction counts 
between fields and between 
locations. The 50th percentile 
contained plant predictions of 1 ï 
203 plants/m2, but with outliners 
included this range increased to 0 ï 
515 plants/m2 (Figure 2). Biggar and 
Sask-East were the most consistent 
farms, while BlaineLake held the 
most vaiability between fields.The 
confusion matrix calculated an F1 
Score of 0.936. 

Discussion and conclusions 
As the resampled size increased the range of mean and SE decreased, although the noted 

sample size of 20 samples/ 0.4 ha is extremely dense for field scale applications considering current 
manual practices survey 25 subsamples for a 65 ha field which equates to 1 sample/ 2.6 ha. To gain 
a better understanding of the variability within the field, it would be important to focus on studying 
the amount of error associated with smaller sample sizes, rather than relying solely on extremely 
dense samples. Subsample imaging for plant population counts of canola seedlings that accuaratly 
represent the field are achieveable. Further statistica analysis into acceptable SE and suggested 
sample size are needed. 
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P37 - Application of precision farming technologies in organic farming  
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1Technical University of Munich - Correspondence: martin.mittermayer@tum.de  

Introduction  
Organic farming is seen as a promising way to address growing societal concerns about 

environmental pollution, animal welfare, and food quality. However, some shortcomings need to be 
improved in organic farming. Crop yields under organic management are, on average, 19 %ï50 % 
lower than under conventional farming [1]. Yields in organic farming are often limited by nutrient 
supply.  

Almost all digital technologies of precision farming have been developed and used in 
conventional farming. However, the transfer of digital technologies to organic farming is not trivial, 
because other yield potentials occur, and other fertilization and management strategies are required 
(e.g. N transfer in crop rotation, biological N fixation) [2]. 

Objectives 
This study investigated the influence of spatially variable soil parameters [soil organic carbon 

(SOC), soil total nitrogen (TN), phosphorus (P), potassium (K), pH] on winter wheat and soybean 
yields in a heterogeneous cropland under the conditions of organic farming.  

Spatially variable soil parameters will be related to digitally determined yields to investigate 
which relationships between soil and yield parameters occur in organic farming. It will also be 
clarified whether legumes and wheat depend on different soil parameters. 

Materials and methods 
Soil and plant parameters were determined on a heterogeneous arable field at the research 

station Viehhausen (30 km north of Munich; 48o40ô15òN 11o63ô99òE) in southern Germany. The 
research station has been managed under the conditions of organic farming (80 ha) for 25 years.  

On study field ñV5ñ (size: 4.9 ha), the spatial variation of yield data from a combine harvester 
yield sensing system (volume flow sensor) was used in 2020 (soya) and 2021 (wheat). Additionally, 
satellite data were combined with a plant growth model (PROMET) [3] to calculate yields in a 10 m 
x 10 m raster in 2021.  

The spatial variability of nutrient contents were determined by 32 georeferenced soil samples 
and laboratory analysis, and also soil sensor techniques (Veris® P4000 NIR-EC-force probe) have 
been applied [(diffuse reflectance spectroscopy, apparent electrical conductivity (ECa), penetration 
force]. Correlation analyses were carried out between the soil and plant parameters.  

Results 
The digital technologies identified high- and low-yielding zones (Figure 1). In 2021, the 

combine harvester yield sensing system determined average wheat yields of 4.3 (with minimum of 
2.2 and maximum of 6.2) t ha-1. Wheat yields ranged from 3.7 t ha-1 to 8.8 t ha-1 with a mean of 6.2 t 
ha-1 determined by satellite and model data. In 2020, the combine harvester yield sensing system 
determined soybean yields of 4.1 (2.9-5.2) t ha-1. The SOC content varied from 1.2-2.5 %, the TN 
content from 0.12-0.20 %, the P content from 4.9-7.6 mg 100 g-1, the K content from 6.2-25 mg 100 
g-1 and the pH-value from 5.7-7.2.  

The highest wheat yields were found in areas with high SOC and TN content (Figure 1). Very 
strong correlations between SOC and TN were found in the investigated field (r = 0.94). In the year 
2020 soybean yield showed negative correlations to SOC and TN (r = -0.60), but positive correlations 
to P content (r = 0.30). P content showed no relationship to wheat yields. The correlation between 
wheat yield determined by satellite respectively model data and the combine harvester yield sensing 
system in 2021 was strong (r = 0.71). 

The derivation of the estimated soil parameters and yield from the in-situ measurements with 
the Veris P 4000 multi-soil sensor showed the best results for the parameters SOC and TN (r =0.89). 
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Figure 1. Kriged maps of the spatial distribution of SOC, TN, P, wheat yield, and soybean yield 
determined by digital technologies 

 

 
Source: authorôs data 

 

Discussion and conclusions 
P content showed a different distribution pattern than SOC content on the study field. Spatial 

wheat yields were positively correlated with SOC content and negatively correlated with P content, 
respectively soybean yields were negatively correlated with SOC content and positively correlated 
with P content.  

The use of digital systems in soybeans (grain legumes) have been little studied. Soybeans 
are less dependent on soil N supply and humus content than cereals due to symbiotic N2 fixation. 
However, they apparently respond to insufficient P supply on sub fields with yield losses. Thus, it 
can be concluded that different soil parameters have different impacts on soybean and wheat growth. 
Knowledge of the nutrient requirements of different crop types is enormously important, in particular 
the differences between legumes and cereals, especially since significantly more legumes are grown 
in organic farming. Digital technologies can help to close the yield gap between conventional and 
organic systems by identifying different yield zones and site-specific nutrient applications. 

The results found in this work suggest a site-specific fertilization, for example, targeted humus 
supply and targeted P supply with positive effects on yield and yield stability. Organic fertilizers such 
as composts or manure - with high C and P contents can be used in organic farming to improve yield 
stability on sub fields. With the application of digital systems, such as Veris® P4000 for the 
determination of nutrient contents, the heterogeneity of arable land could be quickly and inexpensive 
determined in the future (without long waiting times for laboratory analyses) and fertilization 
measures (e.g. manure or compost) could be quickly adapted site-specifically. 
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P38 - UAV multi-temporal thermal imaging to evaluate wheat drought resistance 
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Introduction  
Deficit irrigation is a commonly used water-saving measure in the case of insufficient water 

resources (Wen et al. 2017). However, crop will face the threat of drought stress in deficit conditions, 
which will lead to a decrease of yield (Tari 2016). Therefore, how to identify appropriate wheat 
varieties to maximize yield in different degrees of deficit irrigation, which is very important for drought 
or semi-arid.UAVs with thermal camera can obtain thermal imagery which have sub-meter spatial 
resolution , So, it makes a possible to accurately obtain canopy temperature even at high altitudes 
and in a short time . With these advantages, UAV thermal infrared images can quickly assess the 
spatial temperature situation of crops, and then estimate the water stress status of crops (Gerhards 
et al. 2018). Moreover, UAV thermal infrared images were used to evaluate and rank the 
physiological performance in different wheat genotypes under moderate and high salty treatments, 
successfully identifying the salt-tolerance of each genotypes (Das et al. 2021). Although UAV thermal 
infrared imagery have widely been used, especially in the field of stress monitoring and varieties 
identification. Whereas, little is known about the identification of the drought resistance of wheat 
varieties in different deficit-irrigation regimes.  

Objectives 
(1) To understand the relations of canopy temperature from UAV-thermal imaging with 

physiological traits and (2) to evaluate the drought resistance of ten wheat varieties by UAV-based 
canopy temperature, respectively. 

Materials and methods 
Three main irrigation treatments were set, namely, W0 treatment (no irrigation), W1 treatment 

(one irrigation at jointing) and W2 treatment (two irrigations at jointing and anthesis). There are 10 
winter wheat varieties were test. Two replicates were set for each variety under each water treatment 
and making a total of 60 plots in this experiment. UAV thermal remote sensing system was developed 
with a Matrice M600 Pro (DJI Inc., China). The thermal infrared camera is Zenmuse XT2 (FLIR 
Systems Inc., USA). On May 5, May 11, May 20, May 25 and June 2. Handheld infrared analyzer for 
temperature correction.Net photosynthetic rate (Pn), transpiration rate (Tr) and stomatal 
conductance (Cn), Chlorophyll content (SPAD), and Leaf area index (LAI) measurements were 
taken.  

Results 
1. Under W0 and W1 treatments, CT-UAV was closely correlated with SPAD and LAI in W0 and 

W1 treatments (R2 values are 0.28 to 0.79 and 0.22 to 0.72, respectively). CT-UAV have the closely 
relationships with Pn (R2 = 0.35 to 0.68), Tr (R2 = 0.40 to 0.66) and Cn (R2 = 0.28 to 0.71). However, 
CT-UAV had no correlation with SPAD, LAI, Pn, Tr and Cn in almost all growth periods under W2 
treatment. 

2. The 10 wheat varieties were clustered for the first group (good: with lower CT), the second 
group (moderate: with moderate CT) and the third group (poor: with higher CT) based on CT-UAV 
in multiple periods. In addition, CT-UAV may have a large difference between different wheat 
varieties at the late growth stages. 

Discussion and conclusions 
Although drought can make crop physiological performance deteriorate, while for some wheat 

varieties with outstanding physiological traits in normal water supplement, like larger leaf area, higher 
chlorophyll content and photosynthetic rate (Barutcular et al. 2017), mild or moderate water deficit 
had no significant impact on them (Zhao et al. 2020). Therefore, suitable wheat varieties should be 
selected in accordance with the degree of water stress for efficient utilization of water resources as 
well as maximum yield.In addition, the differences of the canopy temperature between different 
drought-resistant groups had appeared significant level until May 20. This is mainly due to the fact 
that in deficit irrigation conditions, a large amount of soil moisture was lost by plant transpiration in 
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the early stage, which resulted in short of soil water during the grain filling stage and further drought 
stress (Thapa et al. 2017). Consequently, it is recommended to capture UAV thermal infrared images 
during the grain filling stage or later, which can evaluate drought resistant performance of wheat 
varieties more efficiently. 

We identified the drought resistance performance of 10 wheat varieties under three deficit 
irrigation regimes by obtaining UAV thermal infrared images and physiological traits at multiple 
growth stages. Moreover, the UAV thermal imagery of the grain-filling stage (May 20) and later may 
have a higher efficiency for drought resistance evaluation than the early stages, which should be 
further validated. 
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Introduction  
Under the Mediterranean basin climatic conditions, terminal drought stress is the major constraint to 
wheat production. The Mediterranean cropping system is characterized by a short and highly 
fluctuating growing season, which is expected to accentuate due to climatic change when crops are 
exposed to relatively longer periods of extreme conditions such as drought and heat [1]. Currently 
characterization of drought-related traits is time- and labor-consuming which inhibited breeding 
programs. Remote sensing is a discipline highly adapted for evaluating rapidly and indestructibly 
physiological traits with great importance for wheat breeding under drought conditions [2]. Combining 
genomic information and high-throughput phenotyping data and analysis supports developing 
cultivars more suitable for future challenges. It will enable breeders to screen larger populations 
faster and with higher accuracy, assess complex traits and increase the genetic gain [3]. 

Objectives 

The main goal of this study was to develop and test a combined approach between hyperspectral 
time series and genomic data for rapid and accurate screening of wheat genotypes under drought 
conditions.  

Materials and methods 

A diversity panel of 300 modern spring wheat (Triticum aestivum) genotypes were characterized for 
terminal drought stress responsiveness in an automated rainout shelter facility. The panel was 
genotyped using a 90K SNP markers array. Throughout the season hyperspectral and thermal UAV-
mounted cameras were used to capture canopy level changes. LAI and total chlorophyl content (chlt) 
were acquired weekly from 120 plots to use as ground truth measurements for modelsô calibration. 
Spectral models were projected to the entire dataset (i.e., all plots and all dates) to examine the 
seasonal dynamic in well-water (WW) and terminal drought (TD) conditions based on the spectral 
signature (400-850 nm). The predicted values of these traits used as a phenotype for Genome Wide 
Association Study (GWAS) to detect genomic regions underlying these traits. 

Results 

For LAI assessment the partial least square regression (PLSR) model resulted in R2 value of 0.56 
and a root mean square error (RMSE) value of 0.63 for the independent validation data set. After 
projecting this model to all the plots in the experiment, the TD treatment showed higher LAI values 
than the WW but on the last measurement (i.e., a week after heading) both treatments showed 
similar LAI values. In the LAI GWAS analysis, no genomic region was found to be significantly 
associated to the trait under TD conditions, on the WW a genomic region on chromosome 4A was 
found to be significantly associated with LAI. Support Vector Machine (SVM) regression method was 
used to independently validate leaf chlt estimation to the same dataset as the PLSR model, resulting 
in R2 and RMSE values of 0.68 and 0.0025 µg/cm2, respectively. The chlt seasonal trend was similar 
to the LAI trend, on the first part of the season the chlt of the TD treatment was higher but during the 
grain filling period the WW showed higher chlt values. The early season advantage of the TD 
treatment might have been caused by heavy rain fall between mid-December to February (480 mm). 
The GWAS analysis did not detect any markers associated to chlt in most of the dates but on the 
last measuring data of the season (during senescence) two markers on chromosomes 7A and 1D 
were found significantly associated to chlt TD conditions. The WW canopy temperature was lower 
in 1-3°C then TD throughout the reproductive stage.  
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Discussion and conclusions 

The assessment quality of both traits (i.e., LAI and chlt) was similar to previous studies using 
hyperspectral UAV-borne images by showing similar R2 and RMSE [4-5]. By extracting data from 
UAV-borne imagery, it was possible to obtain meaningful data on a large number of small-scale 
plots. The ability to predict and investigate seasonal and spatial trends of physiological traits under 
terminal drought can assist breeders in a more accurate and time efficient selection of new cultivars 
more adapted to future climatic scenarios. Reliable phenotype large populations are also a key 
component in next generation breeding that use tools such as genetic mapping and genomic 
selection to increase the genetic gain in breeding programs.  

Figure 1. (a) RGB image of the rainout shelter experiment and (b) seasonal dynamic chlt measured 
(upper) and predicted by SVM model (lower) 

Source: authorôs data 
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Introduction  
Rice terraces differ in elevation in different paddy fields, which can lead to variations in plant 

growth. Variation in plant growth reduces agricultural productivity; therefore, achieving maximum 
uniformity is desirable. To achieve uniform plant growth, it is necessary to determine the optimal 
fertilizer management for each paddy field. Specifically, a technology that makes it possible to 
measure plant growth conditions over a wide area is required. Recently, in Japan, an agricultural 
work support system was developed to predict plant growth and diagnosis of pests and diseases 
using an unmanned aerial vehicle (UAV) [1,2]. This has improved agricultural productivity; however, 
in this case, to achieve sustainable rice production on rice terraces, developing a more advanced 
agricultural work support system that advises farmers on the optimal management practices in real-
time is desirable. 

Objectives 
In this study, we verified whether it is possible to diagnose plant information of paddy rice on 

rice terraces using a UAV, and whether it is possible to determine the plant growth stage by acquiring 
plant information over time. If understanding the changes in plant growth in real-time is possible, 
then farmers will be able to manage their cultivations more precisely. 

Materials and methods 
Rice terraces in Kanagawa, Japan were used as test fields. The paddy rice cultivar óKinuhikariô 

was planted on June 17, 2021. Plant state was measured using a UAV (Mavic Pro, DJI) during the 
growing period. The flight conditions were set at an altitude of approximately 30 m aboveground. 
Two types of cameras were mounted on the UAV: visible and multispectral cameras. Image data 
were used to create a 3D model of the plants and a normalized difference vegetation index (NDVI) 
map. 3D models were created using the Structure-from-Motion (SfM) method [3]. After acquiring 
plant images, the plant height, moisture content of paddy rice ears, protein content of paddy rice, 
and nitrogen content of brown rice were measured. Each plant parameter was compared with the 
3D models and NDVI [4] value to verify the possibility of plant growth diagnosis. All plant parameters 
were calculated using Pix4D mapper software (Pix4D). 

Results 
The correlation between measured and predicted plant height calculated using the 3D models 

was R2 = 0.98 (Figure 1), indicating a highly positive correlation. 
 

 
Figure 1 Comparison of the actual and predicted plant height of paddy rice (n=150)*.  
*The predicted values were calculated using the generated 3D model. 
 
Based on our findings, plant height of paddy rice can be measured with high accuracy using a UAV. 
The results indicate that the 3D reconstruction method can be used to estimate plant growth rate. 
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Next, the correlation between the measured plant height and NDVI value was highly positive (R2 = 
0.89). However, there was little correlation between the NDVI value and moisture, protein, or nitrogen 
contents in brown rice (Figure 2). These results suggest that the spectroscopy method can be used 
to predict plant growth rates and stages. However, estimating plant quality and balance of the plant 
growth in this study was difficult. 
 

 
Figure 2 Comparison of NDVI and plant parameters of paddy rice**. 
**The number of samples used for plant nutrient estimation was 30. 
 

Discussion and conclusions 
To develop a management cultivation method for farmers on rice terraces, we verified whether 

it is possible to measure the plant information of paddy rice using UAV. Based on our findings, it is 
possible to nondestructively measure the plant height of paddy rice during cultivation. In addition, it 
was suggested that the continuous measurement of plant height could predict changes in the growth 
stage. If this technology is implemented in agricultural fields, farmers will be able to make timely and 
appropriate agricultural work decisions. However, it remains a challenge to non-destructively 
measure the plant quality of paddy rice. Therefore, it is necessary to reconsider the measurement 
conditions. 
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Introduction  
Phenotyping and cultivar identification are critical for developing improved crop varieties 

adapted to specific environments, enhancing productivity, yield, and quality. High-throughput field 
phenotyping rapidly measures plant traits on a large scale. Remote sensing technologies, such as 
unmanned aerial vehicles (UAVs), provide accurate information about crop growth, health, and 
performance over large areas at high resolutions [1,2]. Remote sensing increases efficiency and 
accuracy, reduces labour costs, and enables real-time data collection for rapid decision-making in 
crop breeding. Additionally, remote sensing provides valuable insights into physiological processes 
underlying crop growth, enabling more precise and effective breeding strategies [3]. Phenotyping 
and cultivar identification facilitated by remote sensing play a crucial role in developing improved 
crop varieties to meet increasing demands for food, fibre, and fuel. 

Objectives 
The objective of this study was to test the applicability of a multispectral imaging system 

mounted on an unmanned aerial vehicle (UAV) to identify 68 potato (Solanum tuberosum L.) 
cultivars. 

Materials and methods 
68 potato cultivars were planted at a field of the Infrastructure centre Jable, Agriculture institute 

of Slovenia (KIS), near Ljubljana in April 2020. Potatoes were planted in microplots in a randomised 
design with 30 plants per microplot, and three replicates per cultivar. Seeding material was obtained 
from regular breeding and phenotyping activities at KIS. Cultivars were grouped into 5 groups (early, 
late, second early, very early, very late), based on their maturity period.  

Multispectral images were obtained using a 5-band multispectral camera with downwelling light 
sensor (Micasense Rededge-MX), mounted on a quadcopter Skyhero Spyder X4-850 Geo Edition, 
at an altitude of 50 m AGL, at midday in beginning of July 2020. Positions of ground control points 
were measured using a Stonex S9i GNSS receiver, and used to increase spatial accuracy of 
multispectral images.   

Reflectance images were segmented, leaf area pixels extracted for each plant and labelled for 
each cultivar and replicate. Two datasets were built, one with leaf-area pixel values, the second with 
mean spectra of each plant. Using each dataset, 40 spectral indices were calculated. Principal 
component analysis was used a dimensionality reduction and data exploration methods. Both 
dimensionally reduced datasets were split into training and test datasets in a 70:30 ratio. The first 
dataset was used to train an Extreme Gradient Boosting (XGBoost) model [4], which was evaluated 
using 5-times repeated 10-fold cross validation. Hyperparameter tuning was performed using a grid 
search. For the per-pixel dataset, majority voting was implemented to determine classification 
success for individual plants. The test dataset was then used to perform the final evaluation of the 
developed models. 

Results 
The first two principal components explain approximately 80 % variance. 22 indices were 

selected as important, and accounted for most of the observed variance. The selected 10 
components explain more than 95 % variance in the data. Cultivar groups were arranged 
predominantly along the 1st component, with late varieties characterized by high values of indices 
such as MSAVI, ARVI, GNDVI, DVI, and low values of indices NDWI, TCARI, and WI. The opposite 
was observed for early and very early varieties, while second early varieties were between these 
groups. Second early cultivars also had the largest variability of all cultivar groups (Figure 1).  

Identification of cultivars using PCA and XGBoost achieved a success rate of 97.1 % on mean 
spectra of plants. Using per-pixel data, a success rate of 88.5 % was achieved, and then increased 
to 98.4 % by using majority voting. Moreover, majority voting constrained classification results, 
thereby reducing confidence intervals in comparison to both per-pixel and mean classifications, with 
confidence intervals ranging from 94.1% - 99.5%, compared to 83.5% - 98.7%, respectively. These 
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findings highlight the effectiveness of combining per-pixel classifications with majority voting in 
achieving highly accurate results in classification tasks. 

Figure 1. PCA biplot of the first two principal components with 95 % confidence elipses for each 
group.  

 
Source: authorôs data 

 

Discussion and conclusions 
These findings demonstrate the potential of spectral data and machine learning techniques in 

accurately identifying cultivars and enhancing crop breeding programs. The observed differences 
between cultivar groups change throughout the season, so detailed time series analysis would be 
needed to accurately characterize these cultivars, their differences, and developmental changes 
throughout the season. The biggest differences were observed between late, and early and very 
early cultivars, with second early cultivars between them. At the time of imaging, early cultivars were 
more developed than late, and second early cultivars were in between. Later in the season the 
variability within this group would probably decrease, leading to a better differentiation. Further 
studies are needed, including time series, to validate these results and develop more generalizable 
models. 
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Introduction  
Corn (Zea mays L.) is the most grown and highly productive crop in the United States, especially 

in the Midwest and Great Plains. However, current agronomic practices still need to be optimized to 
sustain an increasing corn grain yield in the future to feed the growing population under pressures 
from climate change. For instance, there has been great interest in planting maize in narrow rows 
compared to traditional wide rows [1], cultivating drought-tolerant hybrids rather than conventional 
corn [2], and employing regulated deficit irrigation in semi-arid areas [3,4]. Remote sensing 
technology has been widely applied to promptly evaluate the efficacy of these practices. Ground-
based sensors are convenient but have low spatial coverage of the field. Satellite remote sensing 
has broad coverage but lacks details in small fields. Unmanned aerial vehicles (UAV) remote sensing 
has become a dependable tool for the timely monitoring of crop growth and accurate yield prediction. 
Therefore, in this study, we used high temporal-spatial resolutions of UAV-based multispectral (MS) 
and thermal imagery to predict corn yield at various growth stages. Three corn varieties were planted 
in four different spatial arrangements under full and deficit irrigation treatments.  

Objectives 
The specific objectives of the study are to explore (1) the viability of vegetation indices (VI) 

derived from UAV MS images for yield estimation at different growth stages; (2) if the estimation 
model can be improved from the combinations of VI from multiple growth stages;  and (3) model 
performance on yield prediction across diverse varieties, row spacings, and irrigation treatments. 

Materials and methods 
The study was conducted at the USDA-ARS Limited Irrigation Research Farm (LIRF) in Greeley, 

CO, USA (40.4463oN, 104.6371oW, and 1432 m above sea level). On May 11, 2022, three corn 
varieties -conventional DKC51-91(Dekalb), conventional Ch192-10 (Channel), and drought-tolerant 
P9998Q (Pioneer)- were planted in four different row spacing (twin-row with 23 cm between paired 
rows, 38-, 51-, and 76 cm- single-row spacing) and under full (FI) and deficit irrigation (DI) treatments 
with three replications. The field was irrigated using a linear sprinkler system. The seeding rate for 
all varieties was 82,780 plants/ha except for fully irrigated 38 cm row spacing plots, which had a 
seeding rate of 123,553 plants/ha. Irrigation was scheduled following the FAO-56 approach (Allen et 
al, 1998), and the meterological data was measured using an on-site weather station on Colorado 
Agricultural Meteorological Network. The cumulative seasonal irrigation amount in DI was about 70% 
of that in FI ((344 mm vs. 495 mm). Yield data were obtained using the yield monitor on the combine 
during the harvest on Nov 8-9, 2022.  

A DJI S900 hexacopter (DJI LTD, Shenzhen, China) with a FLIR Duo Pro thermal camera (7.5-
13.5µm, 640x512-pixel) (FLIR Inc., Wilsonville, OR) and a Micasense Rededge-MX multispectral 
(MS) camera were used for data collection. The cameras were vertically oriented. The MS camera 
captured five spectral bands including Blue, Green, Red, Red Edge, and Near-IR, with a ground 
spatial resolution of 8.33 cm per pixel. Thermal imagery had a ground spatial resolution of 10.74 cm 
per pixel. Image mosaicking and reflectance conversion were conducted using Agisoft Photoscan 
Professional (Agisoft LLC, Saint Petersburg, Russia). NDVI (Normalized Difference Vegetation 
Index), NDRE (Normalized Difference Red Edge), CIRE (Chlorophyll Index Ratio Equation), RVI 
(Ratio Vegetation Index), OSAVI (Optimized Soil Adjusted Vegetation Index), and DATT (Difference 
Atmospherically Adjusted Vegetation Index) were computed from MS images. Mean VIs derived 
from the central area of each plot were correlated with the corresponding corn yield. UAV VIs at 
various growth stages (vegetative (V9-VT), silking (R1), milk (R3), maturation (R6)) were tested for 
developing yield prediction models. Statistical analysis was done in R (R Core Team, 2023).  

Results 
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Figure 1 shows the seasonal NDVI patterns among varieties (Vrt), row spacings (RS), and 
irrigation (Irr). The 38 cm RS achieved full ground cover 20 days earlier than the 76 cm RS, with the 
former reaching maximum NDVI values 58 days after planting (DAP) compared to 70 DAP for the 
latter. Towards the end of the season, drought-tolerant corn exhibited higher greenness.  

Figure 1. Seasonal NDVI trends among varieties, row spacings, and irrigation treatments. 

 
Upon considering all the cases (Vrt, RS, and Irr), no single VI demonstrated superior 

performance in yield prediction for all days. VIs at the R3 exhibited the highest R2 values of 0.48-
0.61 (NDVI 0.59, NDRE 0.59, CIRE 0.60, RVI 0.53, OSAVI 0.61, and DATT 0.48)). Figure 2 shows 
the correlations (R2) between yield and the VIs and thermal values on Aug 24. Irrigation on that day 
may have resulted in low correlations between thermal values and yield. CIRE and OSAVI were 
superior for different varieties and row spacings, respectively. All VIs show relatively low R2 values 
for yield prediction in the 51 cm RS. CIRE and RVI performed superior for DI and FI, respectively.  

Figure 2. Correlations between corn yield and VIs derived from the imagery on Aug 24, 2022 (R3 
stage), for different varieties, row spacings, and irrigation treatments. 

   
       Multi-temporal VIs at various growth stages improved yield prediction. R2 increased 8% using 
NDVI at V9 or V13 and R3 and 16.7% using RVI at V13 or VT and R6. R2 increased using CIRE and 
DATT at V6, R3, and R6. R2 had no changes when R3 and R6 VIs were combined. 
 
Discussion and Conclusions 

The optimal timing for yield prediction was found to be at the milk stage (R3) in this study. CIRE 
and OSAVI outperformed in yield prediction when considering varieties and row spacings because 
CIRE is more sensitive to leaf chlorophyll content and OSAVI is adjusted to variations for soil 
background. All VIs showed higher correlations with yield for 76 cm RS. Multi-temporal VIs were 
found to enhance prediction accuracy, particularly at vegetative and R3 stages. Thermal values 
showed significant responses to irrigation treatments only on Aug 11 when both DI and FI plots had 
not been irrigated for approximately a week. In order to improve the accuracy of corn yield prediction 
models based on UAV imagery, further development, and validation are required across different 
varieties, row spacings, and irrigation treatments. 
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Introduction  
In the framework of the on-going research project E-Crops (www.e-crops.it/), coordinated by the 

Institute of Bioeconomy of the Italian National Research Council (NRC), and founded by Italian 
Ministry of University and Research, several Precision Agriculture (PA) technologies are under 
development and testing for different agricultural systems and fields of application, at both farm and 
district scales. All data and information provided by these PA technologies are integrated in a 
common cloud platform and elaborated by a unique DSS (Decision Support System).  

Objectives 
The paper provides a general description of the E-Crops DSS software platform, in relation to: 

i) general software architecture; ii) key technologies and data integrated; iii) main software functions 
and interfaces (Web/App); iv) list of relevant fields of application. 

Materials and methods 
The E-Crops DSS has been based on the existing Bluleaf® software platform [1], by means of 

the development and implementation of new functions and components. Several data sources 
related with different PA technologies (weather and satellite data, UAV/UGV, soil-plant sensors, crop 
imaging, etc.) have been integrated in the DSS platform. In collaboration with research institutions, 
providing scientific knowledge, specific databases and algorithms have been implemented, with 
approaches that can be model-driven and/or data-driven, depending on data sources and type of 
application. Finally, relevant agricultural stakeholders have been involved for the design on main 
DSS tools and interfaces, and for their preliminary field testing on selected cropping systems.  

Results 
The E-Crops DSS is offered as a cloud-based software, accessible by means of specific 

Web/App applications. As shown in figure 1, the DSS has two main components, respectively 
providing specific functions and tools for the ófarmô and the ódistrictô scale, depending on the type of 
end-users, and requested level of data analysis and decision support. In table 1, some examples of 
DSS functions are listed, with information about PA technologies, scientific approach and main 
references. 

Table 1. Examples of E-crops DSS functions, technologies and scientific approaches. 

Functions Scientific approach PA technologies D/M * References 

Climate analysis 
Agro-climatic indicators, crop 
phenological and biometric models 

Weather stations and 
climatic services 

M [-] 

Irrigation 
Crop-soil water balance model, 
integrated with proximal sensing 

Weather sensors, IoT 
soil/plant sensors 

M, D [1,2,4] 

Fertilization 
Nutrient balance model, integrated 
with proximal/remote sensing 

Soil sensors, satellite 
data  

M, D [3,4,9] 

Disease control 
Pest and disease forecast models, 
integrated with image analysis 

Microclimatic sensors, 
automatic traps 

M, D [5] 

Yield and quality 
Yield prediction by statistical models 
integrated with image analysis 

Multispectral and RGB 
images 

D, M [6,7] 

Crop mapping 
Proximal/remote monitoring of 
vegetation development and stress 

UAV and UGV ***, 
satellite data 

D [7,8,9] 

MUZ / VRT ** 
MUZ classification by means of 
statistical analysis  

Geophysical survey, 
satellite data 

D, M [9] 

* Data-driven (D) and/or Model-driven (M) approaches 
** Management Unit Zones (MUZ) and Variable Rate Technologies (VRT)  
*** Unmanned Aerial Vehicles (UAV) and Unmanned Ground Vehicles (UGV) 
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Figure 1. E-Crops DSS architecture: data sources, technologies and main functions 

  

Discussion and conclusions 
In the framework of E-Crops project activities, the DSS has been tested by different end-users 

(researchers, field technicians, farmers) against the following case studies and relevant cropping 
systems: 1) monitoring of water status and estimation of irrigation requirements for wine grape, fruit 
(kiwifruit) and greenhouse (strawberry) crops, by comparing sensor-based with model-based 
indicators; 2) mapping fertilization requirements for field crops (wheat, barley), by integrating remote 
sensing data, geo-spatial information and models of crop-soil nutrient balance; 3) predicting relevant 
diseases (downy mildew) and pests (moth) in grapevine, by integrating forecast models and 
automatic traps for real-time monitoring; 4) estimating fruit load and quality parameters in fruit crops 
(kiwifruit), by integrating image analysis, on-field sampling and laboratory analytical data processing.  

The DSS has been considered to be effective for: i) the real-time monitoring of process-related 
variables and indicators; ii) the assessment of spatial-temporal variability at the plot/farm scale; iii) 
the computation of crop requirements for technical support; iv) the integration of multiple sources of 
information within a unique software platform. 
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Introduction  
The double challenge of achieving higher levels of productivity and environmental sustainability 

[1], has raised the importance of accurately monitor farm performance so that farmers can intervene 
with appropriate actions. In particular, the precision of field-level data could be deeply enhanced with 
an automatic digitalization of the field activities exploiting the data already available in most of the 
existing agricultural machinery. In this context, the major objective of the DATA BUS project is the 
development of enhanced tools for the proficient exploitation of farm data to improve farm 
management, budgeting, environmental assessment, and crop traceability.  

However, collecting and elaborating activity-level data is not enough to ensure a shift towards 
higher sustainability as farmers must be helped in the transition to data-driven farming to increase 
their decision-making efficacy. In fact, farmers do not have the required analytical skills to manage 
digital information and use precision farming technologies. Indeed, they usually adopt technology 
only if they are not overloaded by its complexity and perceive the benefits of farm management 
information systems in relation to their costs [2]. These barriers to the adoption of digital tools in 
farms can hamper the proficient use of farm data to improve farm management, budgeting and 
environmental performance [3]. Thus, understanding the factors that affect the adoption of new 
technologies is required to adequately inform the developers and to promote their use [4]; in fact, 
these technologies must be compatible with the farmersô practices and needs to be accepted [2]. 

Objectives 
To facilitate a real innovation uptake in the agricultural sector, the DATA BUS research project 

will analyse the stakeholdersô needs and demand for advanced digital tracing tools along the food 
supply chain and their barriers to the adoption of such tools. 

In detail, two main objectives will be pursued: i) assessing the stakeholdersô demand for the full 
tracking of farming activities at the field level along the food value chain; ii) analysing barriers to and 
advantages of farmersô adoption of the innovation developed by the project. 

Materials and methods 
To achieve objective one a two-step procedure is followed. First, a focus group (FG) meeting 

was held in February 2023. The FG included representatives of farmersô associations, farm 
entrepreneurs and technology developers and users, totalling 6 participants. In the focus group have 
been discussed the stakeholdersô demands and barriers in relation to the use of tools for the tracing 
of farming activities at the field level. FG has been preferred here because this approach is 
recognised as a useful tool to gather qualitative information to answer specific research questions 
[5] by allowing interaction among different stakeholders.  

After the FG meeting, following the suggestions received, semi-structured interviews have been 
drafted by the research team to be administered among a wider range of stakeholders along the 
whole food supply chain to obtain feedback about their needs regarding the tracing system and 
eventual barriers to adoption. This stakeholdersô group is composed of twenty people and includes 
farmers, cooperatives representatives, marketing specialists, machinery producers, but also 
certification bodies representatives, to focus on the eventual needs for the certification of a superior 
environmental sustainability of food [6]. Based on the semi-structured interviews, an ad hoc survey 
will be developed on factors influencing farmersô decision-making process when adopting the 
innovation developed.  

Results 
The FG was held in Bologna, on the 3rd of February 2023. The participants discussed two main 

topics: the need for data for farm management and perceived opportunities and barriers derived by 
the adoption of precision agriculture technologies. The whole session lasted about 90 minutes. The 
FG responses were analysed through content analysis [7].  

Overall, the environmental benefits deriving from the uses of precision agriculture technology 
and the social benefits appeared to be poorly understood, but the capacity to implement supply chain 
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relations seems to be well appreciate. The main barriers to the adoption of digital agriculture 
technologies emerging from the FG were the following: stakeholdersô lack of awareness of the 
benefits of technology; limited economic resources available for farms (especially small ones) in 
relation to the incidence of technology costs; the presence of cultural barriers; inadequate 
competencies. Besides, stakeholders highlighted the importance for farmers to know the cost-
efficiency of investments in digital tools. Indeed, agricultural data from precision agriculture are not 
exploited strategically, but are used only to guide current production activity. It also appeared evident 
that one of the most important drivers of technology diffusion could be an adequate education for a 
correct management of data complexity. 

Discussion and conclusions 
Results from the FG are in line with the existing literature highlighting the main barriers to 

innovative technologies adoption [8-9] and suggest the need of targeted policies and training 

interventions to encourage the use of digital tracking tools. In fact, the perceived complexity of such 

tools has a significant role in hampering their adoption. Overcoming this barrier through information 

can help farmers understanding the advantages and opportunities associated to these technologies 

also from an economic perspective. The Common Agricultural Policy funds could be useful to 

promote new measures that support information systems and networks. 
These results are propaedeutic to a second step of analysis, where deeper investigations will 

be performed. Outputs from the FG have been used to draft interviews for the whole supply chain 

stakeholdersô representatives which will be performed from May to June 2023. Based on the semi-

structured interviews and a systematic review of the literature, an ad hoc survey will be then 

developed on factors influencing farmersô decision-making process when adopting innovation and 

will be distributed among Italian farms by the end of 2023. 
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Introduction (For the section titles, please use the style ñTitle 2ò.) 
Obtaining an early and precise crop yield estimation is one of the biggest challenges of modern 

agriculture. For example, knowing the expected yield in advance allows for more efficient fertilizer 
management. For optimal fertilization, soil nutrient availability and crop extraction must be in 
consideration because, in more productive zones, crop nutritional requirements are higher. 

To estimate crop yield, various techniques, such as the use of agronomic models like CERES 
[1], combining meteorological data with proximal sensing data [2], or using information from Sentinel-
1 and 2 [3] were used. In the aforementioned studies, yield estimation was done using data from the 
same crop season. For instance, in wheat (Triticum aestivum L.), the highest correlation between 
the Normalized Difference Vegetative index (NDVI) and yield (t ha-1) was obtained during the heading 
or ripening phase [4], which makes it unsuitable for adjusting fertilization since basal-nitrogen input 
in the study area occurs at the start of the stem elongation phase. In 2021, a study was published 
by [5], where wheat yield for the next crop season was estimated using information collected in 
previous ones. To achieve this, a Convolutional Neural Network (CNN) algorithm was used in 
combination with phenological and meteorological data. However, the spatial resolution of this study 
does not allow for fertilizer optimization since it was conducted at the NUT3 level. 

Objectives 
The aim of this study is to analyze the potential of the Categorical Boosting (CatBoost) algorithm to 
estimate wheat yield for an upcoming season using yield information and Sentinel-2  images from 
various seasons.  

Materials and methods 
This study was conducted using wheat data collected over four seasons, between 2019 and 

2022. Analyzed plots were located across the provinces of Álava and Burgos in northern Spain. Yield 
data were collected using a yield monitor mounted on a combine harvester equipped with RX-
corrected GPS. The 11 vegetation indices used in this study were derived from cloud-free, 2A-
Sentinel-2 images available between February and June of each season. Number of images ranged 
from seven in 2019 to five in 2022. A total of 307 ha of wheat plots were analyzed, resulting in a 
matrix of 26,000 instances and 56 variables. The CatBoost algorithm [6] was used to estimate wheat 
yield. 

Results 
The average yield of the 141 analyzed plots ranged from 3.62 t ha-1 of plot 20 of 2022 to 9.94 t 

ha-1 of plot 17 of 2021. There were significant yield differences (p<0.05) between seasons. The 
highest yields were achieved in 2020 and 2021 seasons, with 6.85 and 6.91 t ha-1, respectively, 
while the lowest was measured in the 2022 season at 5.34 t ha-1. Finally, in 2019 the yield was 6.39 
t ha-1. 

Figure 1 shows the mean error and its interquartile range error for the four seasons. These 
errors were obtained by estimating the yield of each plot individually using information from the other 
seasons. The average error for the 2019 season was 0.86 t ha-1, an error of 13.5%. In the 2020 
season, the error was 0.99 t ha-1, representing an error of 14.4% of the average yield, while for the 
2021 season, the error increased to 1.18 t ha-1, representing an error of 17.1%. Finally, with an error 
of 1.22 t ha-1, which represents a 22.9% of yield, the wors results were obtained for 2022 year. 



ECPA2023 ï UNLEASHING THE POTENTIAL OF PRECISION AGRICULTURE - Book of Abstracts (Posters) 

ECPA2023 14th European Conference on Precision Agriculture, 2-6 July 2023, Bologna, Italy 92 

 

  
Figure1. Median, interquartile range and outliers of the mean absolute error (MAE) for the four seasons when 
estimating the yield of a plot using data from other seasons. The yield of each pixel was estimated, and with 
the data of all the pixels of each plot, its average error was estimated. The error represented here corresponds 
to the mean of the errors of the plots used each year. 
 

Discussion and conclusions 
The highest mean error corresponds to the 2022 season, which is understandable as the yield 

data for that year differs the most from the others. Consequently, the algorithm lacks similar data to 
"learn from". On the other hand, it is surprising that the mean error for the 2020 and 2021 seasons 
is higher than that of 2019, given that the average yield for both seasons does not show significant 
differences. For the 2021 season, there are two abnormally high errors (2.9 and 3.5 t ha -1).  

Although the scale of the published data by [5] is completely different, the mean error obtained 
for the predictions ranges from 0.1 to 77.6%, which is more variable than the results present in this 
study. The yield estimates presented in this study exceed the acceptable mean error of 10% in all 
cases, so future work must continue to improve the estimation. With this in mind, it is proposed to 
improve the estimation by adding additional data sources, such as Sentinel-1 or meteorological 
information. Nonetheless, this preliminary investigation has paved the way for the utilization of 
satellite-derived information in predicting yields across seasons, thus potentially enabling the 
optimization of fertilization practices. 
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Introduction  
With modern agricultural machinery, large amounts of data are produced during each operation 

by several sensors, but most of the time remain unused unless for very technical or specific reasons. 
Understanding the CAN (Controller Area Network) data has big potential, helping to improve the 
efficient use of different machinery in different working conditions and comprehend which is the most 
suitable approach to optimise the operations. 

Objectives 
The first objective was to estimate working times classification by combining the data collected 

from the CAN and a GNSS module. The second objective was to evaluate if all the data produced 
are necessary or if it is possible to slim down the list since many parameters are collected. 

The third objective was to find the most appropriate sampling frequency of the data since they 
can be exported at different frequencies, influencing the amount of data in terms of megabytes 
produced. 

In addition, another classification was performed using only the data coming from the GNSS 
module, in this case only Speed values, to check whether there was a difference between the 
classification performed with CAN + GNSS data and the one achieved with only GNSS. 

Materials and methods 
A ploughing operation was monitored in a 0.6 ha field of the experimental farm of the University 

of Padova; the tractor used was a New Holland T7 165s (110kW) working with a two-furrow plough, 
equipped with a data logger to collect the data coming from the CAN and a GNSS module (CANedge 
2, CSS electronics). 

The logs of the operation were converted using the appropriate library and then resampled at 
different frequencies, respectively (5hz, 3hz, 1hz, 3s, 5s, 10s, 30s). 

The classification was performed with Python using different algorithms, which allowed us to 
divide the sampling into two clusters: working time and turning time (Figure 1), then, the files were 
visualised using GIS software for a visual validation of the classification. 

Working and turning times were also monitored by an operator in the headland. The time 
classification carried out by using the operator timestamps was used to train a random forest 
algorithm on the 5hz telemetry data, based on the parameters selected (Table1). The random forest 
algorithm was then used to classify data with different frequencies from the CAN and GNSS module. 

 

Results 
The results showed no notable difference between the various sampling frequencies obtained 

with the combination of data from the CAN+GNSS. 
It is also important to mention that the results obtained using only the Speed from the GPS 

module are close to those produced with the CAN+GNSS (Table 2). 
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Table 1. Parameters used for the times classification 

Parameters used  

GNSS_altitude.Altitude CAN1.ETC2.TransmissionSelectedGear 
GNSS_attitude.Pitch CAN1.A1SCRDSI1.Atttt1DsExstFdAtDsQtt 
GNSS_attitude.Heading CAN1.FD1.EngineFan1EstimatedPercentSpeed 
GNSS_ABS_Delta_head CAN1.EEC3.Aftrtrtmnt1ExhstGsMssFlwRt 
GNSS_speed.Speed CAN1.EEC3.EnginesDesiredOperatingSpeed 
CAN1.TSC1.EngnRqstdTrqTrqLmt CAN1.EEC3.NominalFrictionPercentTorque 
CAN1.ETC1.TransmissionDrivelineEngaged CAN1.EFLP1.EngineOilPressure1 
CAN1.ETC1.TransmissionShiftInProcess CAN1.CCVS1.WheelBasedVehicleSpeed 
CAN1.EEC2.AtlMxmmAvllEngnPrntTrq Calculated Slippage 
CAN1.EEC2.EnginePercentLoadAtCurrentSpeed CAN1.LFE1.EngineFuelRate 
CAN1.EEC1.ActualEnginePercentTorque CAN1.LFE1.EngineInstantaneousFuelEconomy 
CAN1.EEC1.EngineSpeed CAN1.IC1.EngineIntakeAirPressure 
CAN1.EEC1.EngineDemandPercentTorque CAN1.IC1.EngineIntakeManifold1Pressure 
CAN1.ETC2.TransmissionCurrentGear  

 

Table 2. Times classification 

Sampling Frequency Working (minutes) Turning (minutes) Totals (minutes) 

5hz  36.68 25.08 61.73 
3hz 37.03 25.38 62.41 
1hz 36.63 25.08 61.71 
3s 36.3 25.40 61.70 
5s 36.67 25.08 61.75 
10s 37 25 62 
30s 36.5 26 62.5 
1hz GNSS 37.76 23.95 61.71 
5s GNSS 38.58 23.16 61.75 
10s GNSS 39.33 22.66 62 
30s GNSS 39 24 63 

Figure 1. Visualisation of the times classification 

  
 

Discussion and conclusions 
According to the results, both methodologies are suitable for the classification of working and 

turning times during tillage operations; there is no difference between higher sampling frequencies, 
such as 5hz and lower, like 5s, indicating that is possible to achieve the same accuracy producing a 
lower amount of data, which are easier to process. 

It is also interesting to underline that it is possible to perform the same task using only the speed 
data produced by any low-cost GNSS. 

In future research, those aspects will be investigated, and the study will be extended to several 
tillage operations. 
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Introduction 
Energy demand of soil tillage implements has been reported based on different operating 

conditions and the chemical and physical soil properties[1,2]. However, tillage operations cannot 
only be evaluated according to their energy consumption; the soil structure improvement and the 
consequent agronomic benefits must also be considered [3]. Power harrows can adjust soil clod size 
by varying the velocity ratio (ɚ) of the machinery which is calculated from the ratio of the peripheral 
speed of the tine rotors and the vehicleôs advancing speed [4]. This peculiarity makes it possible the 
development of new variable-rate tillage implements, a topic of high interest in recent years [5]. 
Moreover, according to Berntsen and Berre [6], a good seedbed to achieve a rapid and uniform 
emergence for cereals should contain roughly 50% of the weight of aggregates in the 0.5-6.0 mm 
range. 

Objectives 
This paper aims to gain deeper insight into controlling the soil structure and find correlations 

with the power harrowôs energy requirement in different setups maintaining ɚ constant. Moreover, a 
possible correlation was sought between crop emergence and the granulometry of the tilled soil. 

Materials and methods 
Field tests were conducted on a 5 m working width (ὦ) power harrow coupled with a 230 kW 

CVT tractor with a working depth (‏) of 15 cm. Tests were performed at constant ɚ, in particular four 
different configurations (named Cɚ1-4) were performed varying the tractor speed (ὠ) and the tines 

rotational speed (ὲ . Through the tractor Controlled Area Network (CAN) SAE J1939 diagnostic 

port and a datalogger, its speed, engine power, engine speed, fuel rate consumption (Ὢ and PTO 
speed were recorded during the tests. In addition, load pins and a torque meter were used to 
measure the draught force and PTO torque that the power harrow absorbed. Therefore, the power 
absorbed by the power harrow (ὖ ), the fuel consumption per hectare (Ὢ ) and the energy required 

to process 1 m3 of tilled soil (E) were calculated using the following equations:  
ὖ ὖ ὖ  (1) 

Ὢ  
Ὢ

Ὂ
 

(2) 

Ὁ
ὖ

ὠ ὦ ‏
 

(3) 

 
where ὖ  and ὖ  are the power used to tow the implement and the power used to run the power 
harrow rotors through the PTO, respectively. Moreover, Ὂ is the field capacity of the agricultural 
operation, obtained by multiplying the working width by the tractor speed.  

Following harrowing, soil samples were sieved, and then the granulometric parameter MWD 
was calculated [7]. Thereafter, the field was sown with maize maintaining constant planter set up all 
over the field. Then, the crop emergence and phenological stage were manually monitored in the 
field after a few days by counting the number of plants and the number of unfolded leaves 
respectively. The infield measurements were repeated three times in each parcel. Then, data from 
tractor-power harrow system, soil granulometry and crop emergence were correlated to find any 
possible relationship. Each configuration was randomly replicated three times. The Pearson 
coefficient was evaluated to correlate MWD and crop emergence (number of emerged plants) data. 

Results 
The results showed that the ɚ parameter was between 2.6 and 2.8 during the field tests (Table 

1). The energy required by the tractor-power harrow system per m3 of tilled soil was affected by the 
tractor speed and varied from 195.9 kJ m-3 at 3 km h-1 to 158.4 kJ m-3 at 5.1 km h-1. The linear 
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regression of the energy required to process 1 m3 of tilled soil as a function of the tractor speed is 
reported in Figure 1 with a coefficient of determination (R2) equal to 0.73. 

The obtained Pearson coefficient, used to correlate the MWD data with the number of emerged 
plants, resulted to be -0.56. 

Table 1. Average of the monitored and calculated data for different configurations. The standard 
deviation is in brackets. 

Test 
ὠ 

[km h-1] 

ὲ  

[rpm] 
ɠ 

ὖ  

[kW] 

ὪӶ 
[L ha-1] 

Ὁ 
[kJ m-3] 

ὓὡὈ 
[mm] 

/˂м 3.0 (1.1 E-1) 205 (2.1) 2.55 (7.1 E-2) 120.1 (8.3) 25.6 (1.3) 195.9 (11) 13.6 (2.6) 

/˂н 3.4 (4.1 E-2) 246 (28) 2.78 (2.9 E-1) 136.5 (3.1) 24.8 (7.9 E-1) 189.9 (2.4) 10.6 (2.0) 

/˂о 4.4 (1.7 E-1) 324 (12) 2.76 (2.1 E-1) 153 (11) 23.2 (2.1) 166.3 (18) 9.6 (2.9) 

/˂п 5.1 (1.7 E-1) 357 (3.6) 2.66 (7.1 E-2) 166.8 (7.8) 20.9 (1.0) 158.4 (13) 8.6 (2.0) 

Figure 1. Linear regression of the energy required to process 1 m3 of tilled soil as a function of the 
tractor speed. 

 

Discussion and conclusions 
The energy values per unit of volume of tilled soil decrease when the tractor speed increases,this 

is in line with previous results obtained by the Authors[1]. Moreover, ὓὡὈ decrease with the 
increase of the impact speed of the tines with the soil, as already observed by Varani et al.[4]. 

The Pearson coefficient shows a reverse strong correlation between MWD data with the number 
of emerged plants. Therefore, the higher the tractor speed and the tines rotational speed, the higher 
the crop emergence and the lower energy consumption are respectively. 
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Introduction  
Today, to increase the productivity of the agricultural sector and improve sustainability 

conditions, precision agriculture is suggested. A management strategy that helps farmers use 
production inputs including seeds, fertilizers, pesticides, irrigation water, and tillage more effectively 
to achieve greater crop yield while considering environmental issues [1]. This technology can be 
used in all sub-sectors of agriculture to improve the global economy. According to statistical reports, 
precision farming will grow by 14% in the coming years, and its market growth will reach from 7 
billion dollars in 2022 to about 13 billion dollars by 2025 [2]. 

To improve the performance of the agricultural sector, precision agriculture relies on smart 
sensors, mobile apps, artificial intelligence, cloud computing, drones, and Internet of Things (IoT) 
technologies. Considering these technologies, it is possible to process and access real-time 
agricultural information such as crops, environmental conditions, soil, water, and weather, as well as 
food safety in the supply chain [3].  

Despite the advantages of precision agriculture, this technology faces some challenges. In order 
to manage many services in precision agriculture, there is a need for decision support systems, data 
analysis, and mining. Hence, there is an important need for complementary technology to meet the 
challenges ahead along with precision agriculture. Blockchain technology seems to be promising for 
overcoming these challenges [4]. An advanced technology that can be supported by several 
applications in precision agriculture; for instance, smart agriculture, food supply chain monitoring 
and tracking, financial management, and data security. Based on a market intelligence report by BIS 
research, the role of blockchain technology in precision agriculture and the food supply chain will be 
significant (from about 42 million dollars in 2018 to about 1.5 billion dollars in 2028. 

Objectives 
This study assesses the challenges surrounding precision agriculture, and specifically highlights 

the role of blockchain technology in overcoming these challenges by focusing empirical studies on 
this issue. 

Materials and methods 
A narrative review method to analysis the literature is applied. We conduct a search of the 

literature within the common electronic databases Science Direct, Web of Science, and Scopus. The 
search strategy uses two main keywords: blockchain technology and precision agriculture.  

Results 

We investigated the role of blockchain technology in overcoming the challenges facing precision 

agriculture in four areas: 1. Farm supervision and optimizing inputs: Setting up a smart farm based 

on a precision agriculture framework requires sensors for temperature, humidity, light, and crop 

maturity detection. Based on the obtained digital data, blockchain technology can facilitate the 

monitoring process for farmers and stakeholders by providing rapid and smooth communication [11]. 

Patil, Tama [12] in a proposed framework for blockchain-based smart greenhouse farming pointed 

out that farm monitoring can prevent crop losses after harvest with crop storage monitoring 

technique. This framework secures communication in smart greenhouse farming by creating a 

connection between humidity, light, water level and CO2 sensors [12]. 2. Food supply chain process 

monitoring and management: Blockchain ledger can play an important role in the transparency of 

monitoring processes in the food supply chain while using precision agriculture. This technology can 

increase the trust of consumers and stakeholders in the food producing and also reduces fraud in 

the food sector by ensuring food safety [13]. For instance, in a study, Li and Wang [14] constructed 

a traceability system model based on the blockchain technologies. They mentioned that during the 

supply chain process, blockchain technology can record data between supply chain nodes; track 

purchases, orders, shipments, all shipping processes and transactions; verify the transactions; link 
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between food products and barcodes, serial codes, digital tags like radio-frequency identification 

(RFID); and then, share the information on the methods of production, delivery and maintenance of 

the product with suppliers and sellers [14]. 3. Determining, recording and sharing legal issues related 

to land: Another feature of blockchain is its use in determining, recording and sharing legal 

transactions which are related to agricultural land [15]. Because the traditional registry systems have 

many limitations, including the inability to fully authenticate the traded lands of individuals and 

organizations. As Luckas [16]'s findings showed, blockchain technology can confirm the authenticity 

of relevant transaction records by using a decentralized public ledger. This technology analysis the 

information received from global positioning system (GPS) coordinates and shares it with the 

relevant people with confidentiality if needed [16]. 4. Improving the efficiency of payments or 

remittances: Farmers may need a public payment system to receive real-time remittances during 

their agricultural activities. With compatible mobile blockchain systems, blockchain mobile 

application or smart contracts, farmers will be able to execute real-time payments for crops and 

agricultural services. Xiong, Zhang [17] presented a prototype of mobile edge computing enabled 

blockchain systems with experimental results to justify the proposed concept. They highlighted that 

in this prototype, the role of blockchain is to create fast, transparent and secure real-time transactions 

[17]. 

Discussion and conclusions 
Today, precision agriculture is proposed as a management strategy to improve the productivity 

of the agricultural sector as well as sustainability conditions. To this aim, precision agriculture relies 
on smart technologies. However, the applied technologies face challenges including the need for 
decision support systems, data analysis and data mining. Blockchain can overcome the challenges 
facing precision agriculture such as, farm supervision and optimizing inputs, food supply chain 
monitoring and tracking, financial management and data security, improving the efficiency of 
payments or remittances, and improving the efficiency of payments or remittances. This technology 
with decentralized shared database mechanism creates trust at any given point in the chain, leading 
to more effective data management and control. Therefore, the capability of this emerging 
technology, especially its effective application in precision agriculture, can be an attractive topic for 
the scientific research. Although the intersection of blockchain technology in precision agriculture 
should be carried out step by step, considering the issues such as energy consumption, scalability, 
investment costs, and the complexity of its application in the food supply chain as blockchain 
technology challenges in agri-food. 
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Introduction 
Carrying out (big data) analytics on IoT and precision farming systems requires data models that 

standardize data formats and relationships. Data models describe the concepts that belong to a certain 
domain and the instances of a concept are called entities; for instance: ñDeviceò and ñFarmò are concepts 
that belong to the ñSmart Sensoringò and ñPrecision Agricultureò domains [1], and the entity ñdevice -
123ò is an instance of ñDeviceò. Since data models are mainly oriented to data transmission and 
representation (e.g., they provide an exhaustive description of a ñDeviceò with all the necessary 
attributes), the same concept can appear in different domains (ñMeasurementò is a concept in both ñSmart 
Sensoringò and ñSmart Citiesò [1]) with different semantics and/or attributes (e.g., some attributes might 
be useless in the ñPrecision Farmingò domain while they are not in the ñSmart Cityò domain). Additionally, 
data models usually fuel data silos (i.e., isolated repositories) for specific and independent applications 
(e.g., smart watering management [4] and autonomous weeding systems [5]).  

Decision support systems for precision agriculture would benefit from a unified Data Platform (DP; 
ecosystems that meet end-to-end data needs) where all data are integrated and managed [2, 3]. 
However, data models are not suited for automated analysis and integration into a uniform medium due 
to the issues above. The results obtained in the fields of database and DP could both answer these issues 
and open novel research directions with the synergy of big data analytics and precision agriculture. 

Following our experience in the WeLASER European project [6], where FIWARE data models are 
employed, we factorize the main issues and their possible solutions. Note that there is no one-size-fits-
all solution. We built a modular cloud DP [3] to support heterogeneous applications. The DP must be 
modular and extensible so that new modules and algorithms for data management can be easily 
integrated. This requires well-defined and documented application programming interfaces. 

(Issue 1) Consistency 
The same concept exists in different domains with (possibly slight) different semantics and/or attributes 
(e.g., a greenhouse can be a Building [7] in the ñSmart Cityò domain or a first-citizen concept [8] in the 
ñPrecision Agricultureò domain). Additionally, the same concept can be modeled in different ways even 
within the same domain (e.g., a sensor measurement is modeled directly in a ñDeviceò [9] or as a first 
citizen [10]. 
 
Solution. Entity resolution is the process of understanding whether data are referencing the same entity. 
Such algorithms identify data items across multiple data sources that refer to the same real-world entity 
and link the items together, even without having a unique identifier. 

(Issue 2) Data representation 
To provide a compact and exhaustive representation of information, data models aggregate different 
notions (e.g., sensor and measurement) within the same concept (e.g., ñDeviceò). This allows efficient 
data transmission and representation but also raises several issues, such as redundancy (i.e., the same 
data could be repeated many times) and vertical applications (i.e., entities are specialized to fulfill a 
specific workload but not a generic one). 
 
Solution. Aggregate-oriented modeling optimizes ad-hoc applications. However, the DP must support the 
possibility to query data under unforeseen workloads. To this end, additionally, to the data models, a 
registry of entities and their relationships could be managed through a knowledge graph to know where 
entities are spread and reconcile them in case of need. 

(Issue 3) Schema evolution 
The entity structure can change over time (e.g., attribute renaming/addition/deletion) possibly resulting in 
unmaintainable data repositories; additionally, an entity can be wrongly filled during their (manual or 
automatic) generation. 
 

Solution. A schema registry manages the concepts of a domain (e.g., the schema/structure of a 
ñDeviceò) by versioning their evolution. This allows the definition of compatibility between different 
versions of the same entity and to validate their content (e.g., a temperature measurement must be a 
numeric value). 
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(Issue 4) Tracking data flows 
Since heterogeneous IoT sources produce data that are collected and transformed into the DP, it is 
necessary to track the history of this data to ensure privacy regulations, access control, and data quality. 
However, tracking and querying such data across the transformation processes is computation and 
storage heavy. 
 
Solution. Data provenance provides a set of techniques to represent and query the data origin, what 
happens to it, and where it moves over time. For instance, it allows users to understand which entities 
contributed in producing a specific result (e.g., which devices and measurements have been used to 
compute the field evapotranspiration?). It also enables replaying specific portions or inputs of the data 
flow for stepwise debugging or regenerating the lost output. 

(Issue 5) Maintaining historical data 
Entities are snapshots, i.e. they describe the latest status of the system (e.g., the latest perceived 
temperature thermometer). However, maintaining historic trends (e.g., showing the temperature trends 
over time) requires storing multiple versions of the entity at the cost of complex management. 
 
Solution. Updates are usually handled by storing the entire entity at every change (this makes easy the 
reconstruction of the entity history at the cost of higher memory consumption) or managing delta updates 
(this saves memory but makes harder the reconstruction of the entity history). A delta update only requires 
the user to download those parts entities which are new, or have been changed from their previous state, 
in contrast to having to download the entire copies. This can also save significant amounts of bandwidth. 

(Issue 6) Data access and knowledge dissemination 
Non-skilled users (in computer science and databases) should be able to access, query, and retrieve 
knowledge from the DP. This requires defining a unified user-friendly querying metaphor that also 
supports spatial and temporal data and provides meaningful visual dashboards for the dissemination of 
such knowledge. 
 
Solution. Online analytical processing (OLAP) provides user-friendly abstractions for multi-dimensional 
(e.g., space and time) analytical queries. OLAP is part of the broader category of business intelligence 
techniques to produce and refine dashboards for business users without technical skills. 
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Introduction 
There are strong expectations around the mobilisation of digital tools to support the transition to 

agroecological systems to reduce environmental impacts of food sector. Although agricultural 
digitalisation is promoted by international institutions, little is known about the impacts of their use 
on the environment and how to assess them. Digital tools are gradually being introduced into 
agriculture whether for data collection, data analysis or to support field action [1]. This progressive 
adoption makes it necessary to assess the environmental impacts of digital agriculture. 

Several studies have sought to quantify the positive and negative impacts of digital tools for 
agriculture on the environment [2ï4]. Nevertheless, there is a lack of recommendations on how to 
properly assess digital tools for agriculture taking into account their specificities. 

Objectives 
The purpose of this study is to establish a state-of-the-art of the digital tools evaluated and 

evaluation methods used in order to provide general recommendations and highlight the remaining 
methodological challenges of the environmental assessment of tools for digital agriculture. 

Materials and methods 
A systematic review was carried out to establish a state-of-the art of the environmental 

assessments of digital tools for agriculture.  
A query was executed on Web of Science and Scopus databases. This query combined words 

related to agricultural, environmental assessment and digital field. Only english litterature from 
journals and conference proceedings were selected. The records obtained by the query were filtered 
following the PRISMA method [5] with Rayyan software [6]. Some records coming from other sources 
were added to the pool of records to review. 

Current situation of the environmental assessment methods and the digital tools assessed  
A total of 56 papers were reviewed. 68% of the papers concerned plant production and 20% 

livestock farming. Livestock farming is underrepresented likely because the first functions of livestock 
digital tools are about animal welfare and human wellbeing, not environmental impacts mitigation. 
75% of the studies focused on the plot or farm scale, while 11% assessed the implementation of 
digital tools at the basin, national or global scale. Furthermore, 77% of the digital tools reviewed were 
used for input management. This could be explained by the historical development of precision 
agriculture for input management, which can mitigate the environmental impacts of agricultural 
practices. Another significant aspect of the review is that 30% of the digital tools were related to the 
firsts steps of the data chain (collecting, transferring, storing and analysing) while only 13% 
concerned the operating step, i.e. automation tools and robots. These results suggests that there is 
a need in assessing a more diversified range of digital tools in order to catch a better insight of the 
environmental footprint of digital agriculture. 

The main environmental assessment method observed in the litterature is the Life Cycle 
Assessment (LCA) [7]. It is a standardised method to quantify the environmental impacts of a tool or 
a product. LCA concerned 28 records. A main feature of LCA is to identify environmental impacts 
tranfers between the different stages of a life cycle. LCA is also a multicriteria approach, which puts 
forward any environmental transfers between the different impact categories (e.g. climate change, 
acidification, water use... ). Due to these specificities, LCA is a promising approach to assess the 
environmental impacts of digital tools in agriculture. Yet, it is not widely used in the review.  

The methodological challenges of LCA applied to digital tools for agriculture 
Methodological challenges related to LCA were identified throught the systematic review based 

on the 28 LCA records. Challenges were sorted according to the four standardised stages of LCA : 
goal and scope, life cycle inventory (LCI), life cycle impact assessment (LCIA) and interpretation 
(ISO 14040/44). 
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The goal and scope step aims at defining the objectives of the study and the system boundaries. 
During this phase, it is necessary to define a functional unit (FU). The FU quantifies the function of 
the tool assessed, which serves as a comparative unit between the baseline or ñbusiness-as-usualò 
scenario and the digital scenario. 54% of the study chose a mass-based FU, 14% a surface-based 
and 7% used both. None of the authors discussed the relevance of the FU chosen given the use of 
the digital tool, although digital tools have multiple functions like animal and farmer wellbeing, input 
management, time savings etc. The system boundaries turns out to also challenge the goal and 
scope step. Only 21% of the studies included in the system boundaries both the impacts of the 
introduction of a digital tool in the agricultural system and the impacts of the production, use and 
end-of-life of the tool. These latter impacts must be included in the boudaries because it may 
overtake any environmental benefits of using this tool.  

LCI is the step where necessary data are collected. Given the emerging use of digital tools in 
agricultural sector and the recent interest in their environmental footprint, data concerning the 
production, use and end-of-life of digital tools may lack. In that case, proxies should be used to 
approximate the impacts of the digital tool instead of not taking it into account. 

At the LCIA step, it is highly recommended to present all the environmental indicators, called 
midpoints, that are provided by the impact assessment method. Only 6 papers presented them all. 
Six other papers used a single midpoint, the climate change. This latter was the favourite midpoint 
in the review, used by 96% of the studies, while some other midpoint indicators were little used. For 
example, mineral resource consumption appeared in 32% of the papers, althought digital tools relies 
on metals and rare earths. Water use and ecotoxicity are hardly assessed (25% of the papers) in 
spite of the negative consequences of agriculture on these midpoinds. 

The last step of LCA is the interpretation of the results. The reliability of the results must be 
evaluated through incertainty analysis, which was carried out by only 39% of the studies. However, 
the uncertainties are often high, given that LCI data come frome various sources and must often be 
approximated. Another challenge is to communicate the results to stakeholders and the public. LCA 
relies on many indicators. It is thus difficult to say whether a scenario is definitely better to one 
another. Stakeholders may also like to be informed about the in-site environmental impacts of using 
a digital tool for agriculture, i.e. impacts induced by direct consumption of resources such as water 
or direct emissions of polluting substances such as pesticides. To date, no distinction is made when 
providing results between impacts generated locally and those generated in other territories.  

Conclusion 
The diversity of digital tools for agriculture have been poorly assessed yet. The current studies 

focused on tools for input management in crop production. Further research must be carried out to 
have a better insight into the environmental footprint of digital agriculture in all its forms. Furthermore, 
guidelines must be provided in order to consider the specificities of digital agriculture in 
environmental assessment, such as multifunctionality, consistent system boundaries, and helpful 
indicators for stakeholders.  
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Introduction 
From literature ([1],[2],[3]), itôs clearly stated the importance of Precision Agriculture (PA) for 

future food sustainability and environment protection. Several researches and activities have been 
carried out to prove and quantify the benefits in adopting PA. Nevertheless, the effort in the attempt 
to objectify the advantages of this process has a limit in the possibility of performing tests due to 
(e.g.) field availability, weather conditions, impossibility in repeating in-filed operations close-in-time 
(due to limitations of fertilizer, pesticide... that can be only once distributed on the same field in a 
short term). Even if the direction is to bring tractors and implements to a highly automated systems, 
today human driver plays anyway a key-role. Thus, a driver-in-the-loop simulation platform could be 
decisive to support farming in providing different scenarios and relevant data aimed to objectify and 
to quantify the benefits of adopting different levels of PA ([4]). Moreover, compared with field tests, 
it has the advantages of low cost, high reproducibility, safety, and controllability. The same 
advantages can be easily recognized thinking about the possibility to use the driver-in-the-loop 
simulator to train professional farm drivers in performing agricultural operations. 

Objectives 
The target of this research is to demonstrate that the usage of the proposed simulation platform 

(AgriSIm©) installed on driver-in-the loop simulator is useful in providing reliable data aimed to 
objectify the benefits of fertilization with PA criteria. A digital twin of both an existing farm and a real 
agricultural tractor combined with a fertilizer spreader have been implemented, aimed to realistically 
replicate in-field operations. The operator has physically driven the virtual tractor into the digital-twin 
of the farm, replicating the target operations as performed in reality. A comparison between 
numerical and experimental data have been carried out, to ensure the reliability of the results. Finally, 
additional investigations have been performed changing several parameters in order to demonstrate 
the benefits in using the digital platform. Results, in terms of distributed fertilizer, fuel consumption, 
field capacity have been shown and compared aiming to provide objective information about the 
advantage of the PA approach.  

Materials and methods 
A static simulator has been designed and realized. The challenge was to include the real driver 

in the simulation loop as much as on real operating situations, through dedicated human machine 
interfaces. The schema is proposed in Figure 4. When possible, real tractor parts have been used 
to bring the driver to a more realistic driving experience. A real suspended seat, a dual brake pedal 
system - able to generate yaw torque by operating the single side brakes independently - and a real 
steering wheel have been installed. Front and rear screens have been installed to guarantee a highly 
immersed virtual scene; either day or night scenarios can be replicated. 

 

Id Description 

1 Main frame 

2 Seat 

3 Steering Wheel 

4 Pedals 

5 Screens 

6 Control Platform + Joystick 

7 Monitor touch for PA 

8 Console 

9 Gear lever 

10 Host PC + service monitor 
 

Figure 4 Schema of the static simulator with relevant components.  

 






























































































































































































































































































































