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Abstract 

This PhD thesis investigates the application of 3D data acquired by Time-of-Flight (ToF) 

sensors and stereo cameras for agronomic measurements. The main objectives are 

the characterization of plant geometric properties, biomass estimation with non-

destructive methods and discrimination between crops and weeds for use in precision 

agriculture applications. 

Following an introductory section, the first part of the work, which corresponds to 

Chapters 3 and 4, involves the volumetric characterization of lettuce plants to 

estimate biomass using non-destructive measurements. This was performed both in 

preliminary laboratory trials and in a field application. In the field application the depth 

sensor was integrated with a robotic platform to ensure the possibility to collect data 

at the individual plant level, with all data that can be stored in a data lake. In both 

cases, the assumed volumetric reconstruction algorithms achieved very satisfactory 

results, obtaining accurate dry biomass weight (DM) estimates from the developed 

models for both laboratory scale (with a root mean square error (RMSE) of 0.12 g and 

a mean absolute percentage error (MAPE) of 12%.) and greenhouse conditions (with a 

RMSE of 1.07 g and MAPE 16%). The different ability to estimate the DM obtained in the 

two contexts, although minimal, depends mainly on the different spatial resolutions 

obtainable with the acquisition setups designed for the two experiments and on the 

conditions under which the measurements were carried out. Considering the 

technological characteristics of the ToF sensors, under field conditions they are 

disturbed by solar radiation, which contributes to decreasing the level of accuracy of 

the measurement obtained. 

The second part of the thesis, which corresponds to Chapters 5, 6, 7 and 8, deals with 

the comparison of two sensing techniques, two-dimensional based on color (RGB) and 

three-dimensional that consider distance in addition to color (RGBD) to optimize the 

process of target identification for use in precision weed control spraying that aims to 

reduce chemical inputs using advanced techniques. Regarding 2D imagery, a 

comparative analysis was conducted on images captured using drones (UAV – Remote 

sensing) and those obtained in proximity to vegetation (proximal sensing). The 



15 

objective was to assess the capacity of these approaches to estimate soil cover, a 

critical driver that can indirectly indicate the degree of weed infestation. Proximal 

images demonstrated superior accuracy in estimating this phenomenon, achieving a 

coefficient of determination (R²) of 0.93, compared to UAV-acquired images, which 

yielded an R² of 0.8 in validation tests based on 90 ground control points established 

within the field. When comparing the two monitoring techniques at a field scale, UAV 

imagery was found to provide an estimate of soil cover that, in 75% of the sampled 

area, was lower than that derived from proximal images under experimental 

conditions. 

In this context, which highlights the superior representativeness of information 

obtainable through proximal monitoring, the contribution of 3D sensing techniques to 

estimating weed presence was subsequently evaluated in comparison to proximal 2D 

images. To this end, several algorithms specifically designed to utilize both sensing 

techniques were developed. 

Using 2D images, two algorithms were developed. The first is a simpler approach that 

enables uniform treatment decisions across areas of 0.75 m² (Management Zones - 

MZ) based on assessing vegetation soil cover. The second, an innovative algorithm 

known as Local Cover Fraction (LCF), is more complex, employing a hybrid technique 

to simultaneously detect weeds between rows and subsequently characterize the 

spatial distribution of remaining soil cover along each crop row. This allows 

identification of areas where biomass distribution deviates from the clean-field 

conditions recorded at the experiment's start. 

In parallel, a classification algorithm based on 3D sensing was developed, with two 

distinct implementation strategies proposed. The first, Treat All Weeds (TAW), aims to 

target all areas identified as weeds and the second, Treat Weed in Majority (TWM), 

activates actuators only when they can cover a greater surface area classified as 

weeds than of crops. 

To evaluate the results and quantify the contribution of these methods compared to 

traditional uniformly distributed (UD) techniques, precision spraying treatments 
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based on the MZ, LCF, and 3D-based algorithms were simulated, and the outcomes 

were compared. 

Simulations yielded promising results, forecasting a reduction in both the quantity of 

herbicide applied and the environmental impact for most developed algorithms. 

Herbicide reductions were observed as follows: 10% for the MZ method, 45% for the 

LCF method, and for the 3D sensing approach, a 22% reduction for the TAW strategy 

and 28% for TWM. However, the TAW strategy was the only approach to achieve a 

statistically significant reduction in both herbicide quantity and environmental 

impacts without a notable decrease in treatment effectiveness, which remained 

statistically comparable to the uniformly distributed (UD3D) treatment simulation. 

The results obtained with both imaging techniques surpassed expectations. 

Compared to the 2D imaging-based method for estimating weed control treatments, 

the 3D survey produced even more favorable results, owing to its enhanced capability 

for target classification, which proved more robust than the 2D method. This advanced 

classification capability enabled the design of crop-targeted treatments through 

simulations of localized biostimulant distribution, achieving full crop surface coverage 

with a sensitivity of 0.99. This approach reduced product waste from ground 

distribution by 85% and minimized the undesired effect of weed biostimulation by 

75%. 

Finally, in Chapter 9, a low-cost simulator prototype is proposed for the hardware and 

software management of highly precise, localized treatments based on proximal 

imaging. This simulator is designed to perform real-time monitoring and execute the 

required treatment actions. 

In general, considering the results obtained in both fields of application investigated in 

this thesis work, the use of 3D sensors demonstrated significant outcomes across all 

evaluated contexts, both in initial laboratory tests and in field application trials. 
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1 Introduction 

1.1 Future Challenges of Agriculture 

According to data reported by the United Nations (UN), the world population reached 

8 billion in November 2022 and a further increase is expected in the coming years and 

future growth estimates predict that this could reach 10 billion by 2050 (UN World 

Population Prospect, 2022). In parallel, the climate is undergoing and will probably 

continue to undergo major changes (Anderson et al., 2020) that will make it more 

difficult to achieve the goal of ensuring food security by that date. Climate change 

poses significant challenges to agriculture globally, with impacts varying across 

regions (Yohannes, 2015). Rising temperatures are expected to reduce crop yields, 

increase pest proliferation, and alter precipitation patterns, threatening food security 

(Liaqat et al., 2022). While increased CO2 levels may enhance plant productivity, this 

benefit is outweighed by negative effects such as increased evapotranspiration and 

extreme weather events (Liaqat et al., 2022). Agriculture also contributes to climate 

change through greenhouse gas emissions from fossil fuel use, soil management, and 

livestock. However, the sector can potentially mitigate climate change through 

optimizing input management and adopting best management practices (Yohannes, 

2015). Developing countries are particularly vulnerable due to their faster population 

growth, dependence on agriculture and limited adaptation infrastructure (Yohannes, 

2015). Adaptation strategies and urgent policy changes are needed to address these 

challenges (Liaqat et al., 2022). 

For the European Commission (EC) these adversities lead to a substantial reduction 

in potential yields, areas suitable for cultivation, and production, in terms of quality 

and quantity. To ensure food security, both in terms of food safety and food security, it 

will be necessary to reduce waste, increase crop production and improve the 

efficiency of resource use. This approach might help to lower economic costs and 

reduce environmental impacts. Precision Agriculture (PA), which in its most 

contemporary and digital modern conception is defined as smart farming. has gained 

prominence as an essential strategy to address these needs (Stafford, 2000).  Smart 

farming leverages advanced technologies to enhance agricultural productivity and 
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sustainability. Internet of Things (IoT) applications in agriculture enable remote 

monitoring and management of farming activities, reducing labor and improving 

resource utilization (Terence & Purushothaman, 2020). These systems incorporate 

various technologies, including sensors, data mining, and Artificial Intelligence (AI) to 

facilitate informed decision-making regarding crop management, such as weather 

tracking, water usage, and fertilizer applications (Priyanka, 2017). The integration of 

IoT, cloud computing, and robotics in agriculture is anticipated to drive innovation and 

transform conventional farming practices (Dhanaraju et al., 2022). As the global 

population increases and the demand for healthier products grows, smart farming 

techniques are becoming essential for ensuring sustainable agricultural practices and 

maintaining competitiveness in the global market (Moysiadis et al., 2021). 

Data analysis, sensor automation, and robotics applications can significantly 

enhance crop production, improving the overall efficiency of agricultural processes. 

By enabling farmers to make informed decisions based on real-time data, smart 

farming contributes to increased yields while promoting more sustainable and 

efficient farming practices (Gebbers & Adamchuk, 2010). Higher education also will 

play a crucial role in developing the agricultural sector by providing up-to-date 

knowledge and skills to farmers and professionals, adapting curricula to include 

precision agriculture techniques, and offering lifelong learning opportunities (Kőmíves 

et al., 2019).  

Regarding the reduction of the environmental impact of field operations, caused from 

the use of synthetic chemicals which are proven to have negative effects on human 

health like herbicide (Mohd Ghazi, 2023), to this aim the EC have begun to envisage 

mechanisms to reduce significantly its inputs, especially with regard to weeding 

operations applying the European Green Deal, which provides for a regulatory 

framework in this regard and, although not yet implemented, represent a likely future 

trend direction for institutions and public opinion. 

Unmanned Aerial Vehicles (UAVs) have emerged as valuable tools for precision 

agriculture, offering efficient crop monitoring and management capabilities 

(Ronchetti, 2020; Ganesan et al., 2023), these can be equipped with various sensors 
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can collect multispectral data for crop health assessment, weed detection, and soil 

analysis (Alsalam et al., 2017; Popescu et al., 2020). The integration of UAVs in PA 

offers a cost-effective, reliable, and efficient method for monitoring large agricultural 

areas and optimizing crop management practices (Ronchetti, 2020; Popescu et al., 

2020). 

Modern 3D sensing technologies have emerged as valuable tools in agricultural 

applications, offering advantages over traditional 2D imaging methods because offers 

unique shape and localization data (Vázquez-Arellano et al., 2016) and can be useful 

to make sensing more powerful in the agricultural field to solve problems such as weed 

detection, which can become particularly difficult under high infestation conditions, 

or to make possible more accurate non-destructive measurements than 2D images. 

1.2 Purpose of the work 

The aim of this work is to integrate low-cost 3D (RGB-D) sensing systems into Precision 

Agriculture applications. The goal is to employ these sensors in particularly 

demanding and critical tasks like precision spraying and single plant phenotyping for 

optimizing crop management by experimenting with applications both in laboratory 

settings and in open-field environments. 

The first area of application considered is crop monitoring, which has been addressed 

in various ways in the literature (Virlet et al., 2017; Rose et al., 2016; Sampaio et al., 

2021). It benefits from the use of non-invasive methods that offer high-throughput, 

accurate, and objective measurements of plant traits (Liu et al., 2020), enabling 

complex investigations into plant growth, water balance, drought responses, and QTL 

analysis. According to Paulus (2019), future research will focus on high-resolution 

point clouds and the automated extraction of plant traits at both experimental and 

field scales. Consequently, part of this work will explore the application of this sensing 

technique at the laboratory and field levels, aiming to develop algorithms that can be 

executed in a short time a frame, while operating on low-cost hardware, and 

potentially run in real time, thereby reducing the cost of data collection and analysis 

without compromising data and results quality. 
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The second case study addresses the optimization of input management in site-

specific chemical weed management (SSWM). Recent advancements in 3D imaging 

technology have opened new opportunities for SSWM by overcoming the limitations of 

traditional 2D imaging methods (Dobbs et al., 2022). While remote sensing can detect 

large patches of weeds, it struggles to identify individual weeds due to spectral mixing 

and low spatial resolution (Brown & Noble, 2005; Shaw, 2005). Ground-based systems 

utilizing multispectral imaging sensors show promise for weed identification by 

extracting spectral and spatial features but face challenges in image processing and 

computational power (Brown & Noble, 2005; Shaw, 2005). Despite the potential 

economic and environmental benefits of SSWM, its widespread adoption has been 

hindered by the lack of robust weed recognition methods and limited understanding 

of the economic and environmental potential of improved weed control resolution 

(Christensen et al., 2009). Current research is focused on enhancing weed sensing 

systems, weed management models, and precision weed control tools to overcome 

these barriers (Christensen et al., 2009; Dobbs et al., 2022). For this reason, much of 

this work will also focus on using these sensors to improve weed detection capabilities 

compared to RGB images. This effort will concentrate on a crop critical to global 

agriculture, maize, as it is a major crop used for food, animal feed, and biofuel 

production (Revilla et al., 2022; Shiferaw et al., 2011).  

Targets detection is a crucial step in the effective application of SSWM principles, but 

it cannot be fully realized without an appropriate actuation system to support the 

developed detection algorithms and their spatial accuracy. Current technologies can 

detect green vegetation and activate herbicide sprayers, and research is exploring 

ground-based, aerial, and satellite sensor systems for weed detection (Shaw, 2005). 

However, barriers to widespread adoption remain, including the lack of robust weed 

recognition methods and limited knowledge of the economic and environmental 

potential of increased weed control resolution (Christensen et al., 2009). Recent 

advances in remote and ground platforms, sensors, and decision algorithms are 

improving information collection and processing for SSWM (Fernández-Quintanilla et 

al., 2020). As technology improves and costs decrease, real-time, sensor-driven 

SSWM may overcome the challenges of scouting and map-making (Swinton, 2005). 
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Therefore, the last part of this work will be dedicated to developing and testing a 

prototype actuation system that is effective, scalable, and low-cost, with the goal of 

achieving single-nozzle control with high spatial accuracy. 

To evaluate the impact of introducing this sensing technology in these application 

contexts, the results will also be compared to those obtained using more commonly 

employed 2D (RGB) imaging techniques. 

1.3 Contents of the Dissertation 

In the context of applying the principles of PA, the use of 3D sensors, or better RGB-D 

sensors, is being investigated for developing innovative algorithms in crop phenotyping 

and weed detection applied in precision spraying. These two major topics were chosen 

for in-depth study because they can be most effectively addressed using the 

capabilities of these sensors. They are current and relevant issues that are crucial for 

supporting agriculture in its future challenges.  

With the aim of making the reading of the chapters dealing with the experimental tests 

easier and clearer, the following introductory paragraphs provide a general overview 

of the issues addressed in the experiments proposed in the subsequent sections of 

the thesis. 

One of the most widely used RGB-D sensors is produced by Microsoft® (Kinect V2). 

Originally designed for use with the Microsoft® Xbox gaming console to allow players 

to interact without using the controller, solely through body movements, it has been 

utilized in various academic studies across fields ranging from engineering (Jabely et 

al., 2017; Fankauser et al., 2015) to agriculture (Hu et al., 2018) due to its compatibility 

with other systems and development environments, as well as its low cost. 

Crop morphological characterization of individual plants can be instrumental in 

optimizing agricultural inputs. Its three-dimensional characterization capability, 

which significantly surpasses that of RGB images, is useful for accurately quantifying 

the morphological traits and growth rates of plants. This enables precise, non-

destructive measurements and the automation of harvesting and processing in high-

value crops, such as those in the ready-to-eat (RTE) vegetable market, a sector that is 
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well-developed in the Italian and European economies (Eurostat). In this application, 

Chapter 3 considers the use of a 3D sensor to estimate the dry weight biomass of 

lettuce plants under controlled laboratory conditions. In Chapter 4, the same sensor 

was installed on an autonomous ground vehicle (UGV) to perform automatic data 

collection at various stages of crop development, thereby characterizing growth 

dynamics in a real field application. 

In Chapters 6 and 8 the topic of precision spraying has been considered to explore the 

potential for reducing the amount of chemicals used in this process, thereby 

decreasing environmental impact and minimizing harmful effects on consumer health 

and the health of operators performing the treatment. Traditionally, this operation 

involves uniformly distributing herbicides across the entire field. This method is 

employed because the product typically has selective action and is relatively 

inexpensive. This approach yields satisfactory results in controlling weeds compared 

to not applying any treatment. However, it also leaves significant room for optimization 

to reduce the quantity of herbicides used, enhancing environmental sustainability 

without compromising crop yield.  

Precision spraying can be executed based on prescription maps created from surveys 

typically conducted using unmanned aerial vehicles (UAVs) or by performing the 

intervention in real-time concurrently with the survey. In Chapter 5, a comparison will 

be presented between the quality of information obtained through proximal imaging, 

which is typically used for real-time applications, and remote sensing via UAV-

acquired images. The latter is the more commonly employed method in PA for data 

acquisition and generating prescription maps used in site-specific treatments. 

The precision spraying on-the-go workflow encompasses four primary phases: 

sensing, data processing, result interpretation and actuation. This process involves 

regulating the nozzles to deliver the treatment at the right moment and with the right 

dose. All these critical phases have been thoroughly examined and discussed in the 

following sections. 

In Chapter 6, proximal RGB images were used to develop two distinct algorithms 

based on soil coverage to create real-time prescription maps for concurrent treatment 
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during the survey. The two algorithms vary in complexity and spatial accuracy. The first 

method, termed uniform Management Zones (MZ), implements site-specific weed 

management through patch-spraying, with a working width of 0.75 m and a length of 1 

meter. The second method, called Local Cover Fraction (LCF), is a more sophisticated 

algorithm that offers higher spatial accuracy, characterized by a working width of 0.2 

m and variable length, thus categorized as micro-spraying. Unlike the first method, the 

LFC algorithm can perform a preliminary classification of potential targets and 

subsequently identify other problematic areas near the rows of crops to be treated. 

In Chapter 7 will be explored the use of 3D sensors to characterize various 

morphological features of both monocot and dicot weed species, as well as a crop (in 

this case, maize) during its early growth stages, specifically from sowing until the post-

emergence weed control intervention period. The significance of this trial lies not only 

in testing potential solutions for plant classification but also in the automation of the 

monitoring process and the collection and registration of multiple point clouds. In this 

experiment, acquisitions were conducted using a custom-built belt-driven linear 

actuator designed specifically for this purpose. 

Chapter 8 presents a field application of 3D sensing on maize, employing a stereo 

camera to collect field data. For this purpose, an algorithm was developed to 

discriminate between weeds and the crop, focusing on conditions of medium-to-high 

infestation intensity, which are challenging to address using only RGB images. The 

algorithm outputs a binary classification (crop vs. weeds) of the images. Various 

actuation strategies were assessed for implementation, and their effects on the 

quality of the simulated intervention were evaluated. Furthermore, the treatment 

simulations include a further and innovative localized treatment which involves the 

application of a biostimulant to the crop, thus avoiding product waste and the possible 

stimulation of weed development. 

In conclusion, Chapter 9 proposes an example of hardware and software architecture 

designed for managing high-precision treatments. This system is based on 

prescription maps generated in real-time by the algorithms discussed in the previous 

sections. 
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1.4 Plant Phenotyping 

Phenotyping in agriculture refers to the systematic measurement of observable plant 

characteristics (phenotypes), which include traits such as size, growth, development 

and responses to various stresses. This process is pivotal for the development of 

improved crop varieties, particularly in enhancing yield, resilience to climate change, 

and resource-use efficiency. 

Recent research trends demonstrate a growing interest in this area, with a notable 

increase in publications since 2010, driven by technological advancements in imaging, 

automation, and data management (Costa et al., 2019). While early studies primarily 

focused on model organisms like Arabidopsis thaliana L., contemporary research 

increasingly targets diverse crop species and field-based conditions (Costa et al., 

2019). 

Traditional phenotyping methods have been characterized by labor-intensive, time-

consuming processes, especially in field settings where manual measurements can 

be both challenging and prone to inaccuracies. These measurements are often 

gathered by different individuals over extended periods, further complicating data 

consistency and reliability. 

Latest technological advances have shifted the focus toward non-destructive, high-

throughput phenotyping methods, particularly with 3D imaging technologies (Liu et al., 

2020). These methods enable precise measurement of critical plant traits, such as 

plant height, leaf area, and canopy cover, offering powerful tools for monitoring growth 

and health in agricultural environments. Moreover, the integration of robotics and 

sensor fusion techniques has expanded phenotyping capabilities, facilitating the 

generation of 3D plant models and the mapping of environmental variables onto these 

models (Sampaio et al., 2021). 

These developments in sensor technology and imaging techniques have 

revolutionized phenotyping by enabling high-throughput data collection on a large 

scale. This approach provides a comprehensive understanding of plant behavior 

across diverse environmental conditions, thereby supporting future efforts in plant 

breeding and Precision Agriculture. 



25 

1.4.1 Phenotyping Applied to Precision Agriculture 

Phenotyping within PA has become an essential tool for addressing global food 

security challenges and enhancing crop productivity (Yandun Narvaez et al., 2017). 

High-throughput field phenotyping techniques, which employ a range of sensors and 

imaging methods, facilitate the evaluation of plant traits for both breeding and 

cultivation purposes (Chawade et al., 2019). These non-invasive, imaging-based 

methods have significantly transformed phenotyping by enabling more efficient and 

accurate data collection compared to traditional manual approaches (Minervini et al., 

2015). However, despite these advances, the pace of phenotypic data extraction is still 

slower than genotyping, creating a bottleneck in plant research (Minervini et al., 2015). 

To address this challenge, cutting-edge technologies incorporating AI and machine 

learning are being developed to enhance data acquisition, analysis, and management 

in next-generation plant phenotyping (Tripodi et al., 2022). These advancements are 

designed to bridge the gap between phenomics and genomics, facilitating more 

efficient crop breeding and PA practices (Tripodi et al., 2022). Furthermore, they 

enable large-scale, precise data collection on plant traits, significantly contributing to 

breeding programs and improving our understanding of plant-environment 

interactions (Fiorani & Schurr, 2013). PA, which relies on data-driven decision-making, 

stands to benefit from these advanced phenotyping techniques. By integrating high-

throughput phenotyping data with Geographic Information Systems (GIS) and multi-

scale sensing technologies, researchers and farmers can monitor plant health, 

optimize inputs such as water and fertilizer, and enhance crop management practices 

on a site-specific basis. This integration supports precise interventions, reducing the 

environmental impact of farming while maximizing productivity. Additionally, the 

continuous stream of phenotypic data provides real-time insights into crop 

performance, enabling more adaptive and responsive agricultural systems. This 

capability to create accurate growth models represents a cornerstone of modern PA, 

as it offers detailed, scalable, and timely information about plant traits. Such 

information is essential for promoting sustainable and efficient farming practices. By 

harnessing phenotypic data, PA can contribute to addressing global food security 

challenges while simultaneously reducing the environmental footprint of agriculture. 
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The integration of phenotyping with PA thus forms a powerful synergy, enhancing the 

ability to manage crops at fine spatial and temporal scales. 

Phenotyping at the individual plant level is a high labor-intensive process that can be 

justified when applied to high-value crops. This approach is suitable due to the plant's 

size during its developmental stages and its field arrangement, which allows for top-

view imaging. For these reasons, lettuce was selected as the crop for the volumetric 

development characterization trials. 

1.4.2 Lettuce a Ready-To-Eat (RTE) Salads Crop 

Ready-To-Eat (RTE) salads consumption is continuously increasing worldwide and is 

expected to further grow because of the change of food habits and lifestyle in 

developing countries. Fresh-cut industry is nowadays the most expanding sector of all 

the fruit and vegetable markets (Gullino et al. 2019, Losio et al. 2015). These 

vegetables are thus particularly requested by consumers for their convenience and 

quality but also for the increased awareness about the relations between health status 

and consumption of fresh vegetables (Tomasi et al., 2015). RTE salads, immediately 

after the harvest, undergo to different technological operations intended to keep the 

freshness of the products up to the consumer. Most of the leafy vegetables are 

minimally processed (cutted, sorted, washed, dried), packed in air or modified 

atmosphere, refrigerated and consumed within a few days from harvest, constantly 

keeping them in cold chain storage (2-4°C) (Tomasi et al., 2015). The cultivation of 

salads for RTE market is generally conducted in greenhouse where plants are sown in 

rows and carefully managed according to production protocols aimed at obtaining a 

suitable final quality. Indeed, the RTE salads market requires to meet specific quality 

standards in terms of external appearance, organoleptic features, texture of the 

tissue, nutritional value and food safety (Francesca et al. 2019, Saini et al., 2017). A 

crucial aspect for market value and shelf life of RTE salads is the growth stage and the 

homogeneity of plants at the harvest, which can be negatively affected by different 

factors (genetic variability of seeds, spatial heterogeneity in greenhouse microclimate 

or in water and nutrients availability etc., (Nicola et al., 2003). 
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In the last decades, the availability of relatively inexpensive and high-performance 

optical devices and cameras has boosted the development of non-invasive 

measurement systems for estimating macroscopic parameters of the plant related to 

growth. Early applications of color imaging to monitor lettuce growth were aimed to 

investigate the possible use of sensed plant-projected area extracted from top-view 

images to identify nutrient stress in hydroponic cultivation (Giacomelli et al., 1998). 

More recently, similar approaches have been applied to evaluate lettuce growth-rate 

data extracted from greenhouse imaging, to be used as state-variable to feedback 

control of nutrient solution in hydroponic system (Jung et al., 2015). Bumgarner et al. 

(2012), by conducting an extensive study on imaging of lettuce plants grown in different 

environments, concluded that a top-view approach is an accurate method to indirectly 

measure lettuce biomass during the early stages of growth, while on canopy closure 

the correlation is weakened by occlusions in plant’s top-view due to leaves 

overlapping. This limitation, also reported by Jung et al. (2015) for lettuce plants at 

advanced stages of development, is encountered with any plant with erectophyle 

architecture (Tackenberg, 2007), and it has been addressed by deploying different 

approaches, as: by side-view imaging configurations, or, rarely, in combination with 

top-view (Pereyra-Irujo et al., 2012); by the use of three dimensional measuring 

instrumentation such as LIDAR (Friedli et al., 2016), stereoscopic or multi-view 

cameras (Rose et al., 2015; Golbach et al., 2016) or ToF cameras (Chéné et al., 2012). 

Mortensen (Mortensen et al., 2018) proposed a proximal sensing using stereo color 

cameras mounted on an agricultural robot for fresh weight estimation of lettuce. The 

obtained sequences of stereo image pairs were used to generate high density lettuce 

3D colored point cloud showed a good correlation with the lettuce fresh biomass 

weight. Therefore, there are several high-time and cost methods focused on the 

detailed 3D reconstruction of plants which, however, require a lot of computational 

time and which are often not applicable in field conditions, especially in real-time, 

because they require the reconstruction of data taken from different views. 

Field-scale data collection with a high level of detail cannot be carried out by one or 

more operators but must be entrusted as a task to an automated unit capable of 

carrying it out autonomously. 
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1.4.3 Automated Data Collection Management 

The integration of automation 

technologies into agricultural 

production processes has garnered 

increasing attention in recent years. 

According to Zhao et al. (Zhao et al., 

2020), this growing interest is 

evident in their historical analysis 

(1950-2017), which examined the 

number of patent and scientific articles related to agricultural robots. Their findings 

indicate that experimental and academic interest in this field began to rise significantly 

around 2009. This increased interest in the subject is also being reflected in the 

market. According to the "Market Report, Agricultural Robots Forecasts" by Global 

Industry Analysts Inc., the global market for agricultural robots reached a value of 13.5 

billion USD in 2023. The market is expected to continue its upward trajectory, with 

projections estimating a significant growth to 40 billion USD by 2028, driven by a 

Compounded Annual Growth Rate (CAGR) of 24.3%.  

The use of automated vehicles in agriculture, compared to traditional machinery, 

offers several advantages. For instance, it extends the operational window for 

agricultural tasks by enabling work both during the day and at night. Additionally, these 

vehicles can operate in fields sub-optimal soil moisture conditions without damaging 

the soil structure, thereby minimizing soil compaction due to their generally lower 

mass compared to traditional agricultural machinery (Duckett et al., 2018). The 

implementation of robots in certain tasks can also yield economic benefits. For 

example, Perez-Ruiz et al. (2014) estimate that the introduction of weeding robots 

could reduce operational costs by approximately 170 USD per hectare. 

In addition to performing physical tasks such as cultivation, treatments, or harvesting, 

agricultural robots can also be employed for continuous monitoring to collect crop, 

environmental, and operational data. This capability enables the optimization of farm 

management, improves the efficiency of input use, supports internal decision-making 

processes, and ensures the quality and safety of agricultural products (Buelvas et al., 

Figure 1. Patent and articles trend related to agricultural 
robots over the last 50 years [Zhao et al., 2020]. 
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2019). The large volume of data on crop morphological characteristics, acquired with 

high temporal resolution, is also utilized in experimental trials, for instance, in genetic 

improvement studies (Pauli et al., 2016). 

The availability of low-cost commercial 3D sensors allows for their integration at a 

reasonable expense, enhancing the monitoring process by providing detailed insights 

into the dynamics of agronomically significant variables such as growth rate, health 

status, and weed infestation levels. This approach offers extremely high spatial and 

temporal resolution and greater accuracy compared to manual data collection. 

Protected environment horticulture, such as tunnel greenhouses, is a high-income 

sector with greater potential for investment, even for farms of similar sizes (Bagagiolo 

et al., 2022). Specific features of this cultivation system, such as physical structures 

that shield crops from rainfall, the regular layout and division of plots, and the 

presence of technological infrastructure, make the integration of automation systems 

more feasible. These characteristics also attract research and development efforts 

aimed at implementing such systems. The European Union’s framework program 

launched in 2010, known as "CROPS" (Clever RObots of croPS), along with other 

initiatives by the United States Department of Agriculture (USDA) that has supported a 

significant number of research efforts aimed at designing intelligent vehicles for 

greenhouse applications. Recent research outputs from both the United States and 

the European Union have contributed to advancements in this field (Zhao et al., 2020). 

The protected cultivation sector is highly diverse in terms of agricultural practices, 

presenting a significant challenge for designers and researchers. Ensuring the 

economic viability of robotic systems will require developing solutions that are 

reconfigurable and adaptable to various production environments. This 

reconfigurability will be crucial for making such technologies feasible to a wide range 

of farms, including those involved in niche markets with lower production volumes 

(Van Henten et al., 2013). 

1.4.3.1 Examples of Marketed Models 

Despite the diverse range of prototypes developed, the number of agricultural robots 

capable of monitoring crops and performing tasks of limited complexity that are 



30 

currently available on the market remains quite small. One of the main challenges is 

the difficulty in mass-producing machines whose tasks cannot be easily standardized 

and adapted to different agricultural environments. The medium-to-low profitability 

associated with these machines is largely due to the low market value of many 

agricultural products and the strong seasonality in many production areas, which 

would limit the use of such robots (Urrea & Munoz, 2015). Furthermore, these vehicles 

face significant challenges in interacting with human operators, identifying and 

reaching targets, and, most critically, developing truly effective artificial vision 

systems. The improvement of these vision systems is closely tied to advances in 

information integration (Jin Y. et al., 2021).  

For instance, Bechar et al. (2021) compared the coefficient of variation (CV) derived 

from sample distributions of weight estimates produced by machine vision algorithms 

applied to inert targets and agricultural products. The CV was significantly higher for 

the agricultural domain, highlighting the difficulties in recognizing and characterizing 

biological objects, which are inherently more complex and variable than inert targets.  

Despite their limited number, some of the most interesting and advanced semi-

commercial robot models, designed for data collection in horticulture, are briefly 

presented below. The information provided is based on claims made by their 

respective manufacturers. 

Figure 2. Coefficient of variation of objects in different domains [Source: Bechar et al., 2021]. 
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EcoRobotix, a Swiss company, has developed AVO (see Fig. 3a), a robot designed to 

identify weeds and apply herbicides in a localized and precise manner. AVO moves 

autonomously over cultivated areas, operating for up to 8 hours on a single battery 

charge, during which it can cover an area of 5 hectares. Its operational time is further 

extended through the integration of solar panels that support the robot's energy 

system. Another advanced robot is Dino (see Fig. 3b), developed by the French 

company Naïo Technologies. Dino is capable of recognizing weeds using RGB stereo 

cameras and performing mechanical weeding between crop rows with an accuracy of 

50 mm. Its positioning is ensured by an RTK-GPS receiver, and it has a working capacity 

of 4 hectares per day. In the Netherlands, HortiKey has introduced the Plantalyzer (see 

Fig. 3c), a monitoring system designed to estimate key parameters such as the 

quantity and ripeness of tomatoes. This system uses color and depth image 

processing powered by machine-learning algorithms. The price of the Plantalyzer is 

available upon request. Korechi Innovations Inc. offers the RoamIO Series (see Fig. 

3d), a robot capable of collecting soil data using electromagnetic induction probes, 

assessing crop health, and producing yield estimates through multispectral sensors. 

Navigation is based on an RTK-GPS receiver, supported by a LiDAR sensor, and the 

robot has a working capacity of 4 hectares per day. In Australia, AGERRIS has 

developed The Digital Farmhand (see Fig. 3e), a robot that collects crop data, assesses 

crop health and yield, and uses deep-learning models to process stereo RGB images. 

This system also enables the identification of weed species. When equipped with solar 

panels, the robot’s battery can achieve an autonomy of 15 hours, with a working 

capacity of 3 hectares per day, supported by RTK-GPS corrected GNSS signals. Lastly, 

the Small Robot Company from the UK has introduced Tom (see Fig. 3f), a robot that 

monitors crop health, growth parameters, yield predictions, and weed pressure using 

reprocessed RGB and hyperspectral images through machine-learning systems. Tom 

has a working capacity of 20 hectares per day. 
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Figure 3. Examples of agricultural robots currently on the market. 
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1.5 The Problem of Weeds in Agriculture 

Weed control has been a critical challenge in agricultural practices since ancient 

times (Scavo & Mauromicale, 2020) and remains a pertinent issue today. Weeds are 

among the primary factors contributing to potential yield reductions in crops, 

alongside pathogens such as fungi, bacteria, viruses, and animal pests including 

insects, rodents, nematodes, and mites. On a global scale, average potential losses in 

agricultural production due to weed pressure have been estimated at approximately 

34%, which is nearly double the losses attributed to animal pests (18%) and those 

caused by other pathogens (16%) (Oerke, 2005). The yield reduction primarily arises 

from the ability of weeds to directly compete with crops for essential resources 

needed for growth, such as nutrients, water, sunlight, and space (Slaughter et al., 

2008). However, the extent of yield reduction varies depending on several factors, 

including the crop species, weed population, weed density, the timing of weed 

emergence relative to the crop, and the cultivation practices employed. 

In addition to direct competition, the presence of weeds can lead to other indirect 

management challenges. One of the key challenges posed by weeds is the presence 

of a seed bank in the soil, which consists of all the potentially viable seeds that have 

accumulated over time and can remain dormant for several years until conditions 

become favorable for germination (Trognitz et al., 2016). Seeds of weed species often 

exhibit dormancy, leading to staggered seedling emergence, which complicates the 

timing and planning of effective control measures and prolongs the persistence of 

weeds in the field. Therefore, it is crucial to effectively and promptly manage weed 

growth, ensuring that they are controlled before reaching the reproductive 

phenological stage. If weeds are allowed to produce seeds, this would further refill the 

seed bank, exacerbating the problem. 

Additionally, weeds can release secondary metabolites into the soil, known as 

allelopathic substances, which can interfere with the physiology of crops and reduce 

their vigor (Farooq et al., 2020). Weeds can also serve as intermediate hosts for various 

pests, providing a refuge for overwintering and subsequently attacking subsequent 

crops. Furthermore, they possess the ability to thrive across a wide range of 

environmental conditions, including those that are potentially unfavorable (Chauhan, 
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2020). This adaptability suggests that, in the future, considering the impacts of ongoing 

climate change weeds may further enhance their competitive ability. Consequently, it 

is anticipated that greater quantities of herbicides will be required, and their 

effectiveness will become increasingly crucial (Tudi et al., 2021), alongside the 

diversification of weed management strategies. 

Another critical issue is the potential health risk to consumers due to the accidental 

contamination of crops by weeds. In horticulture, particularly in the production of leafy 

greens, there is a concern about the contamination of harvests by weed species that 

contain toxic compounds (Stephens, 1982). If these toxic substances are ingested, 

they can pose serious health risks, leading to the rejection of entire production 

batches if contaminated weeds are detected, resulting in significant economic losses. 

In addition, insufficient weed management can elevate the risk of food contamination 

by mycotoxins, which are compounds with harmful health effects (Peles et al., 2021). 

These challenges underscore the ability of weeds to compete with crops, leading not 

only to reduced yields but also to increased production costs and management 

complexity. Achieving effective weed control is therefore essential for sustainable 

production, both in terms of quantity and quality, especially considering the goals set 

for 2050 (Westwood et al., 2018). 

Regarding the quantitative aspect of agricultural production, weed-related yield 

reductions have been estimated at around 23% for wheat, 37% for both rice and 

soybean, 40% for maize, 36% for cotton, and 30% for potatoes (Esposito et al., 2021). 

Some studies suggest that these percentages could be even higher. For instance, 

Zohaib (2016) estimates that wheat yield losses due to weed competition can range 

between 25% and 30%. Similarly, uncontrolled weed growth during the critical phase 

of wheat development can lead to yield reductions of up to 60% (Gharde et al., 2018). 

Other studies indicate that intense weed pressure can reduce maize yields by up to 

60%, and under certain conditions, even by as much as 85% (Jain et al., 2022; Pant et 

al., 2021). This yield reduction phenomenon affects food prices and has implications 

for food security. The anticipated population growth in the coming decades will 

certainly increase the demand for food, a demand that will be challenging to meet 
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given the current global agricultural production system. Increasing crop yields is 

therefore crucial, as land is a limiting factor while demographic growth continues 

unabated. 

1.5.1 Main Weed Control Techniques 

The most commonly used techniques for controlling weed development and reducing 

competition with crops are categorized primarily based on the type of action 

performed, and are classified into mechanical, physical, biological, and chemical 

methods. 

Mechanical control methods involve the use of tools to manage weed growth through 

direct contact with the weed or the soil. The number of interventions required and their 

intensity depend on the quantity and developmental stage of the weeds (Vijayakumar 

et al., 2023). These interventions can be performed either in the absence of crops 

(such as plowing and rotary tilling) or in the presence of crops (such as harrowing and 

hoeing) and are often part of broader field operations necessary for crop management 

(Scavo & Mauromicale, 2020). Generally, mechanical methods have some limitations, 

such as high initial costs for purchasing specialized machinery, labor and fuel costs, 

limited effectiveness on weeds between rows, and a strong dependence on soil and 

climatic conditions which can affect the timeliness of interventions, as well as the 

weed species and their growth stage (Scavo & Mauromicale, 2020). 

The main factors leading to the use of mechanical methods include the emergence of 

resistance in weeds to chemical molecules and the lack of effective active ingredients 

for certain crops or with new mechanisms of action (Busi et al., 2013). Despite its 

complexity, mechanical weeding can still be considered a valuable tool in 

complementing chemical weed control within an integrated crop management 

system. 

The most adopted physical method for weed control is mulching. This technique 

involves covering the soil with plant residues or, more often, with plastic material to 

physically prevent or obstruct the germination and emergence of weeds. The use of 

plastic film mulching is frequently employed to contrast weeds in the cultivation of 
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horticultural crops such as tomatoes, peppers, or eggplants. This method is much 

more effective against annual weeds compared to perennial (Gnanavel, 2015) and has 

some operational drawbacks that may limit its applicability in all contexts. For 

instance, the need to remove the plastic material at the end of the growing season 

requires additional manual labor for installation and disposal, making it not always 

economically sustainable. Furthermore, plastic films must be disposed of in dumps, 

and their contamination often necessitates further washing and purification before 

recycling, thereby increasing the environmental impact of these solutions (Cozzolino 

et al., 2014). 

Other physical methods also exist, which utilize heat to alter the physiological 

functions of weeds. These methods can be applied through direct and indirect 

approaches. Direct methods include flame weeding, solarization, and steam 

application (Chauhan, 2020). Indirect methods do not involve physical contact; 

instead, heat transfer is achieved using microwaves, ultraviolet light sources, or 

lasers, although the latter are still in experimental stages. 

Regarding biological methods, cover crops (living mulch) are used. These are 

intercultural crops that provide a wide range of ecological services to the cropping 

system, including nutrient enrichment, capture and recycling, organic matter addition, 

soil erosion reduction, and control of pathogens and weeds. During the vegetative 

phase of the cover crop, the weed suppression effect occurs mainly in two ways: the 

first is through direct competition with the weeds, while the second is due to potential 

allelopathic interactions between the weed population and the cover crop (Scavo et 

al., 2019). Chemical control methods will be addressed in a dedicated section with 

more in-depth analysis. 

1.5.2 Chemical Weeds Control 

Chemical control methods comprehend plant protection products, a category of 

substances commonly referred to as agrochemicals, which includes herbicides, 

insecticides, fungicides, rodenticides, molluscicides, and nematicides. 

Agrochemicals have historically played a crucial role in the advancement of 

agriculture by mitigating crop losses and enhancing yields. Global production of 
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agrochemicals has grown at an annual rate of approximately 11%, increasing from 0.2 

Mt in the 1950s to over 5 Mt by 2000 (Tudi et al., 2021). 

Following their introduction in the 1950s, herbicides quickly became the predominant 

method for controlling weeds in conventional agricultural practices (Kudsk et al., 

2003). The significant advantage of chemical weed control lies in the ability of 

herbicides to selectively remove weeds from cultivated fields, thereby improving 

productivity efficiency and reducing both costs and management complexity. 

Consequently, their use is widespread on a global scale (Oerke, 2005). 

In conventional agricultural practices, herbicide application can be performed either 

on the soil or via foliar methods. Soil applications include surface applications, aimed 

at preventing weed germination in the upper soil layer; subsurface applications, where 

herbicides are injected into the lower soil layers at various points, either manually or 

with machinery; and band applications, utilizing bar sprayers. Foliar applications are 

carried out using a sprayer and can be either uniformly distributed over the entire 

treatment area (non-localized distribution) or localized directly between crop rows. 

Uniform spraying generally requires less investment in equipment compared to site-

specific management methods, which may involve procedures that could delay 

intervention. However, a significant drawback of this method is the use of large 

quantities of herbicides, which consequently increases environmental impact and 

may cause potential damage to the crop (Vijayakumar et al., 2023). This excess 

application is a function of the percentage of the product that does not reach the target 

and depends on various factors, such as the type of product used, the method of 

application, and the weather conditions at the time of treatment. The portion of the 

product that does not hit the target may affect nearby organisms or disperse into the 

environment, potentially causing adverse effects on non-target organisms within an 

ecosystem, including humans (Bernardes et al., 2015). 

The severity of the issue becomes more apparent considering that many of these 

pesticides have the characteristic of being highly persistent in the environment, 

leading to severe and lasting contamination of agricultural ecosystems. For example, 

chlorinated insecticides can remain detectable on water surfaces even 20 years after 
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their ban (Bachetti et al., 2021). All pesticides present in groundwater and many found 

in surface water bodies pass through the soil. Therefore, in Chapters 6 and 8, where 

algorithms are developed to simulate herbicide treatments, an index was designed to 

assess the amount of herbicide distributed off-target with the aim of assessing the 

environmental impact on soil. This approach seems sensible considering that only 

0.1% of the product applied to the crop reaches the target site where it exerts its 

function; the remainder disperses into the environment (Pimentel & Levitan, 1986). 

The responsible use of herbicides should therefore be as limited and efficient as 

possible to enhance their sustainability (Partel et al., 2019). This concept will be 

explored further in Section 8.5. 

1.5.3 The Herbicide Resistance Phenomenon 

Herbicide resistance is the ability of a weed to survive the application of herbicide (The 

International Herbicide-Resistant Weed, HRAC 2021). This resistance is a natural 

consequence of the selective pressure introduced artificially, which over time favors 

the fitness of populations with genetic configurations that enable survival. The issue 

of herbicide resistance is a significant concern, with approximately 250 weed species 

confirmed to be resistant to one or more active ingredients to date. 

The most crucial classification to address this phenomenon is the one that groups and 

categorizes herbicides based on their site or mode of action. The official body 

responsible for this classification is the Herbicide Resistance Action Committee 

(HRAC), which provides comprehensive guidelines on the potential resistance of 

weeds to the various active ingredients available in the market. This phenomenon 

necessitates farmers carefully consider and evaluate agronomic practices and the 

susceptibility of weeds to herbicides. It is also essential to avoid agronomic practices 

that increase the risk of resistance development, such as the repeated use of 

herbicides with similar mechanisms of action across different seasons, 

monocultures, or crop rotations that rely on herbicides with similar action for weed 

control. Additionally, the lack of integrated weed management practices that 

incorporate non-chemical methods, such as mechanical and physical control, should 

be avoided. 
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The use of herbicide mixtures and the rotation of active ingredients can reduce the risk 

of herbicide resistance in weeds. Additionally, employing new techniques that 

decrease the amount of product applied while increasing the accuracy of distribution 

to the target can also help mitigate this risk (Chauhan, 2020). 

1.5.4 European Regulations on the Use of Plant Protection Products 

To reduce the use of plant protection products in favor of sustainable agronomic 

practices for pest control, the United Nations Conference on Environment and 

Development in 1991 identified Integrated Pest Management (IPM) as the preferred 

strategy for sustainable agriculture (Agenda 21). Following this, the European Union 

pursued a more sustainable use of pesticides through the 2006 Thematic Strategy on 

the Sustainable Use of Pesticides and the adoption of the ‘pesticide package’ in 2009. 

Since 2009, the European Union (EU) has implemented Directive 2009/128/EC on the 

Sustainable Use of Pesticides (SUD). This regulatory framework aims to reduce risks 

to human health and the environment by introducing Integrated Pest Management 

(IPM) to decrease agricultural dependence on plant protection products in EU member 

states. Each member state is required to develop a National Action Plan (NAP) to 

propose measures for achieving the objectives set by the legislation. 

Since 2014, professional users of plant protection products have been required to 

apply the principles of IPM established by the EU (Riemens et al., 2022). IPM, 

mandated by Directive 2009/128/EC, also includes Integrated Weed Management 

(IWM), which plays a crucial role in managing weeds in EU cropping systems. However, 

this approach remains relatively underutilized in developing countries (Scavo et al., 

2020). The goals outlined in the Strategic Plan of Directive 2009/128/EC can be 

achieved through various solutions and complementary approaches, including crop 

rotation, selection of resistant varieties, cultivation techniques, appropriate scouting 

practices, setting treatment thresholds, and applying biocides and beneficial 

organisms (Tona et al., 2017). 

Despite these regulatory interventions, the excessive simplification of cropping 

systems in weed management and the reliance on chemical control methods, 

exacerbated by the continuous and extensive use of a few modes of action, have led 
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to the spread of herbicide resistance and other severe side effects such as soil and 

groundwater contamination, and adverse impacts on non-target organisms (Busi et 

al., 2013). Additionally, the decreasing number of active substances available may 

contribute to the emergence of resistance. The rate of introduction of new active 

ingredients and modes of action is declining, and an increasing number of registered 

herbicides could be banned. According to the European Commission, there were over 

a thousand approved active ingredients in 2001, but this number had reduced to 

around 250 by 2009, and this trend continues to decline. The future of agricultural 

production is therefore threatened both by the emergence of resistance and by the 

reduction in the number of active substances allowed on the market, which could 

further exacerbate the problem. 

The EU's objective also includes ensuring that European citizens have access to 

healthy and sustainable food, setting several targets presented in December 2019 

within the framework of the European Green Deal. This deal aims to mitigate the 

impacts of activities in EU member states to combat climate change and achieve the 

set goals by 2050. Specifically, in December 2019, the European Commission 

introduced the European Green Deal as directly connected to the Commission's 

strategy for implementing the UN Agenda 2030. 

Within this framework, the "Farm to Fork" strategy, published in May 2020, was 

introduced. This strategy addresses environmental and public health issues that 

European society faces, aiming to create a food system that is fair, healthy, and 

environmentally friendly. The key areas of focus are: 

• Achieving more sustainable food production 

• Enhancing the sustainability of food processing and distribution 

• Promoting sustainable food consumption 

• Preventing food losses and waste. 

The strategy sets several targets to be achieved by 2030, such as: a 50% reduction in 

the use of plant protection products; a 20% reduction in fertilizer use; dedicating 25% 

of the EU's arable land to organic farming and a 50% reduction in antimicrobial sales. 
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The impacts of implementing this strategy could be significant in terms of agricultural 

production, use of natural resources such as water, land, and chemical inputs 

(Cortignani et al., 2022). 

The real challenge for modern agriculture is thus to maintain adequate agricultural 

production levels while reducing the use of plant protection products by 50%. 

However, the implementation of the 50% reduction target by 2030 has been 

suspended. On November 22, 2023, the European Parliament rejected the EU 

Regulation proposal on the sustainable use of plant protection products advanced by 

the European Commission with 299 votes against, 207 in favor, and 121 abstentions. 

Efforts have been made to reach an agreement for a more gradual reduction, 

postponing the halving to 2035 instead of 2030, and providing member states with 

some flexibility, with a mandatory national reduction target of 35%. Currently, 

solutions for this issue are still being reviewed. 

1.5.5 Digital Technologies for Weeds Sensing 

Digitalization in agriculture began with the implementation of precision farming 

techniques. The objective of precision agriculture is to optimize crop yields by 

increasing the efficiency of input use, thereby reducing environmental impact and 

input costs. When applied to chemical weed control, precision agriculture maximizes 

the efficiency of herbicide use by employing a combination of sensors and actuators. 

Sensors capture the spatial variability of weed infestations, while actuators precisely 

control the distribution of the herbicide, applying it only where necessary. 

The more recent development of Agriculture 4.0 continues to follow the principles of 

sustainability, efficiency, and Site-Specific Weed Management (SSWM) introduced by 

PA. However, it incorporates advanced digital technologies, including IoT and AI. 

These technologies interconnect sensors deployed in the field, on machinery, and 

within the farm enterprise to analyze large volumes of data at high speeds. They 

support strategic planning and decision-making across the entire agricultural supply 

chain, from the field to the consumer. The analysis of this data aims to enhance not 

only the efficiency of specific processes but also the overall operational effectiveness 

of the farm system. Given the importance of these advancements, regulations are 
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already in place to encourage the adoption of such technologies through targeted 

funding. 

Additionally, the use of agricultural robots is gaining traction, particularly in countries 

such as the United States, France, and the Netherlands. These robots are designed to 

optimize crop management and reduce costs by performing tasks that require minimal 

decision-making. They can automate and schedule various agricultural operations, 

including mechanical weeding, where they are most used, harvesting, and, in some 

cases, soil tillage (Sozzi, 2021; Hunter et al., 2020). 

1.5.6 Site-Specific Weeds Management (SSWM) 

Site-Specific Weed Management primarily relies on technologies capable of analyzing 

weed infestation levels in the field and assessing their spatial and temporal variability 

to plan precision weeding treatments. This type of analysis has been the subject of 

various studies (Gerhards & Oebel, 2006; Berge et al., 2012) that aimed to employ 

different technologies to detect weeds and apply herbicides with variable and spatially 

differentiated doses based on presence, concentration or group. Improved treatment 

localization increases its effectiveness and reduces the environmental impact of the 

operation. 

The application of this methodology involves conducting monitoring using various 

types of sensors to assess crop development and the level of infestation. Unmanned 

Aerial Vehicles (UAVs) are commonly used for this purpose (Rasmussen et al., 2013; 

Torres-Sánchez et al., 2013). UAVs, which are now relatively inexpensive, are 

employed for aerial surveys to quantify weed pressure or provide an indication of crop 

vigor through related vegetative indices (Hunter et al., 2020), aiding in the creation of 

prescription maps for subsequent interventions. The delay between data collection, 

processing, and actual treatment can negatively impact the timeliness of the 

intervention. Post-processing methods are associated with high costs because they 

require, both for the survey and during implementation, high-accuracy positioning 

systems (GPS-RTK) that are costly. 
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Conversely, real-time data processing (online or on-the-go) is now more feasible 

thanks to technological advances in areas such as sensor technology, 

microcontrollers, computers and hardware. These advancements have made it 

possible to obtain setups that can acquire and process field images in real-time at 

reasonable costs, making the process economically sustainable, flexible, and rapid. 

Weed detection algorithms involve two main processing steps. The first step is 

thematic segmentation, which separates vegetation (foreground) from the 

background based on color information or spectral signatures obtained from multi- or 

hyperspectral sensors. The second step involves classifying the vegetation pixels into 

two categories: crops and weeds. This classification is achieved using various 

algorithms that can consider color features (identifying spectral differences between 

weeds and crops), morphological features (such as shape, structure, and size), and 

positional features (e.g., the relative position within the field). 

The following sections will present comparisons regarding the two main methods used 

in digital image processing. Chapter 5 will compare the segmentation capabilities of 

images acquired via UAV at an altitude of 40 m with those obtained from proximal 

images taken from 2 m from the ground. The topic of vegetation pixel classification will 

be addressed by presenting two algorithms that use RGB images in Chapter 6, while 

another algorithm using a 3D stereo camera to enhance segmentation capabilities, 

particularly in scenarios with high weed presence, will be discussed in Chapter 8. 

1.5.7 Field-Scale Data Acquisition for SSWM Management 

In recent years, the public's interest in reducing the environmental impact of 

production activities (van Bussel et al., 2022) has led consumers to become more 

aware and attentive in their product choices, favoring those characterized by greater 

sustainability.  

In the agricultural production sector, the introduction of PA techniques has enabled 

the planning of field operations with a high degree of localization, as exemplified by 

precision spraying during chemical weeding operations. Such operations require the 

use of machinery, either mounted or self-propelled, needs highly representative and 
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spatially accurate data inputs to function correctly and achieve their intended 

purpose. 

Currently, one commonly used technique for collecting field-scale data in this context 

involves the use of unmanned aerial vehicles (UAVs) to conduct aerial surveys and 

generate thematic maps based on information obtained from onboard sensors. The 

purpose of the aerial survey is to generate a map of the area through the ortho-mosaic 

of images acquired during the flight. This map must then be processed using 

geostatistical software - such as ArcGIS or QGIS - to obtain useful information for the 

localized management of subsequent high-precision operations. 

A variable considered in literature for estimating weed pressure in the field is the 

Fractional Green Canopy Cover (FC) (Zhang et al., 2018). FC is based on calculating 

the percentage of surface area covered by vegetation at a given time by discretizing the 

overall area into homogeneous sub-areas, that represent the spatial resolution of the 

treatment. Generally, the trend of this variable is a function of the crop type and its 

phenological stage at the time of the survey. The degree of infestation within each 

sampled area is estimated by observing the excess deviations of FC levels compared 

to those measured in a control area, where weeds have been removed. Depending on 

how much infestation can be tolerated by the farmer, a maximum FC threshold is 

determined, and all sampled sub-areas with a value exceeding this threshold are 

considered critical and thus require treatment. This generates the prescription map 

containing all the information needed to manage the localized intervention by the 

precision machinery. 

Although the use of UAVs ensures a short monitoring operation time, it presents 

certain challenges, primarily the high cost required by a specialized operator, usually 

external to the farm ( > 1 k€), for conducting the survey and creating the map. If the 

operation is performed by internal farm personnel, the costs remain high due to the 

potential purchase of the UAV, necessary licenses and insurance, and the acquisition 

of a high-performance computer needed to reduce the map processing time, which 

remains relatively high, on the order of hours per hectare, delaying the subsequent 

intervention. 
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1.5.8 3D Sensing in Agriculture 

Recent advancements in 3D sensing technologies have shown significant potential for 

agricultural applications (Gregorio & Llorens, 2021). These sensors provide essential 

depth information, enabling automation and robotics in agriculture, particularly in 

areas such as crop management, vehicle navigation, and livestock management 

(Vázquez-Arellano et al., 2016). 

3D imaging techniques in agricultural applications include various sensors that use  

different technologies and operational principles. These techniques primarily include 

Light Detection And Ranging (LiDAR), multiview 3D imaging systems (such as Structure 

from Motion (SfM) or stereo vision systems), and Time of Flight (ToF) based 3D imaging 

(Xiang, 2023). However, some of these techniques are not suitable for field surveys 

intended for real-time image processing. 

LiDAR sensors offer a long working distance, but high-resolution systems are 

expensive and generally have lower point cloud density. These sensors are used in 

autonomous vehicle navigation applications, particularly for Simultaneous 

Localization And Mapping (SLAM) (Xiang, 2023). In this study, LiDAR sensors were 

employed for the same purposes, specifically in Chapter 4, which involves automated 

data collection using an Unmanned Ground Vehicle (UGV) navigating within a map 

using the SLAM method. However, a significant limitation of LiDAR technology for 

vegetation sensing is its inability to capture color information, which makes it 

challenging to accurately segment vegetation points based solely on spatial location. 

Nonetheless, LiDAR has been utilized in various studies for less complex 

measurements, such as crop height estimation (Liu, 2018) with an error of 12.7%, crop 

row detection algorithms for under-canopy navigation (Gai et al., 2021) capable of 

identifying the position of crop rows with an mean error of 3.4 cm and 3.6 cm in maize 

and sorghum fields, yield estimation (Feng et al., 2019) with an error of 12.7% and 

biomass estimation (Hütt et al., 2022). 

Regarding the SfM technique, 3D reconstruction is achieved by using a series of 

sequentially captured RGB images to generate a full surface profile of the object of 

interest. These systems are commonly used in acquisitions performed with UAVs to 
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monitor large areas quickly using RGB or multispectral sensors (Remondino et al., 

2012). The primary limitation of SfM is its requirement for a substantial number of 

images from different viewpoints and a considerable amount of computational time, 

making it suitable only for post-processing applications. 

Given the characteristics of the primary 3D sensing methods, only those capable of 

real-time data processing will be considered for this work: specifically, stereo vision 

systems and Time of Flight (ToF) based imaging. ToF sensors were chosen due to their 

low cost (ranging from €100 for the Kinect V2 to €400 for the latest high-resolution 

Microsoft® Azure Kinect). Typically, depth images acquired with these sensors have 

limited resolution and moderate measurement accuracy, and performance can be 

affected by the material properties of the object's surface and environmental lighting 

conditions. 

Stereo imaging systems are also relatively affordable (ranging from € 300 to € 800 

depending on the manufacturer and the performance of the device) and, unlike ToF 

sensors, can be used both indoors and outdoors. These systems acquire depth 

information by using the disparity between images captured from two different 

viewpoints (in this case, the left and right cameras), based on triangulation principles. 

Traditional stereo matching algorithms can be classified into three categories: local, 

global, and semi-global methods (Zhou et al., 2020), each with varying execution times 

and result quality. Additionally, recent advancements have introduced deep learning-

based stereo matching algorithms to improve performance, although these methods 

still produce relatively inaccurate reconstruction results in texture-less, reflective, 

and occluded regions (Zhang et al., 2019). The accuracy of measurements depends on 

the stereo matching results, which are influenced not only by the chosen method but 

also by the lighting conditions and the type and abundance of visible textures in the 

scene. 

The integration of RGB-D technology into the agricultural domain holds significant 

potential for enhancing performance in common vision-based tasks such as object 

detection and semantic segmentation (Kurtser & Lowry, 2023). Literature provides 

several examples of applying these sensors in agriculture. Depth information is utilized 
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for autonomous navigation and robotic applications to detect obstacles (Skoczeń et 

al., 2021). Wang employed RGB-D data to model the workspace of harvesting robots 

in apple orchards (Wang et al., 2022) and You developed a pruning robot for apple 

orchards using RGB-D technology (You et al., 2020). Similar robotic harvesting 

approaches have been explored for other crops, including grapes (Peng et al., 2021), 

cotton (Fue et al., 2020), and bananas (Lin et al., 2022 [1]). Additionally, Lin utilized 

RGB-D data to perform cone and cylinder fitting for maize organ segmentation in high-

throughput phenotyping (Lin et al., 2022 [2]). 

3D sensors have shown also promising applications in weed management and 

research. These sensors can overcome limitations of 2D imaging by providing depth 

data for accurate plant modeling (Dobbs et al., 2022). The RGB-D data has also 

demonstrated higher recognition rates for weeds in wheat fields, particularly for grass 

weeds that are visually like wheat (Xu et al., 2020). These advancements in RGB-D-

based weed detection contribute to the development of more accurate and robust 

computer vision systems for smart farming applications.  

Some studies have utilized plant height and spacing information to distinguish 

between crops and weeds (Yong Chen et al., 2013). These systems have shown high 

detection rates for crop species such as broccoli and soybean, facilitating automated 

weeding operations. The technology enables spatiotemporal mapping of weed 

populations, targeted site-specific weed management, and monitoring of cover crop 

performance for weed suppression. Such advancements offer significant potential for 

reducing herbicide use, mitigating herbicide resistance, and enhancing environmental 

health in agricultural systems (Dobbs et al., 2022; Andújar et al., 2016). Systems based 

on Convolutional Neural Networks (CNNs) have achieved high accuracy in identifying 

various crops and weed species, with accuracy rates ranging from 77% to 98% 

(Peteinatos et al., 2020). 

Moreover, in addition to high-throughput crop phenotyping applications, 3D imaging 

techniques have also been employed in the animal science sector to enhance animal 

production management (Vázquez-Arellano et al., 2016). Bezen utilized RGB-D 

cameras to monitor individual cow feed intake in open cowshed conditions (Bezen et 
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al., 2020). Na, instead, applied 3D sensing to predict cattle weights (Na et al., 2022), 

while Mortensen developed a system for predicting broiler chicken weights in the 

poultry industry (Mortensen et al., 2016). 

1.6.9 3D Weed-Crop Characterization for Target Detection 

To classify and discriminate between a crop and the weeds present, it is necessary to 

characterize its salient geometric features, which can make this process more 

accurate than using 2D images. In this sense, 3D sensors can be useful for the 

geometric characterization of vegetation. In this work, it was chosen to characterize 

maize as a crop and some of the most common weeds. 

Maize occupies a pivotal role in global agricultural production (Yu et al., 2021). This 

versatile crop is utilized for various purposes, including food and animal feed 

production, as well as energy generation (Klopfenstein et al., 2013). Maize is typically 

grown in rows with a spacing of approximately 0.7 - 0.75 m, depending on sowing 

density. This wide inter-row spacing increases the crop's vulnerability to weed 

competition, particularly during the early stages of growth (Iqbal et al., 2020). Weeds 

can significantly threaten maize yields by competing for space and environmental 

resources (Sharma et al., 2022). Weed control in maize is commonly managed by 

means of herbicides, which can be applied either pre-emergence or post-emergence. 

Pre-emergence treatments protect the developing corn plants from early weed 

competition (Abdallah et al., 2021), whereas post-emergence applications allow for 

adjustments based on the observed weed spectrum and overall pressure at the time 

of treatment (Alptekin et al., 2023). Timing is critical, as herbicides are most effective 

when weeds are not too advanced in their growth (Klopfenstein et al., 2013; Dewar, 

2009). Therefore, the timeliness and localization of herbicide application are crucial 

factors for effective weed management. The objective of an effective weed control 

intervention involves, following pre-emergence treatment, the precise and localized 

application of herbicides during the post-emergence phase. This approach aims to 

reduce chemical inputs, enhance efficiency, and ensure greater economic and 

environmental sustainability. 
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To achieve automated high-precision treatments, such as patch or micro-spraying, it 

is essential to develop algorithms capable of distinguishing between weeds and crops 

with both accuracy and speed, suitable for real-time applications. This method offers 

improved accuracy compared to using color channels alone, particularly in scenarios 

with significant weed presence. 

Characterization of plant structure is possible by extracting geometric features from 

individual plants or from specific sampled areas as in the case of monocots where 

isolation of a single individual is not always achievable. The morphological data used 

in the process of discriminating between crops and weeds could also be used to 

assess the vigor of the crop or to identify areas where planting or emergence has not 

taken place by monitoring in conjunction with the herbicide application process. 

In the phenotyping experiment in Chapter 4, a ToF sensor was used in greenhouse 

conditions, which serves as an intermediate environment between full-field and 

indoor conditions. The high solar radiation, which interferes with the sensor’s 

operation by introducing noise and reducing measurement accuracy, is partially 

mitigated by the plastic film covering the structure. Additionally, during the analysis 

phase, a gradient-based filter and a suitable region of interest (ROI) are applied to 

reduce the impact of noise. This approach helps to exclude edge areas, which are 

known to be more affected by noise. 

In the field experiment in Chapter 8 aimed at weed detection, the Stereolabs ZED 2i 

stereo camera was used, equipped with polarizing filters to minimize glare. The 

environment in this scenario features high granularity due to the abundant textures of 

plants and soil, making the images suitable for this type of processing. This sensor is 

already utilized in PA applications, installed on commercial Monarch Tractors Mark-V 

models, and is currently integrated into operations at vineyards, orchards, and dairy 

farms for various purposes including automated management and safety at work. The 

use of the RGB-D sensor significantly contributes to characterizing the overall 

structure of the various species providing morphological parameters to complement 

colorimetric data. In field trials, these parameters will be used together with positional 
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parameters - such as row position and regularity, typically used in the discrimination 

process with RGB images - to optimize the discrimination process. 

1.6.10 Actuation in Precision Spraying 

In the context of precision chemical weeding, the ability to detect the presence of 

potentially infested areas or individual targets for treatment is, by itself, not quite to 

effectively address the issue of weeds. This capability must be coupled with an 

implementation system capable of delivering the appropriate amount of herbicide 

with a high degree of spatial accuracy. This is a critical factor for the successful 

execution of the weeding operation and for enhancing the environmental sustainability 

of such interventions. 

This task in the field is assigned to precision sprayers, machines designed to transport, 

dose, and distribute a liquid mixture of water and herbicide. Broadly, two families of 

sprayers can be distinguished, each suited to different types of crops: boom sprayers, 

which are used for herbaceous crops, and atomizers, which are employed in 

treatments for tree crops. For the purposes of this work, reference will be made to 

machines dedicated to herbaceous crops. 

The main components that constitute a sprayer are common across all types and 

primarily include the following: 

• The tank, typically made of corrosion-resistant plastic, contains internal 

agitation mechanisms designed to maintain the homogeneity of the mixture to 

be distributed. These agitation systems are usually hydraulic, utilizing a portion 

of the flow that is recirculated within the tank itself, or in some cases, agitation 

is achieved through the activation of mechanical devices specifically designed 

for this purpose. The machine is also equipped with one or more auxiliary tanks 

containing clean water for washing and ensuring operator safety. Additionally, 

there is a pre-mixing tank that facilitates the loading of the active ingredient and 

its mixing with dilution water, as well as a cleaning tank connected to the 

hydraulic circuit, which is used at the end of the operation. 
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• The hydraulic circuit, whose function is to transport the mixture from the tank 

to the spray nozzles. This circuit may include manually or electrically actuated 

valves to isolate branches of the system from the flow, as well as filters both at 

the pump intake and along the supply lines to the individual distribution 

branches. 

• The pump, driven by the tractor's power take-off (PTO), provides the necessary 

energy for the liquid to reach the distribution components, overcoming the 

resistance and friction encountered by the fluid along its path. 

• The regulation system, which is essential for controlling the flow rate and 

distribution pressure, can be either mechanical or electronic. Among 

mechanical systems, the most common is a constant pressure system based 

on a pressure regulation valve (pressure switch) that, in combination with a 

constant flow rate, ensures uniformity and accuracy in dosage distribution. 

When the circuit pressure exceeds the set value, the valve opens, releasing the 

excess flow into the tank's return circuit. 

Electronic regulation systems, on the other hand, are based on electronic 

control units connected to sensors that monitor the machine’s forward speed 

and the circulating flow rate (flow meter). In these cases, excess flow regulation 

is managed by electrically operated valves that control the return flow 

recirculated into the tank. Such systems can maintain a constant dose even 

with variations in the tractor’s speed, and they allow for real-time adjustments 

to the dose during operation, as the configuration can be modified directly from 

the tractor cab. 

• The spray nozzles, located at the terminal parts of the system, are mounted on 

the distribution boom and serve to atomize the mixture into a spray. This 

atomization can occur through various methods, with the most common being 

the pressurized passage of the liquid through the nozzle orifice. Different types 

of nozzles correspond to varying droplet sizes (diameters) and droplet 

population. Once a specific nozzle model is selected, it is possible to adjust, 

within certain limits, the dosage and the characteristics of the droplet 

population by regulating the pressure. Increasing the pressure typically results 
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in smaller droplet diameters, while decreasing the pressure produces the 

opposite effect. 

Nozzles can be classified according to the shape of the spray they produce, 

with flat fan nozzles and cone nozzles being the most common. Additionally, 

there are specialized nozzles, such as double fan nozzles, designed to enhance 

penetration of the treatment in dense vegetation or when vertical surface 

coverage is required. 

Anti-drift nozzles are also available, which significantly reduce the fine droplet 

population by incorporating air into the spray. This reduces the drift effect, 

which can cause a mismatch between the intended treatment area and the 

actual distribution, thereby increasing environmental impact due to off-target 

application and compromising weeding efficacy. To further mitigate drift, 

pneumatic spray nozzles can be used, where the liquid exits at low pressure 

from a slit and is propelled by a high-velocity airstream generated by a fan. The 

airflow both atomizes the mixture and transports it to the target, minimizing 

drift. Pneumatic atomization is particularly used in mist blowers, as it allows for 

the formation of spray patterns tailored to the specific needs of dense crop 

canopies. 

1.6.11 Technological Steps of Actuation in Precision Spraying 

In recent years, research on these machines, in line with the broader trend of reducing 

the environmental impact of agricultural activities, has led to various innovations 

aimed primarily at increasing input efficiency. This improvement in efficiency is 

achieved through enhanced spatial accuracy in the distribution process using variable 

rate technology, which in turn enables a reduction in both the cost of the distribution 

operation and its associated environmental impact. 

Technology that has been applied across various operations, from planting to the 

distribution of phytosanitary products, involves the use of assisted guidance systems. 

Assisted steering enable the operator to accurately maintain a predetermined straight 

trajectory during operations, aiming to reduce overlaps and avoid leaving gaps 

between passes. This effectively prevents the application of a double dose in 
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overlapping areas and ensures that no treatments are missed in the gaps between 

separate passes, ensuring a high degree of optimization of the distribution process 

and thus a reduction in the quantities used without limiting the treatment effect. A 

similar effect has also been achieved through the more modern spatial control of 

individual boom sections (Scarafone et al., 2021). 

Other technological applications have focused on optimizing management at the 

individual nozzle level. For example, the introduction of solenoid valves within the 

circuit allows for automated control of individual nozzles, adjusting their operation 

based on feedback from forward speed (obtained through sensors such as encoders, 

ultrasonic devices, or high-accuracy GPS-RTK receivers). This enables proportional 

adjustment of the distributed volume in relation to the tractor's speed, ensuring 

uniformity in the applied dose (Electronic Proportional Application Distribution, or 

DPAE). This method is also employed during the execution of curvilinear trajectories, 

allowing for volume adjustment at each nozzle based on the tangential speed relative 

to the center of rotation of the trajectory (Fabula et al., 2021). 

Advanced nozzles are individually controlled to manage and modulate their opening 

through Pulse Width Modulation (PWM) signals. PWM is a widely used technique for 

controlling the power delivered to electrical devices, particularly motors, LEDs, and 

other components reliant on power. It functions by varying the duty cycle of a digital 

signal, which represents the ratio of "high" time to the total period of the signal. In a 

typical PWM signal, power is rapidly switched between high and low states, allowing 

the output to approximate an analog voltage through time-averaged signaling. The key 

parameter in PWM is the duty cycle, expressed as a percentage; a higher duty cycle 

indicates that the signal remains high for a larger portion of the period, resulting in 

greater power output. 

Precision spraying treatments require algorithms for recognizing weeds based on their 

location, vegetation indices, or artificial intelligence systems. Recent field 

applications focus on solutions aimed at enhancing the localization and spatial 

resolution of treatments, primarily addressing this issue through two sensing 

methodologies discussed in the comparative study conducted in Chapter 5.  
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The first sensing strategy involves the post-processing of images obtained from aerial 

surveys using UAVs to generate georeferenced maps, which serve as the basis for 

creating prescription maps for targeted interventions. These prescription maps 

typically allow uniform treatment of areas approximately one square meter or slightly 

larger, depending on the spatial resolution of the sprayer, which is influenced by the 

distance between nozzles and their responsiveness. 

The second strategy, named micro-spraying, is more sophisticated and involves 

ensuring that each actuator has a narrower working width while being capable of 

activating nozzles selectively along the direction of travel. This approach enables 

targeting of identified weeds with significantly higher accuracy, moving away from the 

fixed grid pattern typical of patch-spraying. 

The increased computational capacity of microcontrollers and single-board 

computers, which are now relatively inexpensive (e.g., Raspberry Pi, Jetson Orin, etc.), 

has facilitated the experimental development and integration of complex algorithms 

capable of performing imaging techniques, incorporating classifiers, object detectors, 

and artificial intelligence models with relative ease. This hardware can also directly 

control the operation of end effectors by generating digital signals or transmitting 

information via standardized protocols such as USB, I2C, SPI, as well as CAN BUS and 

ISO BUS, which are the standards adopted in agricultural machinery. 
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2 Materials used during PhD activities  

In this general materials section, only the sensors and other hardware components 

and software tools used in the various experiments are presented. These are 

introduced once in the introductory part of the thesis. 

2.1 ToF 3D Camera (Microsoft KINECT V2) 

The Kinect is a low-cost depth sensor originally designed as an interactive controller 

for video games. However, due to the availability of libraries, drivers, and a dedicated 

Software Development Kit (SDK), it is frequently used in experimental contexts. This 

device features both a color camera (RGB) and a depth camera (D), which measures 

distance using a signal emitted by an infrared projector.  

2.1.1 Operational Principles of Time-of-Flight (ToF) Sensors 

Time-of-Flight (ToF) sensors measure distance (d) by determining the time it takes for 

a light signal to travel from the sensor to an object and back. Specifically, infrared (IR) 

ToF sensors, such as those used in the Kinect V2, utilize IR light for distance 

measurement. The sensor emits a modulated infrared light signal, which travels 

through the air, reflects off the object’s surface, and returns to the sensor. The sensor 

then detects the returned light and measures the time interval (Δt) between the 

emission and reception of the signal. The distance (d) to the object is calculated using 

the speed of light (c), based on the following formula: 

𝑑 =  
𝑐 · 𝛥𝑡

2
      

Figure 4. ToF Microsoft Kinect V2 sensor [Source: Brancati et al., 2018]. 
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2.1.2 Pros and Cons of using ToF sensors 

The main advantages of ToF sensors include their ability to achieve high-precision 

distance measurements, often with millimeter-level accuracy. Additionally, they can 

measure distances with a high frequency, which makes them ideal for real-time 

applications. Unlike stereo vision systems, ToF sensors offer direct distance 

measurements without the need for complex image processing algorithms, 

simplifying the data acquisition process and enhancing efficiency. 

However, the primary drawbacks of ToF sensors include a limited range, particularly 

when dealing with highly reflective or absorptive materials. While they are generally 

less affected by ambient conditions than passive systems, strong IR light sources such 

as sunlight can still interfere with their performance. Moreover, the constant emission 

and detection of IR signals can result in higher power consumption compared to some 

other distance measurement methods and typically have lower resolution compared 

to high-resolution color cameras, which can reduce their effectiveness in applications 

requiring detailed imaging. 

In summary, these sensors offer a reliable solution for distance measurement and 3D 

mapping, with a balance between accuracy, speed, and functionality across different 

lighting conditions. Nonetheless, their performance may be affected by limitations in 

range, susceptibility to ambient light interference, and lower resolution. 

2.1.3 Data Output 

The raw output generated by the sensor is organized into two matrices: one 

representing color information (RGB) with dimensions 1080 by 1920 by 3 and a 'uint8' 

format, and another matrix representing distance data (D) with dimensions 424 by 512 

and a 'uint16' format, derived from the sensor's respective optical channels. By 

merging the data from these two matrices, a point cloud can be created where each 

individual point in space is characterized by a vector containing both spatial 

coordinates [X,Y,Z] and colorimetric coordinates [R,G,B]. 

Given that the RGB and depth sensors have different positions, optical characteristics 

and resolutions, the point cloud can be generated in two different ways. The first 
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method, known as depth-centric, involves registering the color image onto the depth 

image, resulting in an output with the same dimensions as the depth matrix. The 

second method, called color-centric, involves the registration of the depth image onto 

the color image, making the output size match that of the RGB image. The choice of 

output depends on the experiment's objectives, the relative importance of the two 

data channels, and any constraints regarding processing time. 

2.1.4 Common Measurement Errors 

Raw depth data often contains artifacts and 

inaccuracies caused by measurement 

errors, missing data, and noise due to 

lighting conditions during capture. These 

issues necessitate a preliminary data 

filtering phase before further processing. 

Some of these measurement errors result 

in clusters of points scattered in space with 

lower density compared to actual surfaces. This phenomenon, known in the literature 

as "flying pixels" (Reynolds et al., 2011), tends to occur most frequently in transition 

zones and along the edges of objects, potentially altering their true dimensions and 

shape and creating connections between different clusters, which complicates 

effective clustering. 

To address flying pixels in this work, a gradient-based filter was applied to the depth 

matrix. This filter eliminates points with a gradient variation relative to neighboring 

pixels that exceed a certain threshold. By doing so, it preserves surfaces with higher 

point density and lower measurement error. 

2.2 3D Stereo Camera (Stereolabs ZED 2i) 

The Stereolabs ZED 2i is an advanced stereo camera designed to capture 3D images 

and provide real-time depth data that can be deployed in most environments. ZED 2i 

is an IP66-rated Rolling Shutter camera built for spatial analytics, resistant to dust, 

water, humidity, and is designed for outdoor applications and challenging medical, 

Figure 5. Example of flying pixels issue [Source: 
Reynolds et al., 2011]. 

 

Figure 17. Go Pro Hero 8 CameraFigure 18. 
Example of flying pixels issue [Source: Reynolds 
et al., 2011]. 

 

Figure 19. Go Pro Hero 8 Camera 

 

Figure 20. Example of an AprilTag with ID equal to 
0.Figure 21. Go Pro Hero 8 CameraFigure 22. 
Example of flying pixels issue [Source: Reynolds 
et al., 2011]. 

 

Figure 23. Go Pro Hero 8 CameraFigure 24. 
Example of flying pixels issue [Source: Reynolds 
et al., 2011]. 
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industrial, agricultural environments. It incorporates dual 4-megapixel (MP) RGB 

cameras, an Inertial Measurement Unit (IMU) and it utilizes a combination of hardware 

and software techniques to enhance depth perception. The camera can acquire 

images with different resolutions (2K, 1080p, 720p, 376p) and with a frequency that 

depends on the resolution selected and which can vary from 100 frame per second 

(fps) to 15 fps. Additionally, the sensor is equipped with various onboard components, 

including an accelerometer and a gyroscope with an acquisition rate of up to 400 Hz. 

It also features a barometer, a magnetometer, and a thermometer. This sensor can be 

integrated with a range of third-party software and platforms, allowing developers to 

harness its capabilities for diverse applications.  Some key third-party integrations 

include: 

• Robot Operating System (ROS) that supports features such as SLAM 

(Simultaneous Localization and Mapping) and obstacle detection. 

• Software Development Kits (SDKs) like Unity or Unreal Engine for developing 

Augmented Reality (AR) and Virtual Reality (VR) applications. 

• Computer Vision Libraries like OpenCV a popular computer vision library, for 

image processing and analysis. 

• TensorFlow for machine learning and neural network-based applications 

enabling the deployment of AI models for tasks like object detection and 

classification. 

• 3D Mapping and simulation like Gazebo for robotics simulation and virtual 

environment allowing for testing and development of robotic systems before 

deploying in real-world scenarios, or RTAB-Map (Real-Time Appearance-Based 

Mapping) for real-time 3D mapping and localization that is useful for SLAM 

applications in robotics and autonomous systems. 

In this work, the stereo camera was integrated with MATLAB for data analysis, 

visualization, and algorithm development, a method particularly useful for research 

and academic purposes. These third-party integrations enhance the versatility and 

functionality of the Stereolabs ZED 2i, making it a powerful tool for a wide range of 

applications, from robotics and industrial automation to AR/VR development and AI-

based projects. 
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2.2.1 Operational Principles of Stereo Cameras 

Stereo cameras measure distance by comparing two images captured from slightly 

different perspectives, like human binocular vision. This process is known as stereo 

vision or stereopsis.  

The stereo camera consists of two lenses positioned a fixed distance apart, and this 

distance is named baseline (B = 0.12 m). Each lens captures an image from a slightly 

different viewpoint and after the acquisition, images are analyzed to identify 

corresponding points (features) in both images. This involves finding points in the left 

image that match points in the right image. For each matched pair of points, the 

disparity, or the difference in their positions between the two images, is calculated. 

This disparity is inversely proportional to the distance of the object from the camera. 

The depth is calculated using the disparity value according to the formula and ƒ 

represent the focal length: 

𝑑 =  
𝐵 · ƒ

𝑑𝑖𝑠𝑝𝑎𝑟𝑖𝑡𝑦
 

2.2.2 Pros and Cons of using Stereo Cameras 

Stereo cameras do not emit any signals, so they do passive measurements that rely on 

ambient light making them less intrusive and reducing power consumption. They 

provide both depth information and high-resolution color images, which can be useful 

for a variety of applications, including object recognition and tracking. Compared to 

the camera ToF, stereo cameras have a much wider measuring range, from a few 

centimeters (0.3 m) to several meters (20 m), depending on the baseline distance and 

resolution. A key advantage is that these cameras are more robust to different ambient 

light conditions. The disadvantages of using these sensors compared to ToF are that 

the process of feature matching and disparity calculation can be computationally 

demanding, requiring more powerful processors and optimized algorithms. 

Accurate depth measurement relies on identifying matching features in both images 

and for this reason homogeneous surfaces or poor lighting conditions can lead to 

errors. Moreover, this kind of sensor has limited close-range accuracy. 
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In conclusion, stereo cameras like the Stereolabs ZED 2i provide detailed depth and 

color information, making them suitable for a wide range of applications, including 

robotics, augmented reality, and 3D mapping. However, their performance can be 

influenced by computational requirements, texture and lighting conditions, occlusion, 

and the need for precise calibration. 

2.2.3 Data Output 

The output of this sensor is organized similarly to the Kinect V2 described in Section 

2.1.3, with the resolution determined by the data acquisition settings. Unlike the 

Kinect V2, the registration between color and depth is not necessary and the depth will 

always have the same resolution as the image of the left lens which is the one used for 

the alignment and calculation of disparity compared to the right one. 

2.3 Color Camera (GoPro Hero 8) 

The GoPro Hero 8 Black, introduced by GoPro Inc., is an advanced action camera 

renowned for its versatility and high-performance capabilities, making it suitable for 

both amateur and professional applications. This camera is engineered to offer robust 

performance in demanding conditions, integrating several technological 

advancements that enhance its usability and image quality. 

The camera is equipped with a 12 MP CMOS sensor, 

which delivers high-resolution images and video capture. 

The sensor is paired with an advanced image processor 

that supports a maximum video resolution of 4K at 60 fps. 

Additionally, the camera can capture Full HD (1080p) 

video at up to 240 fps, allowing for high-quality slow-

motion footage. The lens features an ultra-wide field of 

view (FOV) of approximately 170 degrees, providing a 

broad perspective ideal for capturing immersive action 

shots. 

Figure 6. Go Pro Hero 8 Camera 
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One of the key innovations in the Hero 8 Black is its built-in Hyper-Smooth 2.0 image 

stabilization technology. This advanced stabilization system offers gimbal-like 

performance without the need for additional hardware, significantly reducing camera 

shake and ensuring smooth video footage even during dynamic movements. 

2.4 Digital Processing and Hardware Management 

The acquisition and processing of the images as well as the management of the 

hardware peripherals interfaced in the experiments was controlled by a Notebook 

(PC1) ASUS Notebook equipped with AMD A10-9600P, 2.40 GHz frequency, integrated 

Radeon R5 and 16 GB RAM). The analytics were handled with customized software 

routines developed in MATLAB. 

The real-time operation of the stereo camera (discussed in Chapter 8) required the use 

of a notebook equipped with a suitable graphics card. In this case the notebook 

Lenovo ThinkPad P16s Gen 2 (PC2) was used. This is powered by an Intel Core i7 

processor, providing robust performance for multitasking and complex tasks. The 

device is equipped with 32GB of DDR5 RAM and a GPU NVIDIA T550, allowing for 

smooth operation of memory-intensive applications. 

2.5 MATLAB Programming Environment 

MATLAB (MATrix LABoratory) (Mathworks, Natick, MA, United States) is a high-level 

programming language and interactive environment developed by MathWorks. It is 

commonly used for numerical computing, data analysis, algorithm development, and 

visualization. For these reasons MATLAB is widely adopted in academia, research, and 

various industries due to its powerful computational capabilities and ease of use for 

matrix and vector operations. The key features are: 

• provides a high-level language for matrix and array mathematics. Its syntax is 

designed to be intuitive and easy to learn, making it accessible to users with a 

background in mathematics and engineering. It is optimized for matrix and 

array operations, which are fundamental to many scientific and engineering 

calculations. Built-in functions allow for efficient manipulation and 
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computation with large datasets (it may not be as fast as lower-level 

programming languages (e.g., C, C++) for certain computational tasks).   

• offers an integrated development environment (IDE) with a command window, 

workspace, and various tools for debugging and profiling code. The interactive 

nature allows users to test and visualize their results immediately. 

• has a wide range of specialized toolboxes that extend its functionality. These 

toolboxes cover areas such as signal processing, control systems, image 

processing, machine learning, and more, providing pre-built functions and 

algorithms for specific applications. 

• excels in data visualization, offering a variety of plotting functions to create 2D 

and 3D graphs, charts, and animations. 

• supports the development and testing of algorithms, enabling users to 

implement complex mathematical models and simulations. It also provides 

tools for optimizing and refining these algorithms. 

• can interface with other programming languages such as C, C++, Java, and 

Python. It can also interact with hardware and software systems, making it 

suitable for real-world applications and embedded systems. 

• has a large user base, extensive documentation, and a supportive community. 

MathWorks provides regular updates, technical support, and training 

resources. 

In summary, MATLAB is a versatile and powerful tool for numerical computing, widely 

used across various fields for its ease of use, extensive functionality, and strong 

visualization capabilities. However, its cost and proprietary nature can be limiting 

factors for some users. 

2.6 Microcontroller (Arduino Uno) 

Arduino is an open-source hardware platform based on a microcontroller, designed to 

simplify the use of interactive electronics in multidisciplinary projects. The board was 

developed in 2005 by members of the Interaction Design Institute in Ivrea, Italy. The 

platform integrates a programmable microcontroller with an Integrated Development 

Environment (IDE). 
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The Arduino IDE is a free, open-source software that allows users to write, compile, 

and upload code to the board. It is Java-based and supports Windows, macOS, and 

Linux operating systems. The programming language used in Arduino is based on 

Wiring, a simplified version of C/C++. This, combined with various libraries, facilitates 

easier interaction with hardware components. 

Arduino boards come preloaded with a bootloader, enabling microcontroller 

programming via a simple USB connection, thereby eliminating the need for an 

external programmer. The core component of the Arduino UNO board is the 

microcontroller, typically an 8-bit AVR series model from Atmel, such as the 

ATmega328. 

The Arduino UNO board features 14 digital input/output pins and 6 analog inputs, 

which allow the connection of sensors, actuators, and other electronic devices. It also 

supports multiple communication interfaces, including UART, I2C, and SPI, facilitating 

communication with other devices such as sensor modules, displays, or network. 

Arduino is widely used for various purposes, including education, rapid prototyping, 

the development of interactive projects, and both home and industrial automation. 

2.7 AprilTags 

AprilTags are a type of fiducial marker used in computer vision applications to detect 

and identify objects. They are specifically designed for robust and efficient detection 

in a wide variety of conditions. AprilTags are like QR-codes but are optimized for 

applications where precise spatial localization is required, such as robotics, 

augmented reality, and computer vision research. 

These tags consist of a square grid of black and white cells encoding a unique 

identifier. The simplicity of their design makes it easy to detect and decode. The 

detection algorithm for AprilTags is designed to be robust to lighting variations, partial 

occlusions, and perspective distortions. This makes them suitable for use in dynamic 

and cluttered environments. Each marker encodes a unique ID, allowing multiple tags 

to be used simultaneously in a scene. This is useful for applications that require 

tracking multiple objects or landmarks. These markers can be used for estimating the 
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pose (position and orientation) of the tag relative to the camera and for this purpose 

were used for example in the field experiment in Chapter 4 and for the machine 

calibration discussed in Chapter 9. This is achieved through the known geometry of the 

tag and the projective properties of the camera. Its library is open source and widely 

available, making it accessible for both academic and commercial use. The library 

includes tools for tag generation, detection, and pose estimation. The main 

applications of these tags are: 

• Robotics: they are commonly used in robotics for navigation, localization, and 

mapping. Robots can detect and identify tags placed in the environment to 

understand their position and orientation. 

• Augmented Reality (AR): in these applications, AprilTags can serve as markers 

to overlay digital content accurately on physical objects or surfaces. 

• Object Tracking: AprilTags can be attached to objects to facilitate tracking in 

computer vision systems. This is useful in scenarios such as motion capture, 

inventory management, and interactive installations. 

• Calibration: AprilTags are used in the calibration of cameras and other sensors. 

They provide a reliable reference for determining the geometric properties of a 

camera setup or even the equivalent pixel-surface conversion. 

AprilTags are an effective and versatile tool for computer vision applications requiring 

robust detection and precise localization. Despite some limitations related to visibility 

and environmental constraints, their ease of use and open-source nature make them 

a popular choice for both research and practical applications. 

 

Figure 7. Example of an AprilTag with ID equal to 0. 
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3 Laboratory-scale phenotyping test with 3D sensor 

3.1 Aim of the Experiment 

This study was conducted to develop a single frame top-view analysis to predict the 

fresh weights of one of the most popular species for RTE salads that is the Romaine 

lettuce (Lactuca sativa L. cv. ‘Longifolia’) at different growth stages using two different 

image processing methods, i.e., morphological analysis (for RGB-D images) and pixel-

value analysis (for RGB images) done with a low-cost 3D sensor Microsoft Kinect V2.  

The goals of this experiment are to advance understanding of the use of RGB-D sensors 

to characterize individual plants to accurately estimate their biomass in a controlled 

laboratory environment, with potential for future field applications. Furthermore, the 

algorithm must be optimized to ensure that the execution time will be fast enough to 

be usable in field applications. 

The contribution of this technology, along with the implementation of an innovative, 

simplified voxelization-based reconstruction method, will be assessed by comparing 

its results with those obtained using a commonly employed method for estimating 

biomass weight based on RGB images, specifically the top-view projected area 

approach. This comparison aims to evaluate the effectiveness of the simplified 

volumetric reconstruction technique in estimating plant biomass. 

3.2 Material and Methods 

3.2.1 Plant Management 

A total of 100 Romain lettuce (Lactuca sativa L. cv. ‘Longifolia’) plants were cultivated 

in a greenhouse at the Department of Agricultural and Environmental Sciences of the 

University of Milan (Italy) under controlled conditions at 24/20°C day/night 

temperature, with 60-75% relative humidity and 16 h photoperiod. One week-old 

plantlets were transplanted in 0.1 m diameter plastic pots on a peaty substrate, 

regularly watered and fertilized until reaching a predefined growth stage (from 3 leaves 

up to more than 20 leaves), to obtain a set of plants with a wide range of variation in 
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size and biomass. Among all the plants only 70 were selected and transplanted for the 

measurements based on their regular shape and healthy appearance of lettuce plants 

aimed to the RTE chain.  

Immediately after image acquisition, the plants were destructively harvested to 

determine the dry matter weight of the leaves (DM). Leaves were cut at the height of 

the plant collar and the dry weight of the biomass was determined by drying the plants 

material in an oven at 105° until reaching a constant weight and then measured with a 

precision weighing scale (50 g ± 0.001 g). 

3.2.2 Data Acquisition 

The Kinect V2 sensor was employed during the tests to 

estimate the growth vigour of the seedlings. In this study, 

color and depth images of lettuce were acquired in an 

experimental cabinet under light-controlled conditions. To 

reduce the complexity of the color segmentation a black 

background was used to reduce the disturbance. Sensor 

is positioned perpendicular and near to the growth axis of 

the plant at 1 m to the pot base. The acquisition setup is 

shown in Figure 8.  

3.2.3 Foreground Segmentation 

First, both methods require to segment the foreground (plants) from the background 

(rest of the image), and this was done by calculating the excess green index (ExG) at 

single pixel level. Distance was not used in this trial to carry out the segmentation 

process because some leaves fell to the side of the pot and to avoid overlooking some 

of them or even segmenting parts of the pot or growing medium, it was decided to use 

colour as the main feature. This is achieved by multiplying the green component of the 

RGB image by two and subtracting the red and blue components thus highlighting the 

green component of the image. In this case it was not deemed necessary to carry out 

a colour normalization given that the lighting conditions and the acquisition setup 

ensured homogeneous conditions in the different acquisitions. 

1 m 

Figure 8. Laboratory scale RGB-D 
top-view acquisition setup. 
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𝐸𝑥̵ 𝐺(𝑥,𝑦) = 2 ∙ 𝐺(𝑥,𝑦) − 𝑅(𝑥,𝑦) − 𝐵(𝑥,𝑦) 

This converts the RGB image to a grayscale 

one that contains the ExG index 

information. The segmentation is performed 

by calculating a threshold and all the pixels 

that have an ExG value greater than this are 

considered as foreground. The threshold is 

determined using the Otsu's method. This 

method is useful for calculating a threshold 

value capable of separate a bimodal 

distribution or better the values of 

predominantly green pixels of the plants from the rest of the background pixels. To 

segment the color image and obtain a binary or logical array, (Color Mask) containing 

set as ‘true’ (1) only pixels that have an ExG value higher than the set threshold. Below 

is reported the pseudocode used for generating the color mask and an example of a 

color image and the related color mask. Colorimetric segmentation is useful for both 

segmenting 2D and 3D images. 

3.2.4 2D Projected Area Measurements 

To calculate the leaves top-view projected area by RGB images it was necessary first 

to eliminate lens distortion, carry out a geometric calibration and then convert the 

number of pixels segmented as vegetation in m2 of surface.  

Figure 10. Color-based segmentation process. On the left: color segmentation pseudocode; on 
the center: RGB image captured with  Kinect V2; on the right: binary mask used for plant 
segmentation. 

Input 1: ExG image 

Input 2: Threshold value 

Output: Color Mask 

 
for each pixel in image 

 if ExG(x,y)> Threshold 

ColorMask(x,y)= 1; 

 else 

ColorMask (x,y)= 0;      

 end 

end 

Figure 9. Single pixel ExG value distribution. 
The red line indicates the threshold 
determined with the Otsu’s method. 
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To correct the lens distortion, the MATLAB Camera Calibrator app was employed. This 

application is designed to estimate the camera's intrinsic parameters and correct lens 

distortion by processing a series of at least twenty images featuring a special 

chessboard pattern (shown in Fig. 11), which can be downloaded and printed for this 

purpose. The chessboard must be fully visible in the images, and the photos should 

capture the pattern from various distances and angles relative to the camera. The app 

automatically detects the edges of the chessboard squares, enabling it to estimate the 

lens distortion. The result of this process is a calibration variable that can be applied 

to rectify images captured afterward. 

After correcting for lens distortion, converting pixel count to surface area requires 

positioning the calibration pattern at the level of the pot's soil. Once the image is 

captured and distortion corrected, each individual square of the checkerboard pattern 

is segmented to count the number of pixels within it. The conversion factor (m²/pixel) 

is then calculated by dividing the known area of a square by the number of pixels 

counted and averaging the results across all squares. This conversion factor is 

subsequently used to estimate the projected leaf area by multiplying the number of 

plant pixels segmented in each binary image by the conversion parameter, thereby 

converting the pixel count into m2. 

𝐾𝐶𝑜𝑛𝑣 =

∑
𝑠𝑞𝑢𝑎𝑟𝑒 𝐴𝑟𝑒𝑎
𝑁 𝑃𝑖𝑥̵𝑒𝑙𝑠(𝑖)

𝑛
𝑖=1

𝑛
    [

𝑚2

𝑝𝑖𝑥̵
]    

𝑃𝑟𝑜𝑗𝑒𝑐𝑡𝑒𝑑 𝐿𝑒𝑎𝑓 𝐴𝑟𝑒𝑎 = 𝑆𝑒𝑔𝑚𝑒𝑛𝑡𝑒𝑑 𝑃𝑖𝑥̵𝑒𝑙 · 𝐾𝑐𝑜𝑛𝑣    [𝑚2]     

Figure 11. MATLAB camera calibration App checkboard pattern (with dimension of 7 by 10 squares). 
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3.2.5 3D Volumetric Object Reconstruction 

As happens in RGB imaging, where a single pixel represents a little square of a 

bidimensional array, in RGB-D imaging, voxel is used as a single representable 

element, identifiable as a little cube with his volumetric and surface extension 

property. An accurate 3D plant model can be obtained by several different techniques 

but unfortunately none of these is sufficiently fast to provide a high-throughput system 

(Golbach F., et al. 2015) and moreover these techniques require a setup that cannot 

be used in operating conditions because of their complexity and size and because they 

often use a turntable or multiple sensors to acquire different views of the object and 

this can be difficult to use in the field (Rose et al., 2015; Golbach et al., 2016). 

The objective of this section is to process RGB-D data to develop a volumetric model 

of the plant that can deliver a sufficiently accurate estimation of the dry matter from a 

single top-down frame. This approach aims to enhance the accuracy of biomass 

estimation compared to methods relying solely on RGB images. 

After the color-based segmentation, the first step to work with RGB-D images was to 

filter the data and eliminate outliers due to measurement inaccuracies and to this aim 

a gradient filter was applied. This filtering method was chosen because it is more 

efficient in terms of calculation time compared to a filter based on point cloud density. 

For this purpose, the depth image gradient magnitude (see Fig. 12 on the left) was 

calculated with a Sobel gradient operator. The gradient of a pixel is a weighted sum of 

pixels in the 3-by-3 neighborhood. Data are considered outliers if the pixel gradient is 

above a certain threshold. 

 Sobel Operator = |
   1    2    1
   0    0    0
−1 −2 −1

| 
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The reconstruction method employed in this work can be described as an 

approximation using a voxel structure. It focuses on generating a simplified but 

representative volumetric model of the plant rather than an exact three-dimensional 

reconstruction. The primary aim is to create a model that provides a reliable estimate 

of dry matter. A significant feature of this algorithm is its ability to approximate the 

reconstruction of plant parts that are not visible from the top view. 

The method comprises two variants, each tailored to accommodate the shape of the 

leaves of the plants being studied. In this instance, leaf bending compensation was 

employed due to the plants being grown in small, single pots. The limited diameter of 

these pots led to pronounced downward bending of the leaves, particularly in the more 

developed samples. This meant that the leaves could fall partially below the ground 

level while in open field conditions this does not happen and the rectification phase 

with this species of plant is not necessary as was done in the case of the field 

application of this method (see Chapter 4). 

After filtering the raw data, the further step involves the determination of the centroid 

of the plant projected onto the ground plane. This is achieved by calculating the mean 

value of the X and Y coordinates of all points that belong to the plant. 

𝑋𝐶𝑒𝑛𝑡𝑟𝑜𝑖𝑑 =
∑ 𝑋𝑝𝑙𝑎𝑛𝑡
𝑛
𝑖=1

𝑛
 

𝑌𝐶𝑒𝑛𝑡𝑟𝑜𝑖𝑑 =
∑ 𝑌𝑝𝑙𝑎𝑛𝑡
𝑛
𝑖=1

𝑛
 

𝑍𝐶𝑒𝑛𝑡𝑟𝑜𝑖𝑑 = 0 

Figure 12. Gradient magnitude filtering example. On the left: depth array gradient magnitude; on the 
right: example of points filtering based on gradient magnitude. The points highlighted in red are 
filtered with this method. 
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The rectification process is useful for reducing complexity and optimizing the 

subsequent reconstruction operation in case it is necessary. The rectification process 

consists of replacing the Z value of each point with the Euclidean distance from the to 

the centroid of the segmented plant point cloud. In this section the rectification 

process will be used because in this case the bending phenomenon is due to the small 

size of the pots used, which meant that the leaves could partially fall below the level 

of the ground while in the open field, with plants of this cultivar, the rectification step 

is not necessary as in the case of the field experiment in Chapter 4. 

The next step concerns the preliminary volumetric 

object representation (PVO) of the plant point cloud 

(rectified or not). To this aim it’s necessary to compile a 

three-dimensional logical array (known also as binary 

occupancy grid) which represents the grid used for the 

reconstruction of the volumetric objects. Every cell in 

this array represents a single voxel and is set as ‘true’, 

hence “materialized”, if it contains at least one point in 

the point cloud. In this case, given the resolution of the 

sensor, the density of the points and the size of the objects that will be represented as 

well as the processing time needed, a grid resolution of 5 mm (mesh size) was chosen, 

Figure 13. Example of point cloud rectification process result. In green is shown the raw point cloud of 
the plant before rectification and in red is reported the same point cloud after the rectification process. 

Figure 14. Example of a 3D binary 
occupancy grid. 
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so each voxel used for volumetric reconstruction has a volume equal to 125 mm2 

which is equivalent to a cubic mesh with 5 mm on each side. 

To construct the logical array, a conversion between the Cartesian coordinate system 

used by the point cloud and the array indices was performed. This conversion involves 

dividing the distance from the minimum value of each axis by the mesh step size and 

rounding the result to the nearest integer, as illustrated below. 

Additionally, a filter based on minimum region size equal to 10 voxels was applied. This 

size filter helps to address issues such as disturbances and imperfect distance 

detection that can lead to multiple contiguous regions in the reconstruction. By 

considering only the most consistent voxel regions, the filter enhances the accuracy 

of the reconstruction process. 

Below, in Figure 16, an example of the preliminary volumetric reconstruction of the 

object without rectification and reconstruction is displayed. On the left is shown a top-

view of the object, and on the right its side-view. The red-highlighted point indicates 

the location of the plant's collar. This illustration demonstrates that the initial 

reconstruction captures only the portion visible from the top but fails to reconstruct 

the parts that are occluded from this view. Consequently, as the plant size increases, 

there will be a greater underestimation of the internal biomass of the lettuce head. This 

limitation also illustrates the shortcomings of using two-dimensional images, which 

lack depth information.  

The last step of the algorithm involves the reconstruction procedure of the volumetric 

object (RVO) - aimed to reconstruct also the occluded parts - requires that each voxel 

that was generated in the first reconstruction phase (PVO), compile as ‘true’ all the 

Input 1: segmented point cloud 

Input 2: minimum value for each axis(X-Y-Zmin) 

Input 3: mesh size 

Output: Preliminary volumetric object (PVO) 

 

for all points in segmented point cloud 

  X(i)= ceil((XPc(i) - Xmin)/mesh size); 

   Y(i)= ceil((YPc(i) - Ymin)/mesh size); 

    Z(i)= ceil((ZPc(i) - Zmin)/mesh size); 

     PVM(X(i),Y(i),Z(i)) = 1; 

end 

 Figure 15. Preliminary voxelization object (PVO), algorithm pseudocode. 
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voxels that lie in the joining segment between the latter and the voxel in which the 

centroid is located, if not already compiled. The volumetric reconstruction of the parts 

occluded in the view from above assumes that leaves develop from the point where 

the plant emerges from the ground. During the volumetric reconstruction process, the 

algorithm generates voxels that tend to converge at the point where the plant emerges 

from the ground (collar), reconstructing in a simplified manner the volumes occupied 

by the plant in terms of both height above ground and width of the individual leaf 

blades. 

The reconstructed volumetric object (RVO) obtained in this way is eligible to be 

depicted with the specific MATLAB volshow functions and its volumetric features can 

be evaluated with the function regionprops3. This function measures a set of 

properties, such as volume, surface, centroid and other geometrical features for each 

connected component in the volumetric object.  

Figure 16. Preliminary volumetric object. On the left top-view. On the right: side-view of the same 
object. In red is indicated the place where the plant's collar is located. This view serves to highlight 
the lack of several plant parts that are occluded in the top-view. 

Input 1: Preliminary volumetric object (PVO) 

Input 2: Centroid position index (Cpi) 

Output: Reconstructed volumetric object (RVO) 

 

Cpi(1)= ceil((XCentr - Xmin)/mesh size); 

Cpi(2)= ceil((YCentr - Ymin)/mesh size); 

Cpi(3)= ceil((ZCentr - Zmin)/mesh size); 

 

for all PVM voxels 

 if PVO(X,Y,Z)==1 

  for each voxel in the PVO(X,Y,Z) → Cpi joining segment 

   if RVO(X,Y,Z)==0 

    RVO(X,Y,Z)=1; 

   end 

  end 

 end 

end 

 Figure 17. Pseudocode of the last step of the reconstruction algorithm. 
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3.3 Results 

The 70 plants of lettuce considered in this study have a dry weight (DM) ranging from 

0.1 g to 3.05 g with a mean value of 1.29 g. 

Figure 19 displays the result of the volumetric reconstruction process, offering both 

top and side-views to highlight the reconstruction of occluded parts near the plant 

collar. The inclusion of the leaf position rectification process is evident, enhancing the 

model by addressing areas previously obscured. The top-view demonstrates the 

surface details, while the side-view reveals the depth and vertical structure, showing 

the improvements made in capturing the full volume of the plant. 

The two methods examined yielded distinct results. The RGB imaging-based approach 

delivers satisfactory outcomes, particularly for small plants, where the estimation 

error for DM is minimized. However, as plant size increases, the estimation error also 

increases (see Fig. 20c). This trend is corroborated by the correlation line slope of 
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Figure 18. Samples characterization with frequency distribution. 

Figure 19. Result of the volumetric reconstruction process. On the left: volumetric object side-view; on 
the right: volumetric object top-view.   
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0.059, indicating that the error grows with the plant size due to the increasing 

occlusion of plant parts. The model showed a correlation index of 0.89, a root mean 

squared error (RMSE) of 0.27 g and the mean absolute percentage error (MAPE) of 

18.3%. The method that uses volume to predict the DM gives better results, especially 

about plants with larger dimensions which are also the most difficult to evaluate. The 

second method based on volumetric object showed - in this case - a correlation index 

of 0.98, a root mean squared error (RMSE) of 0.12 g (-55% compared to the RGB 

imaging) and the mean absolute percentage error (MAPE) of 12.3% (-33%). The 

estimation capabilities remain almost constant even in the largest plants and this is 

confirmed by the slope of the correlation line in Figure 20c which is equal to 0.008. 
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Figure 20. Results of plant DM estimation. Correlation lines of DM estimation with the 2D 
method (a) and the 3D method based on volumetric reconstruction (b). The 3D method is a 
better estimator with a determination index of 0.98, the significantly lower RMSE and MAPE 
values demonstrate the capability of the simplified reconstruction method to estimate the 
DM. c) The estimators error with samples size. The estimators error  tends to increase with 
sample size for the 2D method while this not occur with the volumetric based method. 
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3.4 Research Objective Achieved 

In this experiment, a key objective was accomplished: achieving accurate biomass 

estimates using a three-dimensional data-based algorithm, while maintaining a rapid 

execution time (less than 1 s) and utilizing a single RGB-D image captured from a top-

down view. To conclude, the potential of the algorithm is highlighted by presenting 

results from the reconstruction of plants with more developed and complex 

structures. Figure 21 illustrates that the algorithm effectively reconstructs the plant 

structure, particularly the occluded parts. Even when only the tips of the basal leaves 

are visible from the top-view, the algorithm successfully reconstructs the full structure 

of the leaves. 

Therefore, the algorithm demonstrated at the laboratory scale is planned for 

implementation in field applications, with further details available in Chapter 4. 

  

a 

b 

c 

Figure 21. Example of volumetric reconstruction of a sample with a large size and number of leaves. 
A) side-view, C) top-view. B) bottom-view. In this view, it is possible to appreciate the reconstruction 
of the parts closest to the plant's collar, with the reconstruction algorithm the entire leaf structure is 
approximated, even those that are only partially visible from the top view. 
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4 Field-scale Application phenotyping on Lettuce Plants 

4.1 Aim of the Experiment 

The study was conducted within the framework of the Mind Foods Hub project, 

sponsored by Lombardy Region (institution of the Lombardy region, Italy) as part of its 

rural development plan (PSR). The project involved the Departments of Agricultural 

Engineering and Computer Science at the University of Milan, with technological 

support from TIM S.p.A. The field phenotyping experiment had several objectives.  

The first objective was to use a robotized platform capable of autonomously navigating 

the environment and serving as a vehicle for conducting data collection missions on a 

crop.  

The second objective was to employ known spatial references (AprilTags) to optimize 

the merging process of various point clouds acquired during the trial. This step aimed 

to refine the rover's positioning, allowing for the identification of experimental units 

and, consequently, individual plants, thereby monitoring their development over time. 

The third objective was to verify the field applicability of the non-destructive biomass 

estimation algorithm previously discussed in Chapter 3. This algorithm involves a 

simplified volumetric reconstruction of plants using RGB-D images captured from a 

top-view perspective. 

The fourth objective focused on the potential use of a high-speed network 

infrastructure (5G) to transmit data directly from the field, enabling data lake remote 

storage. This capability allows for cloud-based analytics and remote consultation of 

key parameters characterizing the monitored crop, such as growth rate, uniformity of 

development, and meteorological data, all accessible through a dedicated 

application. 
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4.2 Materials and Methods 

4.2.1 Plants Management 

The plantlets used in the experiment were transplanted into the plastic-film tunnel 

greenhouse at the University of Milan experimental farm located in Cornaredo, Milan 

(Lat. 45.502499, Lon. 9.015419). The experimental protocol involved cultivating two 

different head-forming lettuce varieties, Salanova cultivars, distinguished by different 

leaf pigmentation (green and red). For each cultivar, two plots were prepared, each 

comprising 8 replicates. One of these plots was fertilized with a higher dose by adding 

a complex granular NPK formulation enriched with micronutrients at a rate of 7 g per 

head during transplanting. This fertilizer was placed directly in the hole where the 

seedling was transplanted. The other plot received a lower dose, half that of the first. 

Each squared plot measured 1.5 m per side, with a planting distance of 0.5 m by 0.5 

m. The arrangement of the plants within the plots is shown in Figure 22. A centrally 

located AprilTag visual marker (family '36h11') was placed to uniquely and 

automatically identify each individual plot through RGB image analysis. In this case, 

the marker also served as a fiducial point to enhance the positioning accuracy of the 

rover and optimize the spatial aggregation (stitching) of the various RGB-D images 

during post-processing and additionally, it enabled the precise identification of 

individual plants by associating them with a unique ID.  

Prior to transplanting the plantlets, a 

black mulching cloth was applied to the 

experimental area to prevent the growth 

of weeds that could have hindered the 

crop's development and made the 

identification of individual plants more 

challenging and less accurate. Given 

that this experiment represents an initial 

trial of the applied methodologies, it was 

decided to address potential issues 
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Figure 22. Arrangement of plants within plots, the 
marker is centrally located. Each plant is identified 
by the id indicated on the side. 
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individually to ensure a controlled and effective evaluation. 

The experimental protocol involved data collection at four time points over a 20-day 

period. The first acquisition was conducted at the time of transplanting, followed by 

subsequent monitoring missions at 5, 12, and 20 days after transplanting. The 

experiment concluded on November 22 with the harvest of the lettuce heads. 

Immediately after harvesting the individual heads were weighed. They were then 

placed in an oven at 105°C until a constant weight was achieved to evaluate the DM. 

4.2.2 Autonomous Vehicle 

The AMR rover UNIMI used in this experiment is a prototype specifically designed by 

InfoSolution for the Department of Agricultural and Environmental Sciences (DiSAA) at 

the University of Milan. The rover features a base platform measuring 1.19 by 1.23 by 

0.53 m and weighs 250 kg. It is a rubber-tracked, electrically powered vehicle with 

differential propulsion, driven by two electric motors with a maximum power output of 

7.5 kW. The rover is powered by lithium-ion batteries with a nominal capacity of 8.8 

kWh, which are sufficient to provide approximately 8 hours of operation or 40 

kilometers of travel under the experimental conditions characterized by moderate 

power demands and reduced speeds. 

The rover’s base has a load capacity of up to 400 kg. On this base, a truss structure has 

been installed, allowing for two distinct operational configurations. The first is a 

horizontal configuration with the lateral arm extended, which is suitable for tasks such 

as monitoring herbaceous crops. This configuration enables the rover to access plots 

arranged laterally, extending up to approximately 2.6 m from the center of the track. 

The second configuration is vertical, with the lateral arm retracted, which is designed 

for monitoring vertical surfaces, such as tree crops or plants grown in rows. 
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The rover can operate in both manual and automatic modes. In manual mode, the 

rover is controlled via a remote controller. This controller shows the status of the radio 

connection with the robot, the radio channel being used, the battery levels of both 

devices, and the selected gear (1-4). The remote control 

also serves as a safety system, featuring an emergency 

stop red button (see Fig. 24) to immediately stop the 

rover if it becomes uncontrollable, thus preventing 

potential hazards due to the significant mass of the 

equipment. Given its critical safety function, 

maintaining constant radio contact is essential; the 

rover will automatically stop if it loses connection with 

the remote control to ensure that the emergency stop 

function remains operational. For safety reasons, an 

operator must always be present while the rover is in 

Figure 23. Different UGV configurations. The variable height horizontal configuration is useful for 
acquiring data with different sensors in the case of horticultural crops. The vertical configuration 
is designed to operate within tree-row crops such as vines. 

Vertical configuration 

Horizontal configuration 

Figure 24. Manual controller and 
safety device used of  the UGV. 
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operation, keeping the remote control within reach. In manual mode the navigation 

unit, used for autonomous navigation, is disabled and which also disables the 

obstacle avoidance and collision prevention features. Consequently, the operator 

must carefully maneuver the rover, exercising increased attention. 

The autonomous navigation mode is managed by 

the navigation unit, which estimates the rover's 

position within a map of the workspace. This 

technique integrates data from various sensors, 

including a LiDAR, encoder feedback from the 

tracks, and an Inertial Measurement Unit (IMU) 

that estimates the orientation in space and 

acceleration of rover. The LiDAR device, detailed 

in Figure 26b, is the CX32 model from LsLiDAR. It 

performs circular scans with a sampling 

frequency of 327,680 Hz, providing a 360° field of 

view across 16 horizontal planes with an angular range of ±15° and a maximum range 

of 50 m. However, part of the sensor's field of view has been excluded or disabled to 

prevent the navigation system from detecting certain components installed on the 

rover, such as the vertical support, the lateral arm or parts of the rover itself as 

obstacles. Additionally, given the geometric characteristics of the sensor's field of 

view, as illustrated in Figure 26a, detecting obstacles in very close proximity to the 

rover could be challenging. 

The localization system relies on measurements taken by the LiDAR, which scans the 

surrounding space to detect objects within the work environment and determine their 

Rover 

Obstacle

Figure 25. Example of navigation within a 
map. The rover uses the SLAM method 
and obstacle detection to avoid 
obstacles during autonomous navigation 
missions. 

Figure 26. LiDAR sensor (b) and its field of view angle (a). 

 

a b 
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distance and spatial arrangement relative to the vehicle. This spatial characterization 

is used by the navigation system to estimate the rover's position by searching for 

geometric patterns within the mission site's map, which was created during the initial 

manual navigation phase. During autonomous navigation, the LiDAR helps identify 

obstacles along the rover’s path and calculates an alternative trajectory to enable the 

rover to reach the next waypoint while avoiding the detected obstacles. 

The management software "MOLIRIS" is installed on a Laptop that serves as the Master 

or Ground Control Station (GCS). The GCS is essential for managing the rover's 

operations and features a graphical interface that allows users to create, modify, 

export, and save various mission profiles and maps. The GCS maintains constant 

communication with the rover via a Wi-Fi connection. It interacts with the two main 

units installed on the robot: the Mission Unit, which oversees the rover's actions during 

mission execution, and the Navigation Unit, which supports the Mission Unit by 

generating trajectories and avoiding obstacles. On the rear part of the rover’s base, 

there is an antenna for Wi-Fi signal reception. This antenna enables the rover to 

connect to the Ground Control Station (GCS) via a fixed IP address, which is known to 

authorized operators. This setup allows for unique identification of the rover's network 

card. Interaction with the rover is facilitated through a standard web browser by 

entering the rover's IP address and connecting to the Wi-Fi network generated by the 

rover upon startup. The 5G router was interfaced with the rover and positioned at the 

top of the vertical support arm to facilitate the transfer of sensor data directly from the 

field to a dedicated data lake. This virtual storage space was created for this purpose 

by researchers from the Department of Computer Science at the University of Milan. 

Figure 27. User interface for the control of the rover (Moliris by InfoSolution). 
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4.2.2.1 Workspace Occupancy Map 

Before the rover can operate in autonomous navigation mode, it is necessary to create 

a map of the environment in which it will operate. This mapping phase is conducted by 

manually driving the rover and relies on the SLAM. During this phase, the LiDAR sensor 

performs continuous scans allowing it to assess the rover's relative position with 

respect to structural elements in the surrounding environment. The operator manually 

pilots the rover, executing straight-line trajectories at reduced speeds and performing 

rotations around the Z-axis near critical areas to increase its sampling quality. The 

repeated scans are then incrementally added to previous scans, generating the map. 

This process is facilitated by the fusion of data from encoders, the IMU, and the rover's 

relative position estimation. The rover's position is continuously updated according to 

this principle, enabling the reconstruction of a scaled map of the entire workspace 

within a few minutes. The map is defined as an occupancy grid map, which is a regular 

mesh where each cell represents an area of 0.05 m per side and can be compared to 

a scaled image of the two-dimensional floor plan of the vertical surfaces in the 

environment. Each pixel in this image is filled with information about the probability 

whether there is an element at that point that could obstruct the rover's movement 

with ‘uint8’ format. White areas, those with a value of 255 on the map, identify 

obstacle-free zones where the rover can navigate freely, while black areas, those 

others with a value of 0, represent fixed obstacles or structured elements that the rover 

must avoid during its missions. Gray areas represent regions with varying probabilities 

of being transitable, ranging from 254 to 1 and values are considered by the Navigation 

Unit when generating trajectories.  

The accuracy of rover positioning, especially the initial localization which is the most 

critical and is significantly improved when the geometric features of the surrounding 

environment are asymmetric. This allows for unique characterization of the map 

footprint and ensures that the surfaces of detected structures have good reflectance 

for accurate distance measurement.  

In this study, to address the challenges of positioning in the highly symmetrical 

rectangular environment of the greenhouse tunnel, additional geometric elements 

were added to the tunnel structure to optimize rover localization.  



84 

These additional elements consisted of rigid panels made of materials with good 

reflectance properties, such as white plastic panels arranged to create rectangular 

and square shapes. Smaller objects, such as sections of PVC pipes, were also used to 

create circular reference points, enhancing the number of landmarks available for 

localization. These supplementary elements were strategically placed within space to 

uniquely characterize the environment, fixed to the greenhouse structure at a height 

that would not obstruct the rover's passage, as shown in Figure 28. The result of the 

mapping phase is an image in ‘.jpg’ format, which can be downloaded and further 

edited in post-processing using any image editing software according to the user’s 

preferences.          

4.2.2.2 Mission planning 

After the map is created, the next phase involves programming one or more mission 

profiles within the map using the GCS. Through this, the user can generate, modify, or 

delete a mission profile. Each mission is composed of a series of waypoints that can 

be inserted into the map, and these waypoints correspond to four different types of 

tasks: 

• Mission Waypoint (blue marker): This indicates a position where the rover must 

stop for a certain period or until a specific operation is completed. In this 

experiment, this type of waypoint was used to perform data acquisition and 

data transmission tasks. 

• Transit Waypoint (green marker): This represents a position where the rover is 

required to pass through at a certain speed without stopping. This type of 

Figure 28. Example of a rover workspace occupancy map. In black are indicated the 
areas where obstacles are present while in white are the areas where the rover can 
generate trajectories and navigate autonomously. The additional elements arranged 
asymmetrically appear as black clusters on the side of the map. 
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waypoint is useful for directing the navigation unit to generate specific 

trajectories that might not be created solely from mission waypoints. 

• Park Waypoint (yellow marker): This indicates a position on the map where the 

rover will halt and wait for feedback before proceeding to the next waypoint. 

• Switch Waypoint (purple marker): When the rover reaches this position, it 

switches to another map or mission. In this case, it is necessary to define the 

map and mission that the robot will undertake next. 

These waypoints are essential to guide the rover's movement and ensure that it 

completes the tasks required for each mission. 

In this experiment, the mission waypoints were strategically placed near the points 

where the rover needed to perform data acquisition procedures. To ensure 

comprehensive coverage of the RGB-D data across all four plots located in the central 

area of the greenhouse, six waypoints were planned for each plot: three on the left side 

and three on the right side (see Fig. 30). This arrangement was designed to allow the 

rover to adequately visit and capture data from each plot, ensuring thorough 

monitoring and accurate data collection. 

The mission is designed for the rover to start from a homing station, which serves as 

the initial position from where it is launched and where the first localization within the 

selected map takes place. 

After establishing its initial location, the rover proceeds to reach all the waypoints in 

the predetermined order, advancing at a defined speed of 1 m/s.  

Figure 29. Example of the creation of a mission profile through the GCS. 
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It pauses at each waypoint for the necessary time to acquire RGB-D data. The mission 

concludes with the rover returning to its initial homing position. At the end of the 

mission, the newly acquired data is sent via the network to a remote data lake. 

4.2.3 Data Processing 

Upon reaching each waypoint, during the rover's stop, RGB-D images are captured. 

Immediately after, the system checks for the presence of an AprilTag in the RGB image. 

If no AprilTag is detected, the newly acquired data is discarded, as this would prevent 

certain subsequent processing steps from being carried out. In such cases, the 

acquisition is repeated only once more. After capturing and converting the data into a 

point cloud, the data is saved. While the rover moves toward the next waypoint, the 

recently acquired data is simultaneously transmitted to the data lake via a web call. 

This process involves uploading the data into three different packets: the RGB image 

Plots 

Homing 

Position 

Mission 

Waypoints 

Additional 

Elements  

Figure 30. Graphical representation of the data acquisition mission performed by the 
rover. The green squares indicate the areas of the experimental plots. The points 
showed in yellow indicate the waypoints where the rover performs a single acquisition 
of an RGB-D image. The mission trajectory is highlighted in blue. 
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in ‘.png’ format, the depth image as an array, and the point cloud in a specific ‘.pcd’ 

format. Once the acquisition mission is completed, the analysis algorithm is executed. 

The initial phase involves removing noise from the measurements by applying a 

gradient magnitude filter, following the methodology outlined in Section 3.2.5. 

Additionally, points at the outer edges of the sensor's field of view are filtered out, as 

the quality of measurements in these areas is lower, as illustrated in Figure 31. To 

exclude these outer points, a maximum field of view of 60° was imposed on both axes 

of the sensor's field of view, resulting in a region of interest (ROI) that is approximately 

circular in shape. 

Subsequently, the individual point clouds are classified based on the ID contained in 

the graphic marker placed at the center of each plot. All point clouds belonging to the 

same plot are selected and processed in sequence. These point clouds are then 

transformed using a roto-translation aimed at reconstructing the entire plot. The first 

component of this transformation involves rotation, utilizing the pcfitplane function, 

which fits a plane to a point cloud with a maximum allowable distance from an inlier 

point to the plane, set at 5 mm in this case. To enhance the accuracy of this step, the 

point cloud is first down-sampled using the grid-averaged method with a box grid filter, 

applying a step equal to 5 mm. The function returns a geometric model that describes 

the plane, thereby determining the sensor's relative orientation to the ground. 

ax +  by +  cz +  d =  0 

Figure 31. Example of noise filtering in depth measurement acquired in field conditions.  
On the left: an example of raw point cloud obtained from a single acquisition with the useful 
area highlighted in red where the noise in the measurement present at the edge of the frame 
is less present. On the right the result of applying the gradient filter and deleting the outermost 
part of the frame which contains the data used in the subsequent steps of the algorithm. 
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This adjustment is necessary because the rover might not always stop in a perfectly 

level position, making a general geometric calibration for converting the reference 

system ineffective. A dedicated IMU was also tested in parallel to estimate the 

sensor’s orientation, but better results were achieved using the plane fitting method. 

Once the plane that best approximates the ground's position is determined, correction 

angles around the X and Y axes (pitch and roll) are calculated to level the ground in the 

point cloud. The rotation around the Z-axis (yaw) is estimated by checking the 

alignment of the AprilTag in the RGB image. 

The second component of the transformation applied to the raw point cloud involves 

translation. This is determined by extracting the centroid position of the AprilTag's 

point cloud. This translation adjusts the position to align the centroid with the origin of 

the X-Y axes, setting the Z-axis to a fixed height of 0.3 m, which corresponds to the 

height at which the markers were installed. 

After registering all the point clouds using this method, they are merged into a single 

representative point cloud of the parcel using the pcmerge function. This merged point 

cloud is then subjected to a smoothing and down-sampling operation to further reduce 

noise caused by suboptimal measurement conditions and to minimize the storage 

space required for the results. 

The smoothing and down-sampling are achieved by interpolating the data from the 

merged point cloud. This is done using MATLAB's scatteredInterpolant function, which 

performs interpolation on a set of scattered data. The function returns an interpolant, 

denoted as F, for the given dataset. This interpolant can then be evaluated at a set of 

query points, such as (xq,yq) in 2D, to produce interpolated values zq = F (xq,yq). The 

Figure 32. Example of ground plane fitting. 
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interpolation method used is natural, as it is more suitable for approximating natural 

surfaces compared to, for example, the linear method.  

The mesh step used for down-sampling is 5 mm for both the X and Y axes, covering the 

entire parcel. The result is a 301-pixel wide mesh that contains the interpolated height 

data. Once the height matrix is obtained, the color information for each point on the 

mesh is determined by interpolating the RGB color channels from the point cloud onto 

an image with the same mesh dimensions. 

Once the entire parcel is reconstructed and down sampled, the next step involves 

segmenting the individual plants and recognizing each head of lettuce. The process for 

identifying individual plants includes segmenting clusters containing vegetation by 

calculating the ExG index and applying a threshold determined using Otsu’s method, 

as described in detail in Section 3.2.3. 

When a plant is detected for the first time, it is assigned an ID based on the ideal 

planting scheme, considering its relative position to the marker as shown in Figure 34. 

For subsequent detections, the position used for assigning the ID follows the last 

verified position for that ID. This is necessary because, despite careful planting, the 

actual transplanting scheme may differ from the ideal due to the manual nature of the 

transplanting process. 

Figure 33. Result of the reconstruction process of a single plot. On the left: result obtained 
by observing the registered color channel of all the individual frames inherent to a single 
plot. On the right is showed the result of the point cloud reconstruction process. 
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After segmenting each head of lettuce, the voxelization algorithm described in Section 

3.2.5 is applied, but without compensating for leaf inclination. The resulting volumetric 

object is used to extract the volume feature. This procedure is repeated for each 

segmented individual and across all four acquisition epochs. 

Following the last data acquisition, the plants were harvested, and DM was 

determined as described earlier in Section 3.2.1. The estimated biomass volume 

values and the measured ground truth weights were used to determine the correlation 

and apply regression to the estimated volume from all the previous acquisitions. 

During the acquisition campaign, three samples were discarded due to damage 

caused by snails. 

All acquired data were uploaded to the data lake and made available for remote 

consultation via an application developed as part of the project, called "FoodsApp," 

created by the TIM S.p.A group for this purpose. After segmenting each head of lettuce, 

the voxelization algorithm described in laboratory-scale test is applied, but without 

compensating for leaf inclination. The resulting volumetric object is used to extract the 

volume feature. This procedure is repeated for each segmented individual and across 

all four acquisition epochs.  

Figure 34. Transplant layout. The image shows 
how unique IDs between 1 and 8 were assigned 
based on plant relative position to the marker. 
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4.3 Results 

Comparing the fresh weights at harvest with those after drying, it can be observed that 

the samples contained water at a concentration ranging from 92.9% to 96.8%, with an 

average of 94.6%. The measured DM after harvest ranged from a minimum of 0.78 g to 

a maximum of 14.7 g, with an average of 7.98 g.  

The DM of the plants at harvest exhibits some variability, which can be attributed to 

several factors. These include the different fertilization doses applied, the different 

cultivars used, and the initial variations in plantlets sizes at transplanting, as not all 

plantlets were of the same dimensions due to nursery management. Additionally, 

post-transplant stress and other environmental factors could have influenced the 

samples development.  
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Figure 36. Characterization of samples DM at harvest. 

Figure 35. Outdoor augmented reality data visualization. The overlay 
shows the plot number, the crop species and environmental variables 
such as air and soil temperatures, solar radiation levels, rainfall, relative 
air humidity, wind speed and direction. 
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Despite this observed variability at harvest, it has been beneficial for constructing a 

correlation curve between dry weight and volume, consider plants of various sizes. As 

shown in Figure 37, the volume of the object correlates well with biomass or dry mass 

weight, with a coefficient of determination of 0.9 and a root mean squared error (RMSE) 

of 1.07 g. The performances obtained in this test, as well as those obtained in the 

laboratory tests discussed previously in Section 3.3, are similar to those obtained in 

similar work (Zhang et al., 2022), which estimates several parameters of lettuce plants 

including dry weight. In that case, however, the data acquisition was carried out under 

controlled conditions and has a higher spatial resolution than the field test.  

Moreover, the estimation model obtained in this field experiment is to that observed in 

laboratory tests described in Section 3.3. Small differences may be attributed to the 

fact that the plants in the field were grown under different environmental conditions 

and fertilization levels compared to the lettuce plants cultivated for the laboratory 

tests. Additionally, the field-grown plants achieved a much higher level of 

development, with a maximum DM of 14.7 g compared to 3.05 g in the laboratory test. 

Regarding the characterization of biomass throughout the growth period of the plants 

and considering the variability of the seedlings planted during transplantation, we have 

chosen to present relative biomass growth values using the volume estimated at the 
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Figure 37. DM estimation model based on the volume of the reconstructed volumetric object. 
a) Results of correlation between estimated volume and ground truth. b) Image of the 
experimental setup. 
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first acquisition (t = 0) as the baseline. The relative growth data is calculated by dividing 

the estimated volume at a given time by the volume estimated at the initial acquisition. 

The results are presented below in Figure 38, showing the average relative increase per 

plot, per cultivar and per treatment. Observing the graphs, it is evident that the red 

variety exhibited a greater average relative biomass increase compared to the green 

variety. Furthermore, fertilization had a more pronounced effect on the green cultivar, 

still showing visible results in both cases after approximately 20 days.  

To better understand and appreciate the quality of the results obtained using this 

method, the graphical representation of the reconstruction of each individual plot 

throughout the experiment is presented below. It is interesting to observe the quality 

of reconstruction achieved at the level of individual plants and single plot. In this case, 

the quality is bit lower than that obtained at the laboratory scale due to the different 

sensor distance and measurement conditions. However, the algorithm provided a 

satisfactory level of characterization of the plants and within the individual plots which 

can be appreciated in Figure 39 where the results of the reconstruction process of the 

individual plots in the different epoch in which data acquisition happened. 
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c Figure 38. Biomass development kinetics. 
Results are plotted in terms of average relative 
development from the time of transplant. a) by 
variety and fertilization content. Low fertilized 
plants had relatively lower biomass compared 
to more fertilized plants; b) by variety. The red 
variety had higher average biomass increases 
than the green variety. c) by fertilization 
content. Plants fertilized with a higher dose had 
greater increases in biomass. 
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4.4 Research Objective Achieved 

The objectives set at the beginning of the field experiment for automated monitoring 

and characterization of the development of individual horticultural plants have been 

fully achieved. The rover was effectively used to collect data by executing programmed 

missions, moving the sensor within the experimental area. The spatial reference 

markers made possible and improved the quality of the point cloud reconstruction 

process for individual plots and facilitated the identification of individual plants, 

enabling a satisfactory characterization of their development over time. The 

laboratory-scale algorithm demonstrated its effectiveness even under greenhouse 

conditions. The collected data were archived in the data lake, and some results were 

accessed in augmented reality directly in the greenhouse using the Oculus headset, 

which, by recognizing the markers, could display data related to the plot. 
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Figure 39. Graphical representation of plant development during the experiment. The rows 
represent the elapsed time since transplant while the columns indicate  the individual plots. 


